
 
 
  

 
 
 
 
 
 

REQUEST FOR LETTERS OF INTEREST 
 

CEI Perdido Key Multi-Use Path East 
Solicitation Identification Number PD 21-22.114 

Letters of Interest Will Be Received Until: 
5:00 p.m. CT, September 13, 2022 

Escambia County Office of Purchasing 
213 Palafox Place, Second Floor 

Pensacola, FL 32502 
Board of County Commissioners 

Jeff Bergosh, Chairman 
Douglas B. Underhill, Vice Chairman 

Steven Barry 
Lumon J. May 
Robert Bender 

From: 
Jeffrey Lovingood 

Deputy Purchasing Manager 
 

All requests for assistance should be made in writing when possible.  Responses will be provided 
to all known submitters in writing.  No verbal responses will be provided. 
 
Assistance:  
David Miller Office of Purchasing 
Purchasing Coordinator 2nd Floor, Matt Langley Bell, III Building 
Tel:  850-595-4943 213 Palafox Place 
Email:  dwmiller@myescambia.com Pensacola, FL  32502 

 
NOTICE 

It is the specific legislative intent of the Board of County Commissioners that NO CONTRACT 
under this solicitation shall be formed between Escambia County and the awardee vendor until 
such time as the contract is executed by the last party to the transaction. 
 

SPECIAL ACCOMMODATIONS: 
Any person requiring special accommodations to attend or participate, pursuant to the 
Americans with Disabilities Act, should call the Office of Purchasing, (850) 595-4980 at 
least five (5) working days prior to the solicitation opening.   

 



 

 

Escambia County Florida 
Request for Letters of Interest 

Proposer's Checklist 
CEI Perdido Key Multi-Use Path East 

Solicitation Identification Number PD 21-22.114 
How to Submit Your Proposal: 
Please review this document carefully. Offers that are accepted by the county are binding 
contracts.  Incomplete proposals are not acceptable. All documents and submittals must be 
received by the Office of Purchasing on or before date and hour specified for receipt. Late 
proposals will be returned unopened. 
The County has implemented a new Electronic Submittal Process, which requires the use of 
GovernmentForms.software®. This software, which generates and posts a customized version 
the Standard Form (SF) 330 along with the capability to upload other required items, can be 
downloaded at the following address: http://submittals.myescambia.com/ 
GSA Standard Form 330 (the following forms must be submitted in the order listed below) 

• Part II (update if already submitted) 

• Part I 
The remaining forms are PDF’s to be uploaded 

• Letter of Interest 

• Letter from Insurance Carrier as to Capacity to Provide a Certificate of Insurance as 
Specified In the “Insurance Requirements” 

• Certificate of Authority to do Business from the State of Florida (Information Can Be 
Obtained at http://www.sunbiz.org/search.html) 

Note: While the following forms are attached to this solicitation, they are provided as an 
example only.  Use the forms listed on http://submittals.myescambia.com/, General 
Information/Sample Forms/Required Items, they are PDF Forms. 

• Certification Regarding E-Verify System 

• Truth in Negotiation Certification 

• Sworn Statement Pursuant to Section 287.133 (3)(A), Florida Statutes, On Entity Crimes 

• Drug-Free Workplace Form 

• Information Sheet for Transactions and Conveyances Corporate Identification 
The Following Submittals Are Required Upon Notice of Award: 

• Certificate of Insurance 
How to Submit a No Proposal 
If you do not wish to propose at this time, please respond to the Office of Purchasing providing 
your firm's name, address, a signature, and a reason for not responding in a sealed envelope.  
This will ensure your company's active status in our vendor’s list. 

This form is only for your convenience to assist in filling out your proposal.  Do not return with 
your proposal. 

http://submittals.myescambia.com/
http://www.sunbiz.org/search.html
http://submittals.myescambia.com/


 

 
 

INFORMATION PACKAGE 
CEI Perdido Key Multi-Use Path East 

Solicitation Identification Number PD 21-22.114 
I. SCOPE OF WORK  

The Scope of Work for this project is to provide construction, engineering, inspection, and 
project management services for the Perdido Key Drive Multi-Use Trail East.  This 
document gives the Consultant the same responsibility and authority as Escambia County 
when administering this County construction project contract. The administration of the 
Perdido Key Multi-Use Trail will be conducted by the Consultant in full cooperation with 
Escambia County Construction Management.  Escambia County will have the final word 
regarding challenges of consultant authority by the contractor or decisions made by the 
Consultant regarding the work. The goal of Escambia County and the Consultant should 
be to administer the contract in a highly professional manner, conducive to a cooperative 
relationship between the Consultant, Contractors, and Escambia County, and to complete 
the work on budget and on time with minimum inconvenience and maximum safety for the 
public. 
 
PROJECT NARRATIVE 

 The intent of this project is to construct an eight foot (8’) wide concrete multi-use path 
along the North side of Perdido Key Drive. The project begins at the western boundary of 
Perdido Key State Park and will continue to River Road under the intercoastal bridge. The 
project length is approximately 4.5 miles.  The path will provide ADA access with 
detectable warning mat provided at each cross-street location. All existing driveways will 
be reconstructed with new asphalt or concrete aprons. Trail bench locations are to be 
included within the scope. There will be lighted crosswalks to provide access to the State 
Park recreation areas.  

 
Significant utility adjustment/protection is necessary to achieve the proposed scope. 
Relocation of existing water services to be included in the scope of construction. Other 
utilities are present within the project area as well and the proposed treatment of each is 
outlined in the construction plans. 

 
The path will pass through areas designated as critical wildlife habitat. The permanent 
habitat impact is 18.3 acres. Habitat is to be protected, managed, and maintained on the 
project site. The project also includes habitat restoration to the right-of-way along Johnson 
Beach Road. Temporary disturbance during construction will be restored upon completion 
of the activity. An acquired easement will allow the multi-use path to connect with existing 
walkways on Johnson Beach without disturbing a critical habitat corridor. 

 
The construction project duration will be 365 days from issuance of NTP to Substantial 
Completion, and 30 days to Final Completion. Total construction project time is 395 days. 
CEI project duration will commence 30 days prior to construction to review contract 
conditions and to be completed 30 days after construction completion to complete post 
construction certification for a total of 455 days. 

  



Standard Insurance Requirements and Certificates 
 
This offer contains an extensive insurance requirement. Offerors are encouraged to review these 
requirements with their insurance agents before submitting offers. 
 
It is not necessary to have this level of insurance in effect at the time of submitting the offer. 
 
A letter from the offeror’s insurance carrier will be required as evidence that the offeror will be 
able to obtain the level of insurance as required by the contract and indicated on the Sample 
Certificate of Insurance should your firm be awarded the contract. 
 

A. General Insurance Provisions 
 
The Offeror shall procure and maintain the following described insurance, except for coverages 
specifically waived in writing by the County.  Such policies shall be from insurers with a minimum 
financial size of VIII (8) according to the latest edition of the AM Best Rating Guide. An “A” or 
better Best Rating is preferred, however, other ratings may be considered.  Such policies shall 
provide coverages for any or all claims which may arise out of, or result from, the services, work 
and operations carried out pursuant to and under the requirements of the contract documents, 
whether such services, work and operations be by the contractor, its employees, or by 
subcontractor(s), or anyone employed by or under the supervision of any of them, or for whose 
acts any of them may be legally liable. 
 
The Offeror shall require and shall be responsible for assuring throughout the time the agreement 
is in effect that all its subcontractors obtain and maintain until the completion of that 
subcontractor's work, the insurance coverages described herein as are required by law to be 
provided on behalf of their employees and others.  If the Offeror fails to follow this requirement, 
then the Offeror’s insurance will become primary to cover any loss that may occur or is alleged to 
have occurred.   
 
The required insurance shall be obtained and written for not less than the limits of liability specified 
hereinafter, or as required by law, whichever is greater. 
 
These insurance requirements shall not limit the liability of the Offeror. 
 
The County does not represent these types or amounts of insurance to be sufficient or adequate to 
protect the Offeror's interests or liabilities but are merely minimums required for the Offeror to be 
considered for the work that is the subject of this contract. 
 
Except for worker's compensation and professional liability, the Offeror's insurance policies shall 
be endorsed to name Escambia County, Florida Board of County Commissioners as an additional 
insured to the extent of its interests arising from this agreement, contract, or lease. 
 
The Offeror shall purchase and maintain coverage on forms no more restrictive that the latest 
edition of the ISO (Insurance Services Office) commercial General Liability and Business Auto 
policies. 



 
The Offeror waives its right of recovery against the County, to the extent permitted by its insurance 
policies. 
 
The Offeror's deductibles/self-insured retentions shall be disclosed to the County and may be 
disapproved by the County.  The County may require them to be reduced or eliminated at the sole 
option of the County. The Offeror will remain responsible for any deductible or self-insured 
retention. 
 
Insurance required of the Offeror, or its subcontractors shall be considered primary, and insurance 
of the County, if any, shall be considered excess to claims or losses which arise out of this 
agreement, contract, or lease. 
 

B. Specific Insurance Requirements 
       
 
1) Workers Compensation Coverage 
 
The Offeror shall purchase and maintain worker’s compensation insurance for all worker’s 
compensation obligations imposed by state law with Statutory Limits for Part A and with 
Employer's Liability (Part B) limits of at least $1,000,000.00 each accident/ $1,000,000.00 each 
employee/ $1,000,000.00 policy limit for disease, or a valid certificate of exemption issued by the 
state of Florida, or an affidavit in accordance with the provisions of Florida Workers Compensation 
law. 
 
Offeror shall also purchase any other coverages required by law for the benefit of employees. 
 
2) General Liability Coverage 
 
Minimum limits of $1,000,000 per occurrence and $2,000,000 annual aggregate for all liability 
must be provided with excess or umbrella insurance making up the difference, if any, between the 
policy limits of underlying policies (including employer’s liability required in the worker's 
compensation coverage section) and  the  total  amount  of  coverage required. 
 
Coverage A shall include Bodily Injury and Property Damage liability for premises, operations, 
products and completed operations, independent contractors, contractual liability covering this 
agreement, contract or lease, broad form property damage coverages, and property damage 
resulting from explosion, collapse or underground (XCU) exposures cannot be excluded (IF THE 
WORK INVOLVES DEMOLITION/DESTRUCTION OF STRUCTURES, TRENCH 
WORK OR ANY WORK UNDERGROUND OR BELOW THE SURFACE OF THE 
GROUND.)  Coverage B shall include Personal Injury.  Coverage C, Medical Payments, is 
required. 
 
Even If the work covered by this submission is covered by both Bid and Performance bonds, the 
Offeror is required to continue to purchase products and completed operations coverage, at least 



to satisfy this agreement, contract, or lease, for a minimum of three years beyond the County's 
acceptance of renovation or construction projects. 
 
Products Liability coverage must be included in the CGL form if the Offeror is manufacturing or 
providing any product as a distributor for a manufacturer to the County.  Minimum limits of 
$1,000,000 per occurrence and $2,000,000 Products/Completed Operations Aggregate must be in 
the policy and evidenced by Certificate.    (See Section F. item (5) for more information) 
 
 
 
3) Business Auto Liability Coverage 
 
Minimum limit of $1,000,000 per accident or occurrence. Automobile liability coverage is to 
include Bodily Injury and Property Damage arising out of ownership, maintenance, or use of any 
auto, including owned, non-owned and hired automobiles and for any employee or subcontractor’s 
non-ownership use of an auto. 
 
The General Liability and Business Auto Liability policies shall be endorsed to include Escambia 
County, Florida as an additional insured and provide for 30-day notification of cancellation to the 
County. 
 
4) Umbrella Liability Coverage (if utilized to achieve required policy limits) 
 
Umbrella liability insurance is preferred, but an Excess Liability equivalent may be allowed as an 
alternative solely at the discretion of the County.  Whichever type of coverage is provided, it shall 
not be more restrictive than the underlying insurance policy coverages.  Umbrella coverage shall 
drop down to provide coverage where the underlying limits are exhausted. 
 

C. Insurance for Construction Contracts 
 
1)  ALL construction contracts should include the coverages listed in B. above, plus the 
following: 
 
2) Even if the contracted work is covered by a Performance bond, all Completed Operations 
coverage in the General Liability policy should remain in effect until the Florida statute of repose 
expires (the time for filing claims for faulty/incorrect work.) Limits for larger construction 
contracts should be at least $2,000,000 per occurrence, $4,000,000 annual aggregate.  
 
3) If contract involves any Architectural and/or Design work, Professional Liability (including 
Design Build Errors & Omissions) coverage should be included.  This coverage should provide 
coverage for wrongful acts, errors, or omissions of the Contractor.  Limits of at least $1,000,000 
per wrongful act and $2,000,000 policy aggregate required. Higher value, more extensive design 
work should be reflected in requirements for higher limits, for example $3,000,000 / $6,000,000.  
 
4) If contract involves potential pollution risk to the environment from working in, on or beneath 
the surface of the land (or water) or involves a system such as HVAC or refrigeration that contains 



a potential pollutant, coverage for Contractor’s Pollution Liability is required.  Policy should 
cover the Offeror’s completed operations and be required to remain in effect up to the statute of 
repose after project completion. Coverage shall apply to sudden and gradual pollution conditions 
resulting from the escape or release of smoke, vapors, fumes, acids, alkalis, toxic chemicals, 
liquids or gases, natural gas, waste materials or other irritants, contaminants, or pollutants, 
including asbestos.  If the coverage is written on a claims-made basis, the Offeror warrants that 
any retroactive date on the policy applicable to this project precedes the effective date of this 
contract.  Limits for Contractor’s Pollution Liability should be at least $1,000,000 per occurrence, 
$2,000,000 annual aggregate but should be increased to reflect the scope and potential severity of 
the project. If the project involves extensive underground work or near utility lines it should be 
reflected with requirements for higher limits, for example $3,000,000 or $5,000,000.   
 
5) If Drones (or any Unmanned Aircraft) are used on the project, the General Liability coverage 
CANNOT include a Drone/Unmanned Aircraft exclusion.  The Offeror warrants that coverage for 
Drones is contained in the General Liability policy or in an Aviation Liability policy which must 
be provided to the County. That Aviation Liability policy must have limits equal to or exceeding 
the limits required for the General Liability policy.   
 
6) If contract involves the transportation and disposal of hazardous materials, including but not 
limited to Asbestos, proof of Broadened Pollution coverage on the Commercial Auto policy 
evidenced by endorsement CA9948 will be required.  
 
7) Contracts for substantial construction projects (new buildings and/or substantial renovations) 
should include Builders Risk and Owners Protective Liability coverage.  Builders Risk coverage 
should reflect the entire project cost including soft costs and potential delays.  Owners Protective 
provides coverage for the County during the course of construction for bodily injury and property 
damage claims arising from the construction project.  Limits of $1,000,000 per occurrence / 
$2,000,000 policy aggregate for the OPL would be minimums.   
 
8) If the contract involves the lifting by any type of crane or Heli-lift, a Moving & Rigging Floater 
endorsement on the CGL should be evidenced with a copy of the actual endorsement.  
 

D. Insurance for Information Technology Consulting and Professional Services 
 
1) All contracts for Information Technology services should include the coverages listed in B. 
above, plus the following:  
 
 

E. Insurance for Services or Work on Waterfront, Marina, Beachfront or Port Area 
 

1) Any Submission that involves work to be performed at, over or near any Marina, Beachfront, 
Port or water’s edge should be referred to the Escambia County Risk Manager for review.   
 
2) If the contract involves the use of a marine vessel by the Offeror, proof of Protection & 
Indemnity (Marine Liability) coverage with limits of at least $1,000,000 per occurrence / 
$2,000,000 policy aggregate.  



 
3) Excess Marine Liability coverage may be used to provide satisfactory (or higher) limits if 
recommended by Escambia County Risk Manager.   
 
4) Proof of Maritime Workers Compensation coverage for employees of Offerors engaged in this 
work should be provided with limits of at least $500,000 per occurrence/$1,000,000 policy 
aggregate.  Depending on the location of the work to be performed, this coverage could include 
US Longshore & Harborworkers and/or Jones Act coverage.   
 
5) If the contract involves work which could possibly lead to the release of pollutants or 
contaminants into any body of water, Marine Pollution liability with limits of $1,000,000 per 
occurrence / $2,000,000 policy aggregate is required.    
 

F. Endorsements/Additional Insurance to Consider 
 
The County may require the following endorsements or additional types of insurance: 
 

1) Termination/Adverse Change Endorsement - All of Offeror's policies, except for 
professional   liability and worker's compensation insurance, are to be endorsed, and the 
Offeror's certificate(s) of insurance shall state, that the County shall be notified at least 30 
days in advance of cancellation, nonrenewal or adverse change. 

 
2) Fidelity/Dishonesty/Liability Coverage – Fidelity/Dishonesty/Liability insurance is to be 

purchased or extended to cover dishonest acts of the contractor's employees resulting in 
loss to the County. 
 

3) Aviation Insurance – specifically for contracts involving aviation operations for or on 
behalf of the County or any construction/repair/replacement of any aviation related 
property.  Specific limits to be determined by Escambia County Risk Manager upon 
referral to that office.   
 

4) Property insurance – for any tenants/lessees of County real estate or real property.  
Special Causes of Loss form required with policy to provide full replacement cost (as 
specified by Escambia County Risk Manager) and should waive any coinsurance 
provision.  Any deductible in excess of $1000 per occurrence must be approved by Risk 
Management.   
 

5) Products Liability Insurance – As referenced in the General Liability section, contracts 
involving the County purchasing products must have General Liability policies that 
include Products/Completed Operations coverage.  Limits may vary based on the amount 
and type of product involved.  Minimum limits in the GL are $1,000,000 per Occurrence 
with a separate Products/Completed Operations Aggregate of $2,000,000, which is 
standard.  Additional limit requirements can be satisfied with an Umbrella Liability 



policy consistent with Section B. (4) above.  The same Additional Insured and Waiver of 
Subrogation requirements apply to this coverage.   

 
G. Indemnification (to be included in all submission documents)  

 
Offeror  agrees  to  save  harmless,  indemnify,  and  defend  County  and their  elected and 
appointed officials, agents,  officers  and employees from  any and all claims, losses,  penalties,  
interest,  demands,  judgements,  and costs of suit,  including attorneys' fees and paralegals' fees, 
for any expense, damage or liability incurred by any of them, whether for personal injury, death, 
property damage, direct or consequential damages, or economic loss, including environmental 
impairment, arising directly or   indirectly on account of or in connection with the work performed 
by Offeror under this Agreement or by any person, firm  or corporation to whom any portion of 
the Work is subcontracted Offeror;  or resulting from the use by Offeror, or by any one for whom 
Offeror is legally liable, of any materials, tools, machinery or other property of County.  
 
County and Offeror agree the first $100.00 of the Contract Amount paid by County to Offeror shall 
be given as separate consideration for this indemnification, and any other indemnification of 
County by Offeror provided for within the Contract Documents, the sufficiency of such separate 
consideration being acknowledged by Offeror by Offeror’s acceptance and execution of the 
Agreement.   
 
The Offeror's obligation shall not be limited by, or in any way to, any insurance coverage or by 
any provision in or exclusion or omission from any policy of insurance. The Offeror agrees to pay 
on behalf of Escambia County, as well as provide a legal defense for the County, both of which 
will be done only when requested by the County, for all claims made.  Such payment on behalf of 
the County shall be in addition to all other legal remedies available to the County and shall not be 
the County's exclusive remedy. 
 
 

H. Evidence/Certificates of Insurance 
 
Required insurance shall be documented in certificates of insurance.  When required by the 
County, certificates of insurance shall be accompanied by documentation that is acceptable to the 
County establishing that the insurance agent and/or agency issuing the certificate of insurance has 
been duly authorized, in writing, to do so by and on behalf of each insurance company underwriting 
the insurance coverage(s) indicated on each certificate of insurance. Some coverages should be 
evidenced by actual copies of policies and endorsements sent by the agent of the Offeror.   
 
New certificates of insurance are to be provided to the County at least 30 days prior to coverage 
renewals. Failure of the contractor to provide the County with such renewal certificates may be 
considered justification for the County to terminate this agreement, contract, or lease. 
 
Certificates should contain the following additional information: 
 
1.            Indicate that Escambia County is an additional insured on the General Liability and 
Business Auto liability policies. If an Excess or Umbrella Liability policy is used to provide the 



minimum limit requirements, then the County should be named as an Additional Insured on that 
policy too.  
 
2.         Include a reference to the project and the Office of Purchasing number. 
 
3.         Disclose any self-insured retentions more than $1,000.00. 
 
4.         Designate Escambia County as the certificate holder as follows: Escambia County 

Attention: Abdul Lucy, Purchasing Coordinator 
Office of Purchasing, Room 11.101 
213 Palafox Place 2nd Floor 
Pensacola, FL 32591 
Email:  Purchasing@myescambia.com 

 
5.         Indicate that the County shall be notified at least 30 days in advance of cancellation. 
 
Receipt of certificates or other documentation of insurance or policies or copies of policies by the 
County, or by any of its representatives, which indicate less coverage than required does not 
constitute a waiver of contractor's obligation to fulfill the insurance requirements herein. 
 
If requested by the County, the contractor shall furnish complete copies of the contractor's 
insurance policies, forms, and endorsements, and/or such additional information with respect to its 
insurance as may be requested. 
 
For commercial general liability coverage, the contractor shall, at the option of the County, provide 
an indication of the amount of claims payments or reserves chargeable to the aggregate amount of 
liability coverage. 
 



 

 
 

Description of Work Activities: 
1. Erosion Control and Preconstruction Conferences:  Prepare for and conduct the Erosion 
Control and Preconstruction Conferences.   Address and resolve all issues that arise at the meetings 
with appropriate offices, agencies, and divisions.  Prepare and distribute detailed minutes of the 
meeting.  
 
2. Facilitate Weekly Progress Meetings:   Prepare the agenda, attend, and conduct a meeting every 
week with Escambia County personnel, Contractor, Sub-Contractors, Utility personnel and other 
agencies affected by the project (i.e. State Park Officials).   Be prepared to discuss recent progress, 
upcoming events, the schedule, and problems associated with the project.   Record significant 
information revealed and discussed at the meeting.  Distribute written minutes to the appropriate 
agencies.  
 
3. Project Administration: Provide project administration and coordinate with the assigned Project 
Coordinator.  Prepare for, cooperate with, and assist auditors who may be assigned to review project 
records, payments, reports, etc. Provide ample inspectors and assistance to adequately oversee all 
work being done on the contract. Monitor contractor’s hours worked and materials on the project and 
verify all pay requests for accuracy. Prior to starting work, submit to Project Coordinator a listing of 
personnel assigned to the project for review and approval. In addition, a list of persons with 
emergency phone numbers should always be supplied to the Project Coordinator and be available at 
any time in the case of an emergency on the project. The Consultant should also obtain from the 
Contractor a list of personnel that will be responsible for any occurrence that may arise on the 
project, for the life of the project. This project is funded through the RESTORE grant and the 
Recreational Trails Program. CEI should be familiar with documentation requirements for each grant 
source. 
 
4. Provide Construction Inspection: Provide effective and qualified supervision of all inspection 
services being conducted by Prime Contractor and Sub-Contractors.  All field technicians must be 
certified in the applicable FDOT certification workshops or have applicable training 
certifications/records listed below:  
 
Asphalt Roadway Paving Inspector 
Asphalt Plant Inspection 
Class 1 Concrete Technician 
Soils and Aggregate Technician 
Earthwork Technician 
Nuclear Gauge Trained and Proficient 
SWPPP Training Certifications 
Americans with Disabilities Act (ADA) Title II and Section 504 Training 
 
Certification from another State Highway Department, nationally recognized institution, or other 
approved agency may be acceptable in lieu of the FDOT certification.  
 
5. Conduct Field Surveys: Verify surveying services to obtain original, final, as well as progress 
estimate quantities for payment of all earth work pay items to the Contractor. Be prepared to justify 
quantities in case of discrepancies between the Contractors and Project Coordinator.  Upon request, 
check construction layout when deemed necessary by the Project Coordinator.  



 

 
 

 
6. Supplemental Agreements/Construction Changes: Notify the Project Coordinator of the 
necessity of any Supplemental Agreements/Construction Changes. Negotiate prices for additional 
pay items with the Contractor while adhering to the “Average Unit Price” listing when possible. 
Coordinate acceptance of prices with the Project Coordinator.  
 
7. Shop Drawings: Preview and approve all shop drawings prior to the Contractor submitting them 
to the appropriate Vendor.  
 
8. Quality Assurance, Testing for Acceptance, and Training: Copies of all certifications 
should be filed in the project records for review by Escambia County at any time. Any temporary 
waivers of certification or licensing will be reviewed by Escambia County for the final decision. 
Provide certification training to consultant personnel for all necessary field-testing and 
inspection. Monitor the testing provided by the Contractor in the field as defined in the Contract, 
Plans or Specifications. Document Consultant testing on standard forms provided by Escambia 
County and distribute as required. Monitor documentation of testing by the Contractor. Field test 
verification by the Consultant includes, but is not limited to, all asphalt related testing to include 
asphalt plant inspection and all concrete related testing for acceptance by Escambia County, 
nuclear density testing of earthwork, base stone, asphalt, structural backfill and pipe backfill as 
defined in the Standard Specifications and Escambia County’s sampling and testing schedule. 
The Consultant will also verify aggregate analysis and moisture testing for roadway embankment 
and base stone materials as defined in the Standard Specifications and Escambia County’s 
sampling and testing schedule. (Note: All tests normally performed by Escambia County 
personnel will be performed by the Consultant.) Also Consultant’s responsibilities include, the 
random checking of application rates, dimensions, and bearings to assure conformance to the 
Plans and Specifications. In case of notification of defective concrete as defined in the 
Specifications, the Consultant will submit the initial information on forms supplied by Escambia 
County and will receive the final disposition of the material after review. Certifications of 
material submitted by the Contractor will be reviewed by the Consultant for conformity to the 
Project Specifications. The certification documents submitted to Escambia County will also be 
reviewed for completeness and conformance to the Escambia County’s standard form of 
submission. A Final Materials and Tests Certification will be submitted to Project Coordinator 
with the Final Records.  
 
9. Progress Payments: The Consultant will document and assemble accurate quantities for 
Monthly Progress Payments to the Prime Contractor from actual project field records, as directed 
by Special Provisions in the contract, from Supplemental Agreements/Construction Changes. 
The quantities for payment will be referenced to field records prior to submission for payment. 
Test reports will be on file prior to payment. The Project Coordinator must approve any waiver 
of testing documents prior to payment. Pay quantities will be submitted to the Project 
Coordinator for review and payment. Payments for stockpiled material may be made as defined 
in the Standard Specifications and approved by the Project Coordinator. Copies of approved Sub 
Contractors should be on file prior to the first Progress Payment.  
 
10. Revisions to the Contract Plans: Any revisions to the contract plans or cross sections will be 
submitted to the Project Coordinator for review and processing.  
 



 

 
 

11. Distribution of Correspondence: Submit to the Project Coordinator a copy of all 
correspondence between the Consultant, Contractor, Sub Contractors, or others concerning matters 
related to the project. Maintain an electronic file of all correspondence for submission with the 
project Final Records.  
 
12. Inspection of Work: Provide inspection services for conformance to Plans and Specifications for 
all roadway, structures, and specialty items that are being incorporated into the project. Observe, 
measure, and record all quantities for payment. Record field measurements in project records for 
review by Escambia County or auditors. The records will be recorded on a standard form (field book) 
supplied or defined by Escambia County and/or on field inspection forms to be submitted to 
Escambia County. Check traffic control daily, and additionally as required or requested. Notify the 
contractor of deficiencies or problems immediately. Document weekly (or as often as required) 
project traffic control on forms supplied by Escambia County and distribute as required. Inspect daily 
erosion control items for conformance to the plans as well as effectiveness in the field. Notify the 
contractor of deficiencies. Prepare to justify any and all pay quantities in the case of questions from 
the contractor or Escambia County. Prepare an accurate daily diary, signed by the inspector, 
consisting of, but not limited to:  
 

• A record of the contractors on the project  
• Their personnel (number and classification)  
• Equipment (number and type or size)  
• Location and work performed by each Contractor or Subcontractor  
• Orders given to the Contractor  
• Events of note on the project  
• Accidents on the project and any details surrounding the accident such as police  
 report number, fatalities, causes, time, etc. Obtain a copy of the police report for the  
 project records whenever possible.  
• Weather, amount of precipitation, temperature at morning, noon, and evening, 

cloudy, clear, etc.  
• Days charged, with explanation if not charged  
• Equipment arriving or leaving the project, idle equipment  
• Any other details that may be important later in the project life  

 
13. Reports: There are numerous reports, documents, etc., that shall be generated in the process of 
Contract Administration. Submit a formatted (Escambia County standard format) of selected project 
records to Project Coordinator after project completion.  Any questions regarding the requirements 
shall be forwarded to the Project Coordinator for clarification. 
 
14. Final Records: Submit a final estimate (electronic format) for the project at this time.  
Coordinate Consultant hours after project completion with the Project Coordinator for approval.  

• Prepare documentation and records in compliance with the Agreement and County 
Procedures. 

• Certify and submit one (1) set of final “As-Built Plans” documenting the contractor’s work. 
• At the Consultant’s final pay request from the County, the Consultant shall supply one (1) 

CD/DVD of all files in original format associated with the project. The CD/DVD must be 
accepted by the County prior to final payment. 

 



 

 
 

15. Project Claims: Prepare documentation and assist in the defense of Escambia County, when 
requested, in preparation for Claims or possible Claims resulting in the execution of the contract.  
 
16. Utility Relocations: Utility relocations will be a part of this contract. Relocations that are 
reimbursable will be inspected for quantities that will be reviewed and verified, comparing utility 
company records prior to payment by Escambia County. 
 
17. Plan Review: Review submitted construction plans from the design engineers prior to 
construction for completion, comments, concerns, and observations. 
 
18. Citizen Interface:  Consultant will act as primary point of contact for citizen comments, 
inquiries, and complaints for this construction project.  Consultant will maintain (2) Variable 
Message Board (VMB) from start of construction through completion of punch list.  Consultant will 
also maintain (1) static message boards.  One shall be for standard project documentation, permits, 
etc.  Location shall be within the project location, to be determined by the Project Coordinator.  The 
second static message board shall be for public information exclusively; containing updated project 
status information maintained with weekly updates by the Consultant, overall plan sheet and contact 
information for public information.  Location shall be determined by the Project Coordinator. 
 
 
Project managers preference: 
Note: 
The final CEI contract shall not exceed 10% of the estimated construction cost. The consultant 
should prepare the proposal estimated upon daily site inspections, but not full-time onsite 
inspections. The contract will be “Not To Exceed” based upon hourly rates.   

 
 
Desired Timelines: There is an aggressive schedule for this project, once the pending 
grant is awarded with the expectation that design permitting and construction will be 
completed within 395 days after grant award, per EWP requirements. 
GSA CODES 
Anticipated Disciplines (Function Codes SF 330) for this project 

Code Description    
Primary  02 Administrative 

12 Civil Engineer 
15 Construction Inspector  
16 Construction Manager 
23 Environmental Engineer 
48 Project Manager 

Secondary  
 
 



 

 
 

Anticipated Experience Categories (Profile Codes SF 330) for this project  
 

Code  Description 
Primary  C08 Codes; Standards; Ordinances 

C14 Conservation and Resource Management 
C15 Construction Management 
H07 Highways; Streets; Airfields Paving; Parking Lots 
T02 Testing and Inspection Services 

 
Secondary 
  

II. INSTRUCTIONS TO SUBMITTERS 
Firms desiring to provide described Professional Services shall submit one (1) electronic 
copy of your firms Letter of Interest containing all of the requested information no later 
than the date and time listed on the cover sheet.  Submittals delivered late shall not be 
accepted or considered.  No exceptions will be made. 
A. Government Forms Software: http://submittals.myescambia.com/ 

All information requested must be submitted.  Failure to submit all information may 
result in a lower evaluation of the proposal.  Letters, which are substantially 
incomplete or lack key information, may be rejected by the County at its discretion.  
The selection of the short-listed firms will be based on the information provided in 
the submittal. 
The submittals shall be in the GSA Standard Form (SF) 330 format, with one 
additional section as described below (include in Letter of Interest).  No other 
format will be acceptable.   
Information submitted with your letter of interest should include documentation to 
demonstrate your firm’s qualifications and abilities to provide the scope of services.  
The submittal should include sufficient information to permit a clear understanding 
of similar past projects, especially in Florida, staff experience and abilities, and any 
other additional, pertinent details to describe the team’s capabilities. 
A committee will review the information submitted and short-list the firms.  On-site 
presentations, interviews, and or discussions will be requested of a short list of 
three or more firms.  Once all review is complete, the short-listed firms will be 
ranked by the selection committee with the top ranked firm being scheduled for 
negotiations. 
Award(s) resulting from this solicitation shall be subject to the provisions of Chapter 
1-9-5, CONSULTANTS of the Ordinances of Escambia County and Procedure PP-
250 VENDOR PERFORMANCE EVALUATIONS of the Purchasing Policies and 
Procedures of Escambia County. 
The following policy will apply to all methods of source selection: 

http://submittals.myescambia.com/


 

 
 

B. CONDUCT OF PARTICIPANTS 
After the issuance of any solicitation, all bidders/proposers/protestors or individuals 
acting on their behalf are hereby prohibited from lobbying as defined herein or 
otherwise attempting to persuade or influence any elected County officials, their 
agents or employees or any member of the relevant selection committee at any 
time during the blackout period as defined herein; provided, however, nothing 
herein shall prohibit bidders/proposers/protestors or individuals acting on their 
behalf from communicating with the purchasing staff concerning a pending 
solicitation unless otherwise provided for in the solicitation or unless otherwise 
directed by the purchasing manager.   
Definitions 
Blackout period means the period between the time the bids/proposals for 
invitations for bid or the request for proposal, or qualifications, or information, or 
requests for letters of interest, or the invitation to negotiate, as applicable, are 
received at the Escambia County Office of Purchasing and the time the Board 
awards the contract, and any resulting bid protest is resolved, or the solicitation is 
otherwise canceled.  
Lobbying means the attempt to influence the thinking of elected County officials, 
their agents or employees or any member of the relevant Selection Committee for 
or against a specific cause related to a pending solicitation for goods or services, 
in person, by mail, by facsimile, by telephone, by electronic mail, or by any other 
means of communication. 
Sanctions 
The Board may impose any one or more of the following sanctions on a 
nonemployee for violations of the policy set forth herein:  

1. Rejection/disqualification of submittal  
2. Termination of contracts; or 
3. Suspension or debarment as provided in Sec. 46-102 of the Escambia 

County Code of Ordinances. 
This policy is not intended to alter the procedure for Protested Solicitations and 
Awards as set forth in the Sec. 46-101 of the Escambia County Code of 
Ordinances. 

C. IDENTIFICATION OF SUBCONSULTANTS/CHANGES AFTER THE FACT 
After delivering an initial proposal in response to this solicitation, all submitters are 
prohibited from substituting, modifying, or amending those sub-consultants 
identified in the initial written submittal at any time during the course of the 
solicitation process up to the final award of contract and including question and 
answer sessions, presentations or technical clarifications and submittals as may 
be required by the Review/Selection Committee. A substitution or addition of sub-
consultants or any other material changes to the submittal after the initial response 
will cause the submittal to be invalid for review and selection purposes. 

D. FLORIDA EXECUTIVE ORDER 11-116 COMPLIANCE 
 
 
 



 

 
 

III. FIRMS' EVALUATIONS AND SELECTION 
The County shall follow the procedures of the Consultants’ Competitive Negotiation Act, 
Title XIX, Chapter 287, Section 055 of the Florida Statutes.  The selection committee shall 
consider such factors as: 
 

Selection Criteria Points 
Organization and Staffing 30 

Experience and References 40 

Availability 20 

Testing 10 

  

  

TOTAL: 100 points 
 
Award(s) resulting from this solicitation shall be subject to the provisions of Chapter 1-9-5, 
CONSULTANTS of the Ordinances of Escambia County and Procedure PP-250 VENDOR 
PERFORMANCE EVALUATIONS of the Purchasing Policies and Procedures of Escambia 
County. 
  



 

 
 

IV. SCHEDULE 
The following schedule shall be adhered to in so far as practical in all actions related to 
this procurement: 

Mailing date of requests 8/11/2022 

Letters of Interest due date 5:00 p.m. CT, 9/13/2022 

Short-Listing Meeting 1:00 p.m. CT, 9/20/2022 

Discussions, Ranking Meeting 1:00 p.m. CT, 9/27/2022 

Written Scope due to Committee for Review 10/7/2022 

Fee Proposal due to Committee for Review 10/1/2022 

1st Negotiations with First Ranked Firms 10:00 a.m. CT, 10/11/2022 

2nd Negotiations with First Ranked Firms If Required, 10:00 a.m. CT, 10/18/2022 

Board of County Commissioners approval 11/3/2022 
 
Note: Per Florida Statute 119.071, General exemptions from inspection or copying of public 

records  2. Sealed bids, proposals, or replies received by an agency pursuant to a 
competitive solicitation are exempt from s. 119.07(1) and s. 24(a), Art. I of the State 
Constitution until such time as the agency provides notice of an intended decision or until 
30 days after opening the bids, proposals, or final replies, whichever is earlier. 

Public Records of this solicitation will not be available until . 
V. SUBMITTAL REQUIREMENTS 

The County has implemented an Electronic Submittal Process that utilizes 
GovernmentForms.software® (GFS) to generate a customized version of the Standard 
Form (SF) 330 in a specific format. Other items shall be in PDF format and must be 
submitted by electronic upload via GFS or manually via the County’s web site at 
http://submittals.myescambia.com/ 
Required items are described below (The following forms must be submitted 
electronically in the order listed below): 
A. Update Standard Form (SF) 330 – Part II (GFS format) 

For those firms that have already provided an SF 330 Part II update as required 
Note: The wording on the form cannot be changed, but include information as 
though the listing reads as follows: 
11. ANNUAL AVERAGE PROFESSIONAL SERVICES REVENUES 

INVOICED AND PAID BY OF FIRM FOR LAST 3 YEARS 
11. a.  Federal Escambia County Florida Board of County Commissioners 
11. b. Non-Federal Non-Escambia County Florida Board of County 

Commissioners Work 

http://www.leg.state.fl.us/Statutes/index.cfm?App_mode=Display_Statute&Search_String=&URL=0100-0199/0119/Sections/0119.07.html
http://submittals.myescambia.com/


 

 
 

B. Standard Form (SF) 330 – Part I (GFS format) 
Generated by GovernmentForms.software®, includes: 
1. Standard Form (SF) 330 - Part I, Section A-C 
2. Standard Form (SF) 330 - Part I, Section D 

For each individual shown on the organizational chart list the following: 
a) Name 
b) Position relative to the project 
c) Firm 
d) Position in the firm 

3. Standard Form (SF) 330 - Part I, Section E 
Page Limit: 20 pages/resumes 

4. Standard Form (SF) 330 - Part I, Section F 
Page Limit: 10 pages/projects 

5. Standard Form (SF) 330 - Part I, Section G 
Page Limit: 1 page 

6. Standard Form (SF) 330 - Part I, Section H 
The firm should provide three (3) examples of past performance on projects 
for government entities/municipalities indicating experience in the 
following: 
a) Performance record 
b) Background Experience 
c) Technical Expertise 
Current Work:  Proposers shall list all currently active contracts or task 
orders with the following: 
a) Escambia County, Florida, 
b) Other Government Entities, 
c) Private, and provide the following relative information 

1) Contract or Task Order name 
2) Current status 
3) Costs 

i. Original cost, to include any change orders 
ii. Remaining balance 

Proposers shall list any work which their organization failed to complete in 
the last five (5) years and describe the when, where, how and why of such 
failure. 
Proposers shall list any officer or partner of their team who in the last five 



 

 
 

(5) years failed to complete a contract handled in his/her name and to 
discuss the reasons thereof. 
Proposers shall list any lawsuits in which their team (firms and individuals) 
is involved relative to services performed or failed to perform over the last 
five (5) years 
Proposers shall include any additional information to represent your firm for 
consideration 

C. Letter of Interest (PDF format) 
Letter of Interest prepared by a corporate officer or principal of the firm authorized 
to obligate the firm contractually (Page Limit: Total Letter of Interest length shall 
not exceed 20 pages). 
Documents:  The following forms are PDF’s to be uploaded 
1. Letter of Interest 
2. Letter from Insurance Carrier as to Capacity to Provide a Certificate Of 

Insurance as Specified In the “Insurance Requirements” 
3. Certificate of Authority to do Business from the State Of Florida (Information 

Can Be Obtained at http://www.sunbiz.org/search.html) 
Note: While the following forms are attached to this solicitation.  They are provided 
as an example only.  Use the forms listed on 
http://submittals.myescambia.com/, General Information/Sample 
Forms/Required Items, they are PDF Forms. 
4. Certification Regarding E-Verify System 
5. Truth in Negotiation Certification 
6. Sworn Statement Pursuant to Section 287.133 (3)(A), Florida Statutes, On 

Entity Crimes 
7. Drug-Free Workplace Form 
8. Information Sheet for Transactions and Conveyances Corporate 

Identification 
No additional information is to be included in the Letter of Interest. 
Note: Failure to provide the information listed above could be reason for deeming 
a firm non-responsive. 

http://www.sunbiz.org/search.html
http://submittals.myescambia.com/


 

 
 

CERTIFICATION REGARDING E-VERIFY SYSTEM 
 

Contractor hereby certifies compliance with the following: 
 
Pursuant to State of Florida Executive Order No.: 11-116, Contractor shall utilize the U.S. 
Department of Homeland Security’s E-Verify system to verify the employment eligibility of all new 
employees hired by Contractor while performing work or providing services for Escambia County.  
Contractor shall also include in any related subcontracts a requirement that subcontractors 
performing work or providing services for Escambia County on its behalf utilize the E-Verify 
system to verify employment of all new employees hired by subcontractor. 
 
CONTRACTOR: 
 
_____________________________________ 
Business Name 
 
 
_____________________________________ 
Signature 
 
_____________________________________ 
Printed Name 
 
_____________________________________ 
Title (Printed) 
 
_____________________________________ 
Date 



 

 
 

TRUTH IN NEGOTIATION CERTIFICATION 
 
For any lump-sum or cost-plus-a-fixed-fee professional service agreement over $60,000 the 
Agency requires the Consultant to execute this certificate and include it with the submittal of the 
Technical Proposal. 
 
The Consultant hereby certifies, covenants, and warrants that wage rates and other factual unit 
costs supporting the compensation for this project's agreement will be accurate, complete, and 
current at the time of contracting. 
 
The Consultant further agrees that the original agreement price and any additions thereto shall 
be adjusted to exclude any significant sums by which the Agency determines the agreement price 
was increased due to inaccurate, incomplete, or non-current wage rates and other factual unit 
costs. All such agreement adjustments shall be made within one (1) year following the end of the 
agreement. For purpose of this certificate, the end of the agreement shall be deemed to be the 
date of final billing or acceptance of the work by the Agency, whichever is later. 
 
_____________________________________ 
Name of Consultant 
 
_____________________________________ 
Authorized Signature 
 
_____________________________________ 
Date



 

 
 

SWORN STATEMENT PURSUANT TO SECTION 287.133(3)(a), FLORIDA STATUTES, 
ON ENTITY CRIMES 

 
1. This sworn statement is submitted to        

(print name of the public entity) 
 
 by            

(print individual's name and title) 
 
 for            

(print name of entity submitting sworn statement) 
  
 whose business address is: 
             

             
 and (if applicable) its Federal Employer Identification Number (FEIN) is: 
        
 
 (If the entity has no FEIN, include the Social Security Number of the Individual  
 signing this sworn statement:         _____ 
2. I understand that a "public entity crime" as defined in Paragraph 287.133(1)(g), Florida 

Statutes, means a violation of any state or federal law by a person with respect to and 
directly related to the transaction of business with any public entity or with an agency or 
political subdivision of any other state or of the United States, including, but not limited to, 
any bid or contract for goods or services to be provided to any public entity or an agency 
or political subdivision or any other state or of the United States and involving antitrust, 
fraud, theft, bribery, collusion, racketeering, conspiracy, or material misrepresentation. 

3. I understand that "convicted" or "conviction" as defined in Paragraph 287.133(1)(b), 
Florida Statutes, means a finding of guilt or a conviction of a public entity crime, with or 
without an adjudication of guilt, in any federal or state trial court of record relating to 
charges brought by indictment or information after July 1, 1989, as a result of jury verdict, 
nonjury trial, or entry of a plea of guilty or nolo contendere. 

4. I understand that an "affiliate" as defined in Paragraph 287.133(1)(a), Florida Statutes, 
means: 
a. A predecessor or successor of a person convicted of a public entity crime; or 
b. An entity under the control any natural person who is active in the management of 

the entity and who has been convicted of a public entity crime.  The term "affiliate" 
includes those officers, directors, executives, partners, shareholders, employees, 
members, and agents who are active in the management of an affiliate.  The 
ownership by one person of shares constituting a controlling interest in another 
person or a pooling of equipment or income among persons when not for fair 
market value under an arm's length agreement, shall be a prima facie case that 
one person controls another person.  A person who knowingly enters into a joint 
venture with a person who has been convicted of a public entity crime in Florida 
during the preceding 36 months shall be considered an affiliate. 

c. I understand that a "person" as defined in Paragraph 287.133(1)(e), Florida 
Statutes, means any natural person or entity organized under the laws of any state 
or of the United States with the legal power to enter into binding contract and which 



 

 
 

bids or applies to bid on contracts for the provision of goods or services let by a 
public entity, or which otherwise transacts or applies to transact business with a 
public entity.  The term "person" includes those officers, directors, executives, 
partners, shareholders, employees, members, and agents who are active in 
management of an entity. 

d. Based on information and belief, the statement, which I have marked below, is true 
in relation to the entity submitting this sworn statement.  (indicate which 
statement applies.) 

 Neither the entity submitting this sworn statement, nor any of its officers, directors, 
executives, partners, shareholders, employees, members, or agents who are active in 
the management of the entity, nor any affiliate of the entity has been charged with and 
convicted of a public entity crime subsequent to July 1, 1989. 

 The entity submitting this sworn statement, or one or more of its officers, directors, 
executives, partners, shareholders, employees, members, or agents who are active in 
the management of the entity, or an affiliate of the entity has been charged with and 
convicted of a public entity crime subsequent to July 1, 1989. 

 The entity submitting this sworn statement, or one or more of its officers, directors, 
executives, partners, shareholders, employees, members, or agents who are active in 
the management of the entity, or an affiliate of the entity has been charged with and 
convicted of a public entity crime subsequent to July 1, 1989.  However, there has been 
a subsequent proceeding before a Hearing Officer of the State of Florida, Division of 
Administrative Hearings and the Final Order entered by the Hearing Officer determined 
that it was not in the public interest to place the entity submitting this sworn statement on 
the convicted vendor list. (attach a copy of the final order). 

I UNDERSTAND THAT THE SUBMISSION OF THIS FORM TO THE CONTRACTING OFFICER 
FOR THE PUBLIC ENTITY IDENTIFIED IN PARAGRAPH 1 (ONE) ABOVE IS FOR THAT 
PUBLIC ENTITY ONLY AND, THAT THIS FORM IS VALID THROUGH DECEMBER 31 OF THE 
CALENDAR YEAR IN WHICH IT IS FILED.  I ALSO UNDERSTAND THAT I AM REQUIRED TO 
INFORM THE PUBLIC ENTITY PRIOR TO ENTERING INTO A CONTRACT IN EXCESS OF 
THE THRESHOLD AMOUNT PROVIDED IN SECTION 287.017, FLORIDA STATUTES FOR 
CATEGORY TWO OF ANY CHANGE IN THE INFORMATION CONTAINED IN THIS FORM. 
              
          (Signature) 
 
Sworn to and subscribed before me this   day of    , 20   

Personally known             

OR produced identification    Notary Public - State of    

       My commission expires    
 (Type of identification) 

              
    (Printed typed or stamped commissioned name of notary public) 

 
 
  



 

 
 

DRUG-FREE WORKPLACE FORM 
 
The undersigned vendor, in accordance with Florida Statute 287.087 hereby certifies that 
_________________________________does: 

Name of Business 

1. Publish a statement notifying employees that the unlawful manufacture, distribution, 
dispensing, possession, or use of a controlled substance is prohibited in the workplace 
and specifying the actions that will be taken against employees for violations of such 
prohibition. 

2. Inform employees about the dangers of drug abuse in the workplace, the business's policy 
of maintaining a drug-free workplace, any available drug counseling, rehabilitation, 
employee assistance programs and the penalties that may be imposed upon employees 
for drug abuse violations. 

3. Give each employee engaged in providing the commodities or contractual services that 
are under bid a copy of the statement specified in Paragraph 1. 

4. In the statement specified in Paragraph 1, notify the employees that, as a condition of 
working on the commodities or contractual services that are under bid, the employee will 
abide by the terms of the statement and will notify the employer of any conviction of, or 
plea of guilty or nolo contendere to, any violation of Chapter 893 or of any controlled 
substance law of the United States or any state, for a violation occurring in the workplace 
no later than five (5) days after such conviction. 

5. Impose a sanction on or require the satisfactory participation in a drug assistance or 
rehabilitation program if such is available in the employee's community, by any employee 
who is so convicted. 

6. Make a good faith effort to continue to maintain a drug-free workplace through 
implementation of Paragraphs 1 through 5. 

Check one: 
 
________ As the person authorized to sign this statement, I certify that this firm complies fully 

with above requirements. 

________ As the person authorized to sign this statement, this firm does not comply fully 
with the above requirements. 

 
_________________________________ 

Offeror's Signature 
 

_________________________________ 
Date 



 

 
 

INFORMATION SHEET 
for Transactions and Conveyances 

Corporation Identification 
 
The following information will be provided to the Escambia County Legal Department for 
incorporation in legal documents.  It is; therefore, vital all information is accurate and complete.  
Please be certain all spelling, capitalization, etc. is exactly as registered with the state or federal 
government. 
 (Please Circle One) 
Is this a Florida Corporation: Yes or No 
If not a Florida Corporation, 

In what state was it created: __________________________________ 
Name as spelled in that State: __________________________________ 

 
What kind of corporation is it:   "For Profit" or "Not for Profit" 
Is it in good standing: Yes or No 
Authorized to transact business in Florida: Yes or No 
State of Florida Department of State Certificate of Authority Document Number:_____________ 
Does it use a registered fictitious name:  Yes or No 
Names of Officers: 

 
President:______________________________ Secretary:___________________________ 
 
Vice President:__________________________ Treasurer:___________________________ 
 
Director:_______________________________ Director:____________________________ 
 
Other:_________________________________ Other:______________________________ 
Name of Corporation (As used in Florida): 
 
____________________________________________________________________________ 
 (Spelled exactly as it is registered with the state or federal government) 
 
Corporate Address: 

Post Office Box: _____________________________________ 
City, State Zip: _____________________________________ 
Street Address: _____________________________________ 
City, State, Zip: _____________________________________ 

Please provide post office box and street address for mail and/or express delivery; also for 
recorded instruments involving land. 

(Please continue and complete page 2) 



 

 

Page 2 of 2 
Corporate Identification 
Federal Identification Number:__________________________________________________ 

(For all instruments to be recorded, taxpayer's identification is needed) 

Contact person for Company:___________________________ E-mail: ________________ 
Telephone Number: _______________________ Facsimile Number: __________________ 
Name of individual who will sign the instrument on behalf of the company: 
____________________________________________________________________________ 
(Upon Certification of Award, Contract shall be signed by the President or Vice-President.  Any 
other officer shall have permission to sign via a resolution approved by the Board of Directors on 
behalf of the company.  Awarded contractor shall submit a copy of the resolution together with 
the executed contract to the Office of Purchasing) 
Title of the individual named above who will sign on behalf of the company: 

____________________________________________________________________________ 
(Spelled exactly as it would appear on the instrument) 

 
END 

 
____________________________________________________________________________ 

 
Verified by:__________________ Date:______________ 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



SCOPE OF WORK 
CONSTRUCTION, ENGINEERING, INSPECTION AND PROJECT 

MANAGEMENT FOR THE 
PERDIDOKEY DRIVE MULTI-USE TRAIL EAST PHASE 

  
 

PROJECT DESCRIPTION 
 
The intent of this project is to construct an eight foot (8’) wide concrete multi-use path along 
the North side of Perdido Key Drive. The project begins at the western boundary of Perdido 
Key State Park and will continue to River Road under the intercoastal bridge. The project 
length is approximately 4.5 miles.  The path will provide ADA access with detectable 
warning mat provided at each cross-street location. All existing driveways will be 
reconstructed with new asphalt or concrete aprons. Trail bench locations are to be included 
within the scope. There will be lighted crosswalks to provide access to the State Park 
recreation areas.  

Significant utility adjustment/protection is necessary to achieve the proposed scope. 
Relocation of existing water services to be included in the scope of construction. Other 
utilities are present within the project area as well and the proposed treatment of each is 
outlined in the construction plans. 

The path will pass through areas designated as critical wildlife habitat. The permanent habitat 
impact is 18.3 acres. Habitat is to be protected, managed, and maintained on the project site. 
The project also includes habitat restoration to the right-of-way along Johnson Beach Road. 
Temporary disturbance during construction will be restored upon completion of the activity. 
An acquired easement will allow the multi-use path to connect with existing walkways on 
Johnson Beach without disturbing a critical habitat corridor. 

The construction project duration will be 365 days from issuance of NTP to Substantial 
Completion, and 30 days to Final Completion. Total construction project time is 395 days. 
CEI project duration will commence 30 days prior to construction to review contract 
conditions and to be completed 30 days after construction completion to complete post 
construction certification for a total of 455 days.  

 
SCOPE OF SERVICES SUMMARY  
 
The Scope of Work for this project is to provide construction, engineering, inspection, and 
project management services for the Perdido Key Drive Multi-Use Trail East.  This document 
gives the Consultant the same responsibility and authority as Escambia County when 
administering this County construction project contract. The administration of the Perdido 
Key Multi-Use Trail will be conducted by the Consultant in full cooperation with Escambia 
County Construction Management.  Escambia County will have the final word regarding 
challenges of consultant authority by the contractor or decisions made by the Consultant 
regarding the work. The goal of Escambia County and the Consultant should be to administer 
the contract in a highly professional manner, conducive to a cooperative relationship between 
the Consultant, Contractors, and Escambia County, and to complete the work on budget and 
on time with minimum inconvenience and maximum safety for the public.  



 
The responsibilities of the Consultant on this project are, but not limited to:  
 
1. Erosion Control and Preconstruction Conferences:  Prepare for and conduct the 
Erosion Control and Preconstruction Conferences.   Address and resolve all issues that arise 
at the meetings with appropriate offices, agencies, and divisions.  Prepare and distribute 
detailed minutes of the meeting.  
 
2. Facilitate Weekly Progress Meetings:   Prepare the agenda, attend, and conduct a 
meeting every week with Escambia County personnel, Contractor, Sub-Contractors, Utility 
personnel and other agencies affected by the project (i.e. State Park Officials).   Be prepared 
to discuss recent progress, upcoming events, the schedule, and problems associated with the 
project.   Record significant information revealed and discussed at the meeting.  Distribute 
written minutes to the appropriate agencies.  
 
3. Project Administration: Provide project administration and coordinate with the assigned 
Project Coordinator.  Prepare for, cooperate with, and assist auditors who may be assigned to 
review project records, payments, reports, etc. Provide ample inspectors and assistance to 
adequately oversee all work being done on the contract. Monitor contractor’s hours worked 
and materials on the project and verify all pay requests for accuracy. Prior to starting work, 
submit to Project Coordinator a listing of personnel assigned to the project for review and 
approval. In addition, a list of persons with emergency phone numbers should always be 
supplied to the Project Coordinator and be available at any time in the case of an emergency 
on the project. The Consultant should also obtain from the Contractor a list of personnel that 
will be responsible for any occurrence that may arise on the project, for the life of the project. 
This project is funded through the RESTORE grant and the Recreational Trails Program. CEI 
should be familiar with documentation requirements for each grant source. 
 
4. Provide Construction Inspection: Provide effective and qualified supervision of all 
inspection services being conducted by Prime Contractor and Sub-Contractors.  All field 
technicians must be certified in the applicable FDOT certification workshops or have 
applicable training certifications/records listed below:  
 
Asphalt Roadway Paving Inspector 
Asphalt Plant Inspection 
Class 1 Concrete Technician 
Soils and Aggregate Technician 
Earthwork Technician 
Nuclear Gauge Trained and Proficient 
SWPPP Training Certifications 
Americans with Disabilities Act (ADA) Title II and Section 504 Training 
 
Certification from another State Highway Department, nationally recognized institution, or 
other approved agency may be acceptable in lieu of the FDOT certification.  
 
5. Conduct Field Surveys: Verify surveying services to obtain original, final, as well as 
progress estimate quantities for payment of all earthwork pay items to the Contractor. Be 
prepared to justify quantities in case of discrepancies between the Contractors and Project 
Coordinator.  Upon request, check construction layout when deemed necessary by the Project 
Coordinator.  



 
6. Supplemental Agreements/Construction Changes: Notify the Project Coordinator of the 
necessity of any Supplemental Agreements/Construction Changes. Negotiate prices for 
additional pay items with the Contractor while adhering to the “Average Unit Price” listing 
when possible. Coordinate acceptance of prices with the Project Coordinator.  
 
7. Shop Drawings: Preview and approve all shop drawings prior to the Contractor 
submitting them to the appropriate Vendor.  
 
8. Quality Assurance, Testing for Acceptance, and Training: Copies of all 
certifications should be filed in the project records for review by Escambia County at any 
time. Any temporary waivers of certification or licensing will be reviewed by Escambia 
County for the final decision. Provide certification training to consultant personnel for all 
necessary field-testing and inspection. Monitor the testing provided by the Contractor in 
the field as defined in the Contract, Plans or Specifications. Document Consultant testing 
on standard forms provided by Escambia County and distribute as required. Monitor 
documentation of testing by the Contractor. Field test verification by the Consultant 
includes, but is not limited to, all asphalt related testing to include asphalt plant 
inspection and all concrete related testing for acceptance by Escambia County, nuclear 
density testing of earthwork, base stone, asphalt, structural backfill and pipe backfill as 
defined in the Standard Specifications and Escambia County’s sampling and testing 
schedule. The Consultant will also verify aggregate analysis and moisture testing for 
roadway embankment and base stone materials as defined in the Standard Specifications 
and Escambia County’s sampling and testing schedule. (Note: All tests normally 
performed by Escambia County personnel will be performed by the Consultant.) Also 
Consultant’s responsibilities include, the random checking of application rates, 
dimensions and bearings to assure conformance to the Plans and Specifications. In case 
of notification of defective concrete as defined in the Specifications, the Consultant will 
submit the initial information on forms supplied by Escambia County and will receive the 
final disposition of the material after review. Certifications of material submitted by the 
Contractor will be reviewed by the Consultant for conformity to the Project 
Specifications. The certification documents submitted to Escambia County will also be 
reviewed for completeness and conformance to the Escambia County’s standard form of 
submission. A Final Materials and Tests Certification will be submitted to Project 
Coordinator with the Final Records.  
 
9. Progress Payments: The Consultant will document and assemble accurate quantities 
for Monthly Progress Payments to the Prime Contractor from actual project field records, 
as directed by Special Provisions in the contract, from Supplemental 
Agreements/Construction Changes. The quantities for payment will be referenced to field 
records prior to submission for payment. Test reports will be on file prior to payment. 
The Project Coordinator must approve any waiver of testing documents prior to payment. 
Pay quantities will be submitted to the Project Coordinator for review and payment. 
Payments for stockpiled material may be made as defined in the Standard Specifications 
and approved by the Project Coordinator. Copies of approved Sub Contractors should be on 
file prior to the first Progress Payment.  
 
10. Revisions to the Contract Plans: Any revisions to the contract plans or cross sections 
will be submitted to the Project Coordinator for review and processing.  



 
11. Distribution of Correspondence: Submit to the Project Coordinator a copy of all 
correspondence between the Consultant, Contractor, Sub Contractors, or others concerning 
matters related to the project. Maintain an electronic file of all correspondence for submission 
with the project Final Records.  
 
12. Inspection of Work: Provide inspection services for conformance to Plans and 
Specifications for all roadway, structures, and specialty items that are being incorporated into 
the project. Observe, measure, and record all quantities for payment. Record field 
measurements in project records for review by Escambia County or auditors. The records will 
be recorded on a standard form (field book) supplied or defined by Escambia County and/or 
on field inspection forms to be submitted to Escambia County. Check traffic control daily, 
and additionally as required or requested. Notify the contractor of deficiencies or problems 
immediately. Document weekly (or as often as required) project traffic control on forms 
supplied by Escambia County and distribute as required. Inspect daily erosion control items 
for conformance to the plans as well as effectiveness in the field. Notify the contractor of 
deficiencies. Prepare to justify any and all pay quantities in the case of questions from the 
contractor or Escambia County. Prepare an accurate daily diary, signed by the inspector, 
consisting of, but not limited to:  
 

• A record of the contractors on the project  
• Their personnel (number and classification)  
• Equipment (number and type or size)  
• Location and work performed by each Contractor or Subcontractor  
• Orders given to the Contractor  
• Events of note on the project  
• Accidents on the project and any details surrounding the accident such as police  
 report number, fatalities, causes, time, etc. Obtain a copy of the police report for the  
 project records whenever possible.  
• Weather, amount of precipitation, temperature at morning, noon, and evening, 
 cloudy, clear, etc.  
• Days charged, with explanation if not charged  
• Equipment arriving or leaving the project, idle equipment  
• Any other details that may be important later in the project life  

 
13. Reports: There are numerous reports, documents, etc., that shall be generated in the 
process of Contract Administration. Submit a formatted (Escambia County standard format) 
of selected project records to Project Coordinator after project completion.  Any questions 
regarding the requirements shall be forwarded to the Project Coordinator for clarification. 
 
14. Final Records: Submit a final estimate (electronic format) for the project at this time.  
Coordinate Consultant hours after project completion with the Project Coordinator for 
approval.  

• Prepare documentation and records in compliance with the Agreement and County 
Procedures. 

• Certify and submit one (1) set of final “As-Built Plans” documenting the contractor’s 
work. 

• At the Consultant’s final pay request from the County, the Consultant shall supply 
one (1) CD/DVD of all files in original format associated with the project. The 
CD/DVD must be accepted by the County prior to final payment. 



 
15. Project Claims: Prepare documentation and assist in the defense of Escambia County, 
when requested, in preparation for Claims or possible Claims resulting in the execution of the 
contract.  
 
16. Utility Relocations: Utility relocations will be a part of this contract. Relocations that are 
reimbursable will be inspected for quantities that will be reviewed and verified, comparing 
utility company records prior to payment by Escambia County. 
 
17. Plan Review: Review submitted construction plans from the design engineers prior to 
construction for completion, comments, concerns, and observations. 
 
18. Citizen Interface:  Consultant will act as primary point of contact for citizen comments, 
inquiries, and complaints for this construction project.  Consultant will maintain (2) Variable 
Message Board (VMB) from start of construction through completion of punch list.  
Consultant will also maintain (1) static message boards.  One shall be for standard project 
documentation, permits, etc.  Location shall be within the project location, to be determined 
by the Project Coordinator.  The second static message board shall be for public information 
exclusively; containing updated project status information maintained with weekly updates 
by the Consultant, overall plan sheet and contact information for public information.  
Location shall be determined by the Project Coordinator. 
 
 
Project managers preference: 
Note: 
The final CEI contract shall not exceed 10% of the estimated construction cost. The 
consultant should prepare the proposal estimated upon daily site inspections, but not full-
time onsite inspections. The contract will be “Not To Exceed” based upon hourly rates.   
 
 
GSA Codes 
 
Anticipated Disciplines (Function Codes SF 330) for this project 
 

Code Description    
 02  Administrative 
 12  Civil Engineer  

15  Construction Inspector 
16  Construction Manager 
23 Environmental Engineer 
48 Project Manager 
 

Anticipated Experience Categories (Profile Codes SF 330) for this project 
 

Code Description 
 C08 Codes; Standards; Ordinances 
 C14 Conservation and Resource Management 
 C15 Construction Management 



 H07 Highways; Streets; Airfields Paving; Parking Lots  
 T02 Testing and Inspection Services 
  
FDOT Work Types  
 
#      Reviewing FDOT Office    Work Type Description      Minimum Qualification 
Requirements    
2         Environmental                  Environmental Studies         1 FL. Regis. P.E.  
            Management Office             1 Natural Scientist  
 
10.1    Construction Office          Roadway Construction                 1 FL. Regis. P.E. 
                               Engineering Inspection 
 
10.3    Construction Office          Construction Materials                 1 FL. Regis. P.E. 
                                 Inspection 
 
 
 
Evaluation Criteria Points 
Organization and Staffing –  

• Identify the roles and responsibilities of the proposed key 
personnel and include experience and qualifications. 

• Identify subconsultants that may be used for the project. 

30 

Experience and References –  
• Demonstrate experience in other projects of similar scope of work 

and complexity. (Minimum of three) 
• Project experience with Federally (RESTORE) and FDOT funded 

project CEI services and familiar with reporting criteria. 
• Refence list for each project including the name of the client 

contact information familiar with the project. Brief description of 
the project. 

• Experience with required EOE and DBE reporting. 

40 

Availability – 
• Ability to respond in a timely and acceptable manner to 

circumstances that may arise involving the project. 
• Manage the project within the specified project timeline and within 

budget. 
• Project management pre/post storm and documentation of storm 

impact. 

20 

Testing –  
• Demonstrate knowledge of required testing. 

10 

TOTALS 100 
 



BID TABULATION
BID DATE: 

      

PERDIDO KEY DRIVE MULTI USE PATH - 
EAST PHASE

DATE: 

Description Quantity Units Unit Price Cost

Restore Grant Funded
1 Mobilization 1 LS
2 Maintenance of Traffic 1 LS

Work Zone Sign (14,848 Days)
Portable Changeable Message Sign, Temporary (492 

3 Silt Fence Type III 8,706 LF
4 Litter Removal (20.240 AC x 8 Cycles) 162 AC
5 Mowing (1 Cycle) 21 AC
6 Clearing & Grubbing 1 LS
7 Remove Exist. Concrete, Up to 6" Thick 901 SY
8 Relocate Standard Mailbox 24 EA
9 Regular Excavation 2,610 CY
10 Borrow Excavation, Truck Measure 2,192 CY
11 12" Stabalized Subgrade 28,159 SY
12 4" BOHEMIAN  BASE 1,564 SY
13 1 1/2" County Spec 2500 Type SP 12.5 Asphalt, Over 1,564 SY
14 Concrete Class NS, Gravity Wall 45.7 CY
15 Manhole, Adjust, Utilities 8 EA
16 Valve Boxes, Adjust 57 EA
17 Pedestrian / Bicycle Railing, Aluminum Only, 42" Type 1 351 LF

(FDOT Index 515-062)
18 Concrete Sidewalk and Driveways, 4" Thick 13,741 SY
19 Concrete Sidewalk and Driveways, 6" Thick 3,141 SY
20 Detectable Warnings 751 SF
21 Midblock Crosswalk:  In Roadway Light Assembly, 2 AS

 & Install-Solar Powered, Complete Crossing
22 Single Post Sign, F&I Grounf Mount, Up to 12 SF 9 AS
23 Single Post Sign, Relocate 35 AS
24 Multi-Post Sign, Ground Mount, Relocate 1 AS
25 Thermoplastic, Standard, White, Solid, 12" for Crosswalk 1,653 LF
26 Thermoplastic, Standard, White, Solid, 24" for Stop Bar 99 LF
27 Thermoplastic, Preformed, White, Solid, 24" for 310 LF
28 Thermoplastic, Standard, Other Surfaces, White, Solid, 6" 1,132 LF
29 Thermoplastic, Standard, Other Surfaces, Yellow, Double 5 LF
30 Benches 4 EA
31 Regular Excavation, Truck Measure (Johnson Beach) 1,481 CY
32 Sea Oats Planting 139,360 EA
33 Bluestem Planting 16,000 EA
34 March Elder Planting 21,600 EA
35 Beach Grass Planting 16,000 EA
36 Muhly Grass Planting 581 EA
37 Beach Raking 11 AC
38 NPDES NOI and NOT Permit, Including SWPPP and 1 LS

RTP FUNDED STA 250+00 to 483+00
39 Concrete Sidewalk and Driveways, 4" Thick 4,705 SY

LOST FUNDED Johnson Beach Connector Path
40 Clearing & Grubbing 1 LS
41 Regular Excavation 283 CY
42 12" Stabalized Subgrade 566 SY
43 4" BOHEMIAN  BASE 566 SY
44 Concrete Sidewalk and Driveways, 4" Thick 454 SY
45 Manhole, Adjust, Utilities 1 EA

 Grand Total 

* By signing and submitting, the contractor acknowledges work proposed shall be warranteed for a period of two
  years and that the contractor will abide by the Florida Trench Safety Act at no additional costs.

General

BIDDER'S COMPANY NAME:
BIDDER'S PROJECT MANAGER:
LICENSE NO.:

BIDDERS SIGNATURE

Pay Item No.



Exhibit K: 

REQUIRED CONTRACT PROVISIONS FOR CONTRACTS FUNDED BY FEDERAL 
AWARDS (2 C.F.R. Part 200) 
 

• TITLE VI OF THE CIVIL RIGHTS ACT OF 1964  

• DISBARMENT AND SUSPENSION  

• BYRD ANTI-LOBBYING AMENDMENT  

• PROHIBITION ON CONTRACTING FOR COVERED TELECOMMUNICATIONS EQUIPMENT OR 
SERVICES  

 
OTHER CONTRACT PROVISIONS 
 

• SUBAWARDS 

• ACCESS TO RECORDS  

• SEALS, LOGOS, AND FLAGS  

• COMPLIANCE WITH FEDERAL LAW, REGULATIONS, AND EXECUTIVE ORDERS  

• NO OBLIGATION BY FEDERAL GOVERNMENT  

• PROGRAM FRAUD AND FALSE OR FRAUDULENT STATEMENTS OR RELATED ACTS 

• AFFIRMATIVE SOCIOECONOMIC STEPS  

• COPYRIGHT AND DATA RIGHTS  

 

 

 

 

 

 

 

 

 



REQUIRED CONTRACT PROVISIONS FOR CONTRACTS FUNDED BY FEDERAL 
AWARDS (2 C.F.R. Part 200) 
 

DISBARMENT AND SUSPENSION 

This provision applies to all contracts amounts in excess of $25,000. 

This contract is a covered transaction for purposes of 2 C.F.R. Part 180 and 2 C.F.R. Part 3000. As such, 
the Contractor / Consultant is required to verify that none of the Contractor’s / Consultant’s principals 
(defined at 2 C.F.R. § 180.995) or its affiliates (defined at 2 C.F.R. § 180.905) are excluded (defined at 2 
C.F.R. § 180.940) or disqualified (defined at 2 C.F.R. § 180.935). The Contractor / Consultant must 
comply with 2 C.F.R. Part 180, subpart C and 2C.F.R. Part 3000, subpart C, and must include a 
requirement to comply with these regulations in any lower tier covered transaction it enters into. This 
certification is a material 

representation of fact relied upon by Escambia County. If it is later determined that the Contractor / 
Consultant did not comply with 2 C.F.R. Part 180, subpart C and 2 C.F.R. Part 3000, subpart C, in addition 
to remedies available to Escambia County, the federal government may pursue available remedies, 
including but not limited to suspension and/or debarment. The bidder or proposer agrees to comply 
with the requirements of 2 C.F.R. Part 180, subpart C and 2 C.F.R. Part 3000, subpart C while this offer is 
valid and throughout the period of any contract that may arise from this offer. The bidder or proposer 
further agrees to include a provision requiring such compliance in its lower tier covered transactions.” 

BYRD ANTI-LOBBYING AMENDMENT 

This provision applies to all contracts amounts in excess of $100,000. 

Contractors / Consultants who apply or bid for an award of more than $100,000 shall file the required 
certification. Each tier certifies to the tier above that it will not and has not used federally appropriated 
funds to pay any person or organization for influencing or attempting to influence an officer or 
employee of any agency, a Member of Congress, officer or employee of Congress, or an employee of a 
Member of Congress in connection with obtaining any federal contract, grant, or any other award 
covered by 31 U.S.C. § 1352. Each tier shall also disclose any lobbying with non-federal funds that takes 
place in connection with obtaining any federal award. Such disclosures are forwarded from tier to tier 
up to the recipient who in turn will forward the certification(s) to the federal awarding agency. 

If applicable, contractors / consultants must sign and submit the following certification to Escambia 
County with each bid or offer exceeding $100,000. 

 

 

 



APPENDIX A, 44 C.F.R. PART 18 – CERTIFICATION REGARDING LOBBYING 

Certification for Contracts, Grants, Loans, and Cooperative Agreements 

The undersigned certifies, to the best of his or her knowledge and belief, that: 

No federal appropriated funds have been paid or will be paid, by or on behalf of the undersigned, to any 
person for influencing or attempting to influence an officer or employee of an agency, a Member of 
Congress, an officer or employee of Congress, or an employee of a Member of Congress in connection 
with the awarding of any federal contract, the making of any federal grant, the making of any federal 
loan, the entering into of any cooperative agreement, and the extension, continuation, renewal, 
amendment, or modification of any federal contract, grant, loan, or cooperative agreement. 

If any funds other than federal appropriated funds have been paid or will be paid to any person for 
influencing or attempting to influence an officer or employee of any agency, a Member of Congress, an 
officer or employee of Congress, or an employee of a Member of Congress in connection with this 
federal contract, grant, loan, or cooperative agreement, the undersigned shall complete and submit 
Standard Form-LLL, “Disclosure Form to Report Lobbying,” in accordance with its instructions. 

The undersigned shall require that the language of this certification be included in the award documents 
for all subawards at all tiers (including subcontracts, subgrants, and contracts under grants, loans, and 
cooperative agreements) and that all subrecipients shall certify and disclose accordingly. 

This certification is a material representation of fact upon which reliance was placed when this 
transaction was made or entered into. Submission of this certification is a prerequisite for making or 
entering into this transaction imposed by section 1352, Title 31, U.S.C. Any person who fails to file the 
required certification shall be subject to a civil penalty of not less than $10,000 and not more than 
$100,000 for each such failure. 

The Contractor / Consultant, _______________________________________ certifies or affirms the 
truthfulness and accuracy of each statement of its certification and disclosure, if any. In addition, the 
Contractor / Consultant understands and agrees that the provisions of 31 U.S.C. Chap. 38, 
Administrative Remedies for False Claims and Statements, apply to this certification and disclosure, if 
any. 

 
          
Signature of Contractor’s / Consultant’s Authorized Official 
 
         
Name and Title of Contractor’s / Consultant’s Authorized Official 
 
         
Date 
 



PROHIBITION ON CONTRACTING FOR COVERED TELECOMMUNICATIONS EQUIPMENT OR SERVICES 

This provision applies to all contracts. 

(a) Prohibitions. 

(1) Section 889(b) of the John S. McCain National Defense Authorization Act for Fiscal Year 2019, 
Pub. L. No. 115-232, and 2 C.F.R. § 200.216 prohibit the head of an executive agency on or after 
Aug.13, 2020, from obligating or expending grant, cooperative agreement, loan, or loan 
guarantee funds on certain telecommunications products or from certain entities for national 
security reasons. 

(2) Unless an exception in paragraph (c) of this clause applies, the Contractor and its 
subcontractors may not use grant, cooperative agreement, loan, or loan guarantee funds from 
the federal awarding agency to: 

(i) Procure or obtain any equipment, system, or service that uses covered 
telecommunications equipment or services as a substantial or essential component of 
any system, or as critical technology of any system; 

(ii) Enter into, extend, or renew a contract to procure or obtain any equipment, system, 
or service that uses covered telecommunications equipment or services as a substantial 
or essential component of any system, or as critical technology of any system; 

(iii) Enter into, extend, or renew contracts with entities that use covered 
telecommunications equipment or services as a substantial or essential component of 
any system, or as critical technology as part of any system; or 

(iv) Provide, as part of its performance of this contract, subcontract, or other contractual 
instrument, any equipment, system, or service that uses covered telecommunications 
equipment or services as a substantial or essential component of any system, or as 
critical technology as part of any system. 

(b) Exceptions. 

(1) This clause does not prohibit contractors from providing— 

(i) A service that connects to the facilities of a third-party, such as backhaul, roaming, or 
interconnection arrangements; or 

(ii) Telecommunications equipment that cannot route or redirect user data traffic or 
permit visibility into any user data or packets that such equipment transmits or 
otherwise handles. 

(2) By necessary implication and regulation, the prohibitions also do not apply to: 

(i) Covered telecommunications equipment or services that: 



i. Are not used as a substantial or essential component of any system; and 

ii. Are not used as critical technology of any system. 

(ii) Other telecommunications equipment or services that are not considered covered 
telecommunications equipment or services. 

(c) Reporting requirement. 

(1) In the event the Contractor identifies covered telecommunications equipment or services 
used as a substantial or essential component of any system, or as critical technology as part of 
any system, during contract performance, or the Contractor is notified of such by a 
subcontractor at any tier or by any other source, the Contractor shall report the information in 
paragraph (d)(2) of this clause to the recipient or subrecipient, unless elsewhere in this contract 
are established procedures for reporting the information. 

(2) The Contractor shall report the following information pursuant to paragraph (d)(1) of this 
clause: 

(i) Within one business day from the date of such identification or notification: The 
contract number; the order number(s), if applicable; supplier name; supplier unique 
entity identifier (if known); supplier Commercial and Government Entity (CAGE) code (if 
known); brand; model number (original equipment manufacturer number, 
manufacturer part number, or wholesaler number); item description; and any readily 
available information about mitigation actions undertaken or recommended. 

(ii) Within 10 business days of submitting the information in paragraph (d)(2)(i) of this 
clause: Any further available information about mitigation actions undertaken or 
recommended. In addition, the Contractor shall describe the efforts it undertook to 
prevent use or submission of covered telecommunications equipment or services, and 
any additional efforts that will be incorporated to prevent future use or submission of 
covered telecommunications equipment or services. 

(d) Subcontracts. The Contractor shall insert the substance of this clause, including this paragraph (d), in 
all subcontracts and other contractual instruments.” 

 
OTHER CONTRACT PROVISIONS 
 

SUBWARDS 

This provision applies to all contracts. 

(1) When the contractor, subcontractor, or consultant makes a subaward to a subrecipient that is 
authorized to enter into contracts for the purposes of completing the subaward scope of work, the 



contractor, subcontractor, or consultant must require the subrecipient to comply with the requirements 
contained in this section. 

(2) The contractor, subcontractor, and consultant must not sub-grant or sub-contract any part of the 
approved project to any agency or employee of the federal funding agency and/or other federal 
department, agency, or instrumentality without the prior written approval of the federal awarding 
agency. The federal awarding agency will notify the recipient in writing of the final determination. 

ACCESS TO RECORDS 

This provision applies to all contracts. 

(1) The Contractor / Consultant agrees to provide Escambia County, the federal awarding agency, the 
Comptroller General of the United States, or any of their authorized representatives access to any 
books, documents, papers, and records of the Contractor / Consultant which are directly pertinent to 
this contract for the purposes of making audits, examinations, excerpts, and transcriptions. 

(2) The Contractor / Consultant agrees to permit any of the foregoing parties to reproduce by any means 
whatsoever or to copy excerpts and transcriptions as reasonably needed. 

(3) The Contractor / Consultant agrees to provide the federal awarding agency or its authorized 
representatives access to plans, documents, construction, or other work sites pertaining to the work 
being completed under the contract.  

(4) In compliance with the Disaster Recovery Act of 2018, Escambia County and the Contractor / 
Consultant acknowledge and agree that no language in this contract is intended to prohibit audits or 
internal reviews by the federal awarding agency or the Comptroller General of the United States. 

SEALS, LOGOS, AND FLAGS 

This provision applies to all contracts. 

The Contractor / Consultant shall not use the federal awarding agency’s seal(s), logos, crests, or 
reproductions of flags or likenesses of federal awarding agency officials without specific pre-approval of 
the federal awarding agency. 

COMPLIANCE WITH FEDERAL LAW, REGULATIONS, AND EXECUTIVE ORDERS 

This provision applies to all contracts. 

This is an acknowledgement that federal funds will be used to fund all or a portion of the contract. The 
contractor / consultant will comply with all applicable Federal law, regulations, executive orders, 
policies, procedures, and directives. 

 

 



NO OBLIGATION BY FEDERAL GOVERNMENT 

This provision applies to all contracts. 

The Federal Government is not a party to this contract and is not subject to any obligations or liabilities 
to the non-federal entity, contractor, consultant, or any other party pertaining to any matter resulting 
from the contract. 

PROGRAM FRAUD AND FALSE OR FRAUDULENT STATEMENTS OR RELATED ACTS 

This provision applies to all contracts. 

The Contractor / Consultant acknowledges that 31 U.S.C. Chap. 38 (Administrative Remedies for False 
Claims and Statements) applies to the Contractor’s / Consultant’s actions pertaining to this contract. 

AFFIRMATIVE SOCIOECONOMIC STEPS 

This provision applies to all contracts. 

If subcontracts are to be let, the prime contractor or consultant is required to take all necessary steps 
identified in 2 C.F.R. § 200.321(b)(1)-(5) to ensure that small and minority businesses, women’s business 
enterprises, and labor surplus area firms are used when possible. 

COPYRIGHT AND DATA RIGHTS 

This provision applies to all contracts that may involve creation of copyrightable material. 

The Contractor / Consultant grants to Escambia County, a paid-up, royalty-free, nonexclusive, 
irrevocable, worldwide license in data first produced in the performance of this contract to reproduce, 
publish, or otherwise use, including prepare derivative works, distribute copies to the public, and 
perform publicly and display publicly such data. For data required by the contract but not first produced 
in the performance of this contract, the Contractor / Consultant will identify such data and grant to 
Escambia County or acquires on its behalf a license of the same scope as for data first produced in the 
performance of this contract. Data, as used herein, shall include any work subject to copyright under 17 
U.S.C. § 102, for example, any written reports or literary works, software and/or source code, music, 
choreography, pictures or images, graphics, sculptures, videos, motion pictures or other audiovisual 
works, sound and/or video recordings, and architectural works. Upon or before the completion of this 
contract, the Contractor / Consultant will deliver to Escambia County data first produced in the 
performance of this contract and data required by the contract but not first produced in the 
performance of this contract in formats acceptable by Escambia County. 
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Beach Mouse Authorization for 
__________________________ 

Components 

1. Land and Tree Management Permit (Beach Mouse)
2. Receipt of Mitigation Payment (_________)
3. Authorization of Coverage Under the County Habitat 

Conservation Plan and Incidental Take Permit #TE46592A-0 (8 
pages)

4. Habitat Management Plan (____ pages)
5. Final Site Plans

Further Actions by Applicant Include, but not Limited to: 

• 2 Nights of Pre-Land Disturbance PKBM trapping
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Authorization of Coverage Under the Escambia County Programmatic Habitat Conservation 
Plan and Incidental Take Permit #TE46592A-0 
Total Pages (including Appendix A and B): 7

1. Permittee:  _______________________

_______________________ 

_______________________ 

2. Project Address: _______________________

3. Property Reference Number: _______________________

4. Zoning: ________

5. Impact Acreage: _______ ac 6. Preservation Acreage: _______ ac

7. Creation: _______  ac 8. Use:  __________________

9. County Permit Number: _______________________

10. Voluntary Contribution to the PKBM Conservation Fund:
a. Primary Impact: ________
b. Recurring Annual: _______

11. Conditions and Authorizations:

C/O Robert McCracken, PE, CPESC

Multi-Use Path
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A. The validity of this permit is conditioned upon strict observance of all requirements, terms
and/or conditions described in the Escambia County Programmatic Habitat Conservation
Plan and associated Incidental Take Permit #TE46592A-0 (ITP).

B. Acceptance of this permit serves as evidence that the permittee and its authorized agents
understand and agree to abide by the terms of this permit. Failure to abide by permit
conditions may result in County Environmental Enforcement proceedings or separate
federal action under Section 11 of the endangered species act of 1973, as amended.

C. The Permittee owns the right-of-way associated with Perdido Key Drive and proposes to
construct a 8-foot wide multi use path to enhance multi-modal transportation on Perdido Key
("the Project"). This Permit authorizes the incidental take of the Perdido Key beach mouse,
Peromyscus polionotus trissyllepsis, (PKBM) associated with the construction of the Project
and associated infrastructure, and subsequent human habitation of the Project, as detailed
in the Habitat Management Plan (HMP) submitted in the application for coverage under the
County ITP and further conditioned herein and subject to the continued validity of the Permit.

D. The Permittee will manage and maintain the Project side during and after construction of the
Project. The Permittee shall incorporate as deed restriction this Permit and all terms and
conditions of this Permit and be recorded in the public records of Escambia County, Florida
in accordance with Florida law. The Permittee shall be defined as ____________________.

E. At such time as the Permittee shall sell or dispose of all his respective interest in the Project
and so long as the Permittee is not then in default under this Permit, the Permittee shall be
automatically released from all obligations, conditions, and liability of this Permit and any
purchaser of the Project shall, upon purchase thereof, become responsible for the future
compliance therewith but not for any prior or then existing defaults, violations, or deficiencies.

F. Subject to the terms and conditions of this permit, the Permittee is authorized to engage in
the following forms of take of the PKBM incidental to the site preparation, development,
construction, operation, and human occupancy of the Project Site, including the house,
parking, and driveway:

a. Harassment, harm, injury, and/or death of PKBM resulting from the permanent loss of
____ acre of habitat, including critical habitat on the Project site and for take resulting
from indirect impacts due to the development, construction, operation, and human
occupancy of the Project Site.
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G. The Permittee shall maintain a copy of the Permit in the residence for use by the residents, 
renters, lessees, or others.

H. The Permittee shall allow personnel of the U.S. Fish and Wildlife Service, Florida Fish and 
Wildlife Conservation Commission, Escambia County, or other properly permitted and 
qualified persons designated by these agencies to enter the Project boundaries at 
reasonable hours and times for the general purposes specified in Part 50 Code of Federal 
Regulations 13.21(e)(2).

I. The Permittee shall allow personnel of the U.S. Fish and Wildlife Service, Florida Fish and 
Wildlife Conservation Commission, Escambia County, or other properly permitted and 
qualified persons designated by these agencies to enter the Project boundaries at 
reasonable hours and times for the general purposes specified in Part 50 Code of Federal 
Regulations 13.21(e)(2).

J. The following measures shall be employed by the Permittee to ensure that take of the 
PKBM is minimized and fully mitigated:

Construction (including site preparation) 

1. A copy of this permit shall be provided to the general contractor and included in all sub-
contracts for the Project. The construction contract documents entered into by the Permittee 
shall include a stipulation that conservation objectives of the Permit shall be communicated 
to and agreed upon by all sub-contractors.

2. Construction of the porject shall be limited to concrete, pervious concrete or asphalt that 
is contained within concrete ribbon/ravel curb. The use of uncontained rock is prohibited. 

3. During construction, impacts to PKBM shall be avoided or minimized by: (a) placing 
sediment barriers and flagging to restrict access and avoid impacts to habitat; (b) storing 
materials at appropriate staging sites and on previously disturbed areas outside of PKBM 
habitat; (c) keeping the construction site clean and free of debris, keeping trash out of 
habitats; (d) limiting disturbance from site preparation and construction grading by clearly 
indicating on all construction plans and onsite with silt fence or other barrier fence
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installation. The foregoing are subject to the paragraph 3 below allowing for temporary 
disturbance of an additional 10 feet outside the Project footprint. 

4. Permanent alteration of the Project site shall not exceed ____ acres (i.e. structure, parking, 
drive, etc) for the Project footprint. An additional 10 feet outside of the ____ acre project 
footprint may be temporarily disturbed during site preparation, Project construction, Project 
maintenance, Project demolition. The 10-foot area outside of the Project footprint shall be 
immediately restored upon completion of the activity

5. All foreign debris (i.e. rock or other debris) shall be screened and removed from the site 
prior to planting restoration areas or adding fill to restoration areas.

6. Trees identified to remain on the approved site plan shall have appropriate protection per 
Escambia Design Standards Manual (Chap 2, Sec 2-3.3, 2-3.4).

7. Lighting for this project is not proposed or authorized. All of the Project’s components 
constructed shall conform to the configuration/design plans as specified in the 
Environmental Assessment.

8. The Project Restoration and landscaping plan shall incorporate the following:

i. all vegetation proposed shall be from the indigenous plant list, Appendix B – Species 
Plant List for Coastal Dune and Beaches in Escambia County, FL. Specific 
consideration shall be given regarding the Project location in the landscape as to 
which species are utilized;

ii. Irrigation of dune/landscape areas shall be by handheld sprayers or in-ground 
irrigation installed within 12 inches of horizontal improvements, i.e. driveways or 
structures.

iii. all dune restoration material shall meet the State of Florida requirements for beach 
quality material or the Escambia County ordinance regarding sand quality, whichever 
is more restrictive;

iv. the use of mulch and landscape fabric is prohibited on the Project site

v. Dune restoration and landscape plans must be approved by the County
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8. Remaining right-of-way areas shall be maintained post-construction to provide connectivity 
of PKBM habitats to other onsite and off-site habitat as detailed in 7 above; 

9. During site-preparation through construction a barrier shall be installed along property 
boundaries to prevent access to beach mouse habitat by pedestrians and allow movement 
of beach mice. All debris/refuse shall be regularly removed from these areas with a 
minimum of disturbance to the natural vegetation

10.  No permanent fences or privacy walls shall be constructed that would restrict beach mouse 
movements.

Operation and Maintenance 

11. Prior to issuance of the Certificate of Occupancy, a Conservation Easement shall be
submitted for review by HCP Coordinator. Within 90 days of issuance of Certificate of
Occupancy, easement shall be recorded in the public record of Escambia County (template
provided).

12. Cats (including pets) shall be prohibited from the exterior and interior premises of the
Project. Dogs are permissible when kept confined inside of the residence. Dogs may be
walked on a 6-foot hand held leash outside of beach and dune areas. All dog solid waste
material shall be picked up and disposed of properly by the pet owner/ care taker.

13. The Escambia County Animal Control Division shall be contacted if free-roaming cats (pet
or feral) are observed on the Project premises.

14. Trash collection and storage shall be contained in the interior spaces. Exterior trash
receptacles for trash pick-up shall be animal-proof and therefore reduce predator and
competition pressure from nuisance and exotic species.

15. Subject to temporary disturbance during construction as allowed by the terms of this
Permit, permanent impact to the site shall be limited to ____ acre as indicated in the HMP;
land allowed by this Permit to be disturbed during construction and shall be restored after
completion of construction. After Project completion ____ acre of PKBM habitat shall be
protected, managed, and maintained on the Project site. Temporary disturbance of habitat
located within ten foot of the permitted structure is authorized to facilitate routine
maintenance (i.e window, siding, roof replacement, etc.). This area shall be immediately
restored in accordance with the approved landscape plan.
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Appendix B 

Species Plant List for Coastal Dune and Beaches on Perdido Key, Florida 



 

 

Perdido Key Beach Mouse Habitat Assessment for State 
Road 292 (Perdido Key Drive) Shared-use Path from West 

State Park Boundary to River Road 

  

 



Habitat Assessment Summary 
 

Escambia County proposes the construction of a 4.404 mile eight-foot-wide shared-use path along 
the north side of Perdido Key Drive from the Emerald Oasis Condominiums to the State Road 292 
Bridge at River Road (see Figure 1. Project Vicinity Map). The project will have direct impacts to 
designated critical habitat for the federally-endangered Perdido Key Beach Mouse (Peromyscus 
polionotus trissyllepsis).  The project will impact 2.6509 acres of critical habitat.  The project will 
include enhancement/restoration of all critical habitat within the project limits and road rights-of-
way controlled by Escambia County with additional restoration int the rights-of-way north of Johnson 
Beach Road.   The total enhancement/restoration area is 11.0887 acres.  Detailed project impact and 
enhancement/restoration maps are provided in Appendix A of this report. 
 
Prior to Escambia County undertaking this project, the roadway corridor was owned by FDOT, and 
shared-use path plans were developed by FDOT.  Through coordination with Escambia County and 
U.S. Fish and Wildlife Service, FDOT developed a habitat assessment methodology to analyze impacts 
to critical habitat.  Escambia County has since taken ownership of the roadway.  The habitat 
assessment presented in this report is consistent with the methodology previously developed and 
approved. 
 
There are 31 critical habitat areas that will be impacted by the shared-use path. The 31 sites are 
physically separated by side roads, driveways, or other elements of non-critical habitat. An additional 
4 sites were added along the Johnson Beach corridor for mitigation.  All 35 sites were evaluated and 
assigned an existing habitat assessment score.  The sites were then scored as either having an impact 
or enhancement/restoration. The enhancement/restoration is to occur via beach raking to provide 
appropriate substrate and planting of native beach plants.  All scoring sheets and representative 
photos are provided in the section that follows this summary.  Dune features are present within the 
project limits however impact to dune features were carefully avoided by the shared-use path 
design. 
 
The habitat assessment scoring resulted in a Functional Loss of 1.8083 from the impacts to the 
2.6509 acres.  The Functional Gain is 2.4813 based on the enhancement/restoration of the 11.0887 
acres of critical habitat area along Perdido Key Drive and mitigation area along Johnson Beach Drive 
within the rights-of-way.  This leaves an additional Functional Gain of 0.6730, leaving the impacted 
areas in better condition than prior to construction.   
 

 
 
 
 
 
 
 



 
 

Figure 1. Project Vicinity Map 
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FIGURE 1. PROJECT VICINITY MAP
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Critical Habitat Site 1 
 

 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 1 
Impact or Mitigation: 
Impacts = 0.7283 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

7 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

0 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 0.7000  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact 0.5098  Functional Gain x Acres of Mitigation  



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 1 
Impact or Mitigation: 

Mitigation = 2.0320 AC 
Assessment Conducted by: 

Quaid VanHuss 
Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

7 

 
 

7 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

10 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

10 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.2000 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.4064 



Critical Habitat Site 2 
 
 

South of Site 1 at Perdido Key Dr. Parking 
 
 
 
 

 
 

 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 2 
Impact or Mitigation: 
Impacts = 0.0017 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

7 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

0 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 0.7000  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact 0.0012  Functional Gain x Acres of Mitigation  

 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 2 
Impact or Mitigation: 

Mitigation = 0.3080 AC 
Assessment Conducted by: 

Quaid VanHuss 
Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

7 

 
 

7 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

7 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

7 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.0000 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.0000 



Critical Habitat Site 3 

  



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 3 
Impact or Mitigation: 
Impacts = 0.0295 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

7 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

0 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 0.7000  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact 0.0207  Functional Gain x Acres of Mitigation  

  



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 3 
Impact or Mitigation: 

Mitigation = 0.0621 AC 
Assessment Conducted by: 

Quaid VanHuss 
Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

7 

 
 

7 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

10 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

10 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.2000 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.0124 
 



Critical Habitat Site 4 

 

 
017. Site 4 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 4 
Impact or Mitigation: 
Impacts = 0.0262 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

0 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

0 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

0 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 0.2333  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact 0.0061  Functional Gain x Acres of Mitigation  
 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 4 
Impact or Mitigation: 

Mitigation = 0.0532 AC 
Assessment Conducted by: 

Quaid VanHuss 
Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

0 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

10 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

0 

 
 

10 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.4333 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.0231 

 



Critical Habitat Site 5 
 

 
018. Site 5. South at Sharp reef. All sand 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 5 
Impact or Mitigation: 
Impacts = 0.0139 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

7 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

0 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 0.7000  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact 0.0097  Functional Gain x Acres of Mitigation  
 



 
Perdido Key Beach Mouse Habitat Assessment 

 
Site / Project Name: 

Perdido Key Multi-Use Trail 
 Assessment Area  

Name/Number: 
Site 5 

Impact or Mitigation: 
Mitigation = 2.4914 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

7 

 
 

7 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

7 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

7 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.0000 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.0000 



Critical Habitat Site 6 
 

 
020. Site 6 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 6 
Impact or Mitigation: 
Impacts = 0.0454 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

7 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

0 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 0.7000  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact 0.0319  Functional Gain x Acres of Mitigation  
 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 6 
Impact or Mitigation: 

Mitigation = 0.1104 AC 
Assessment Conducted by: 

Quaid VanHuss 
Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

7 

 
 

7 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

10 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

10 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.2000 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.0221 

 



Critical Habitat Site 7 

 

 
019. Site 7. Community center 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 7 
Impact or Mitigation: 
Impacts = 0.0046 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

4 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

4 

 
 

0 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

4 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 0.4000  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact 0.0018  Functional Gain x Acres of Mitigation  
 



 
Perdido Key Beach Mouse Habitat Assessment 

 
Site / Project Name: 

Perdido Key Multi-Use Trail 
 Assessment Area  

Name/Number: 
Site 7 

Impact or Mitigation: 
Mitigation = 0.0105 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

4 

 
 

4 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

4 

 
 

10 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

4 

 
 

10 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.4000 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.0042 



Critical Habitat Site 8 

 
021. Site 8 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 8 
Impact or Mitigation: 
Impacts = 0.0332 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

4 
 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 
 
 

 
 

0 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 
 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 0.6000  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact 0.0199  Functional Gain x Acres of Mitigation  



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 8 
Impact or Mitigation: 

Mitigation = 0.0899 AC 
Assessment Conducted by: 

Quaid VanHuss 
Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

4 
 
 

 
 

4 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 
 
 

 
 

10 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
7 
 
 

 
10 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.2000 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.0180 



Critical Habitat Site 9 
 

 
022. Begin site 9. State park 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 9 
Impact or Mitigation: 
Impacts = 1.0156 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

7 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

0 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 0.7000  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact 0.7109  Functional Gain x Acres of Mitigation  
 



 
Perdido Key Beach Mouse Habitat Assessment 

 
Site / Project Name: 

Perdido Key Multi-Use Trail 
 Assessment Area  

Name/Number: 
Site 9 

Impact or Mitigation: 
Mitigation = 2.8406AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

7 

 
 

7 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

10 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

10 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.2000 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.5681 



Critical Habitat Site 10 
 

 
028. Site 10. South of Site 9 at East Perdido Key State Park. 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 10 
Impact or Mitigation: 

Site 10 Impacts are included in Site 5 calculations. 
Assessment Conducted by: 

Quaid VanHuss 
Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

7 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

0 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 N/A  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact N/A  Functional Gain x Acres of Mitigation  
 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 10 
Impact or Mitigation: 

Site 10 Mitigation is included in Site 5 calculations. 
Assessment Conducted by: 

Quaid VanHuss 
Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to roads, 
buildings, or parking areas 
interrupt continuity on both 
sides of the assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

7 

 
 

7 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

7 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
7 

 
7 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.0000 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.0000 



Critical Habitat Site 11 

 

 
046. Site 11 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 11 
Impact or Mitigation: 
Impacts = 0.0334 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

7 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

0 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 0.7000  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact 0.0233  Functional Gain x Acres of Mitigation  
 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 11 
Impact or Mitigation: 

Mitigation = 0.0647 AC 
Assessment Conducted by: 

Quaid VanHuss 
Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

7 

 
 

7 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

10 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

10 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.2000 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.0129 

 



Critical Habitat Site 12 
 

 
047. Site 12 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 12 
Impact or Mitigation: 
Impacts = 0.0098 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

4 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

0 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 0.6000  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact 0.0059  Functional Gain x Acres of Mitigation  
 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 12 
Impact or Mitigation: 

Mitigation = 0.0173 AC 
Assessment Conducted by: 

Quaid VanHuss 
Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

4 

 
 

4 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

10 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

10 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.2000 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.0035 

 



Critical Habitat Site 13 
 

 
048. Site 13 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 13 
Impact or Mitigation: 
Impacts = 0.0127 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

4 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

0 
 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 0.6000  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact 0.0076  Functional Gain x Acres of Mitigation  
 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 13 
Impact or Mitigation: 

Mitigation = 0.0231 AC 
Assessment Conducted by: 

Quaid VanHuss 
Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

4 

 
 

4 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

10 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

10 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.2000 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.0046 

 



Critical Habitat Site 14 
 

 
049. Site 14 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 14 
Impact or Mitigation: 
Impacts = 0.0544 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

7 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

0 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 0.7000  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact 0.0381  Functional Gain x Acres of Mitigation  
 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 14 
Impact or Mitigation: 

Mitigation = 0.1229 AC 
Assessment Conducted by: 

Quaid VanHuss 
Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

7 

 
 

7 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

10 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

10 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.2000 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.0246 

 



Critical Habitat Site 15 
 

 
051. 15 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 15 
Impact or Mitigation: 
Impacts = 0.0532 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

7 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

0 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

4 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 0.6000  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact 0.0319  Functional Gain x Acres of Mitigation  
 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 15 
Impact or Mitigation: 

Mitigation = 0.1230 AC 
Assessment Conducted by: 

Quaid VanHuss 
Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

7 

 
 

7 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

10 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

4 

 
 

10 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.3000 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.0369 

 



Critical Habitat Site 16 
 

 
052. Sight 16 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 16 
Impact or Mitigation: 
Impacts = 0.0202 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

7 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

0 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 0.7000  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact 0.0141  Functional Gain x Acres of Mitigation  
 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 16 
Impact or Mitigation: 

Mitigation = 0.0208 AC 
Assessment Conducted by: 

Quaid VanHuss 
Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

7 

 
 

7 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

10 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

10 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.2000 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.0042 

 



Critical Habitat Site 17 
 

 
053. Start site 17 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 17 
Impact or Mitigation: 
Impacts = 0.1623 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

7 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

0 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 0.7000  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact 0.1136  Functional Gain x Acres of Mitigation  
 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 17 
Impact or Mitigation: 

Mitigation = 0.3506 AC 
Assessment Conducted by: 

Quaid VanHuss 
Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

7 

 
 

7 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

10 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

10 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.2000 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.0701 

 



Critical Habitat Site 18 
 

 
057. Site 18 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 18 
Impact or Mitigation: 
Impacts = 0.0025 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

4 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

0 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

4 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 0.5000  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact 0.0013  Functional Gain x Acres of Mitigation  
 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 18 
Impact or Mitigation: 

Mitigation = 0.0063 AC 
Assessment Conducted by: 

Quaid VanHuss 
Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

4 

 
 

4 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

10 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

4 

 
 

10 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.3000 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.0019 

 



Critical Habitat Site 19 
 

 
058. Site 19 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 19 
Impact or Mitigation: 
Impacts = 0.0084 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

4 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

0 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

4 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 0.5000  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact 0.0042  Functional Gain x Acres of Mitigation  
 



 
Perdido Key Beach Mouse Habitat Assessment 

 
Site / Project Name: 

Perdido Key Multi-Use Trail 
 Assessment Area  

Name/Number: 
Site 19 

Impact or Mitigation: 
Mitigation = 0.0166 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

4 

 
 

4 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

10 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

4 

 
 

10 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.3000 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.0050 



Critical Habitat Site 20 
 

 
059. Site 20 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 20 
Impact or Mitigation: 
Impacts = 0.0460 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

7 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

0 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 0.7000  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact 0.0322  Functional Gain x Acres of Mitigation  
 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 20 
Impact or Mitigation: 

Mitigation = 0.0822 AC 
Assessment Conducted by: 

Quaid VanHuss 
Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

7 

 
 

7 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

10 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

10 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.2000 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.0164 

 



Critical Habitat Site 21 
 

 
061. Site 21 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 21 
Impact or Mitigation: 
Impacts = 0.0562 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

7 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

0 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 0.7000  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact 0.0393  Functional Gain x Acres of Mitigation  
 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 21 
Impact or Mitigation: 

Mitigation = 0.1052 AC 
Assessment Conducted by: 

Quaid VanHuss 
Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

7 

 
 

7 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

10 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

10 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.2000 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.0210 

 



Critical Habitat Site 22 
 

 
063. Site 22 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 22 
Impact or Mitigation: 
Impacts = 0.0497 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

4 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

0 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 0.6000  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact 0.0298  Functional Gain x Acres of Mitigation  
 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 22 
Impact or Mitigation: 

Mitigation = 0.0869 AC 
Assessment Conducted by: 

Quaid VanHuss 
Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

4 

 
 

4 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

10 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

10 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.2000 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.0174 



Critical Habitat Site 23 

 

 
065. Site 23 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 23 
Impact or Mitigation: 
Impacts = 0.0139 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

4 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

0 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 0.6000  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact 0.0083  Functional Gain x Acres of Mitigation  
 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 23 
Impact or Mitigation: 

Mitigation = 0.0235 AC 
Assessment Conducted by: 

Quaid VanHuss 
Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

4 

 
 

4 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

10 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

10 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.2000 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.0047 

 



Critical Habitat Site 24 
 

 
066. Site 24 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 24 
Impact or Mitigation: 
Impacts = 0.0003 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

7 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

0 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

4 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 0.6000  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact 0.0002  Functional Gain x Acres of Mitigation  
 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 24 
Impact or Mitigation: 

Mitigation = 0.0047 AC 
Assessment Conducted by: 

Quaid VanHuss 
Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

7 

 
 

7 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

10 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

4 

 
 

10 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.3000 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.0014 

 



Critical Habitat Site 25 
 

 
067. Site 25 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 25 
Impact or Mitigation: 
Impacts = 0.0220 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

4 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

4 

 
 

0 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 0.5000  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact 0.0110  Functional Gain x Acres of Mitigation  
 



 
Perdido Key Beach Mouse Habitat Assessment 

 
Site / Project Name: 

Perdido Key Multi-Use Trail 
 Assessment Area  

Name/Number: 
Site 25 

Impact or Mitigation: 
Mitigation = 0.0347 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

4 

 
 

4 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

4 

 
 

10 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

10 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.3000 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.0104 



Critical Habitat Site 26 
 

 
068. Start site 26 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 26 
Impact or Mitigation: 
Impacts = 0.1121 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

7 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

0 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 0.7000  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact 0.0785  Functional Gain x Acres of Mitigation  
 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 26 
Impact or Mitigation: 

Mitigation = 0.2486 AC 
Assessment Conducted by: 

Quaid VanHuss 
Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

7 

 
 

7 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

10 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

10 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.2000 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.0497 

 



 Critical Habitat Site 27 
 

 
071. Site 27 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 27 
Impact or Mitigation: 
Impacts = 0.0060 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

4 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

4 

 
 

0 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

4 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 0.4000  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact 0.0024  Functional Gain x Acres of Mitigation  
 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 27 
Impact or Mitigation: 

Mitigation = 0.0105 AC 
Assessment Conducted by: 

Quaid VanHuss 
Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

4 

 
 

4 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

4 

 
 

10 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

4 

 
 

10 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.4000 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.0042 

 



Critical Habitat Site 28 
 

 
072. Site 28 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 28 
Impact or Mitigation: 
Impacts = 0.0082 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

4 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

4 

 
 

0 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

4 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 0.4000  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact 0.0033  Functional Gain x Acres of Mitigation  
 



 
Perdido Key Beach Mouse Habitat Assessment 

 
Site / Project Name: 

Perdido Key Multi-Use Trail 
 Assessment Area  

Name/Number: 
Site 28 

Impact or Mitigation: 
Mitigation = 0.0192 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

4 

 
 

4 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

4 

 
 

10 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

4 

 
 

10 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.4000 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.0077 



Critical Habitat Site 29 
 

 
073. Site 29 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 29 
Impact or Mitigation: 
Impacts = 0.0023 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

0 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

4 

 
 

0 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

4 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 0.2667  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact 0.0006  Functional Gain x Acres of Mitigation  
 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 29 
Impact or Mitigation: 

Mitigation = 0.0035 AC 
Assessment Conducted by: 

Quaid VanHuss 
Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

0 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

4 

 
 

10 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

4 

 
 

10 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.4000 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.0014 

 



Critical Habitat Site 30 
 

 
074. Site 30 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 30 
Impact or Mitigation: 
Impacts = 0.0226 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

4 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

0 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

4 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 0.5000  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact 0.0113  Functional Gain x Acres of Mitigation  
 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 30 
Impact or Mitigation: 

Mitigation = 0.0391 AC 
Assessment Conducted by: 

Quaid VanHuss 
Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

4 

 
 

4 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

10 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

4 

 
 

10 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.3000 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.0117 

 



Critical Habitat Site 31 
 

 
076. Start site 31 



Perdido Key Beach Mouse Habitat Assessment0. 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 31 
Impact or Mitigation: 
Impacts = 0.0563 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

7 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

0 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 0.7000  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact 0.0394  Functional Gain x Acres of Mitigation  
 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 31 
Impact or Mitigation: 

Mitigation = 0.0780 AC 
Assessment Conducted by: 

Quaid VanHuss 
Assessment Date: 
August 12, 2020 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

7 

 
 

7 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

7 

 
 

10 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

7 

 
 

10 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.2000 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.0156 

 



Critical Habitat Site 32 
 

 
077. Site 32 



Perdido Key Beach Mouse Habitat Assessment. 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 32 
Impact or Mitigation: 
Impacts = 0.0000 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
June 22, 2021 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

0 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

0 

 
 

0 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

0 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 0.0000  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact 0.0000  Functional Gain x Acres of Mitigation  
 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 32 
Impact or Mitigation: 

Mitigation = 0.0941 AC 
Assessment Conducted by: 

Quaid VanHuss 
Assessment Date: 

June 22, 2021 
 

 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 
Mitigation 

Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

0 

 
 

4 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

0 

 
 

7 
 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

0 

 
 

7 
 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.6000 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.0565 



Critical Habitat Site 33 
 

 
 

078. Site 33 



Perdido Key Beach Mouse Habitat Assessment. 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 33 
Impact or Mitigation: 
Impacts = 0.0000 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
June 22, 2021 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

0 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

0 

 
 

0 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

0 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 0.0000  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact 0.0000  Functional Gain x Acres of Mitigation  
 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 33 
Impact or Mitigation: 

Mitigation = 0.9747 AC 
Assessment Conducted by: 

Quaid VanHuss 
Assessment Date: 

June 22, 2021 
 

 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 
Mitigation 

Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

0 

 
 

4 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

0 

 
 

7 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

0 

 
 

7 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.6000 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.5848 

 



Critical Habitat Site 34 
 

 
 

079. Site 34 



Perdido Key Beach Mouse Habitat Assessment. 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 34 
Impact or Mitigation: 
Impacts = 0.0000 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
June 22, 2021 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

0 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

0 

 
 

0 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

0 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 0.0000  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact 0.0000  Functional Gain x Acres of Mitigation  
 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 34 
Impact or Mitigation: 

Mitigation = 0.4895 AC 
Assessment Conducted by: 

Quaid VanHuss 
Assessment Date: 

June 22, 2021 
 

 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 
Mitigation 

Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

0 

 
 

4 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

0 

 
 

7 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

0 

 
 

7 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.6000 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.2937 

 



Critical Habitat Site 35 
 

 
 

080. Site 35 



Perdido Key Beach Mouse Habitat Assessment. 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 35 
Impact or Mitigation: 
Impacts = 0.0000 AC 

Assessment Conducted by: 
Quaid VanHuss 

Assessment Date: 
June 22, 2021 

 
 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 

Mitigation 
Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

0 

 
 

0 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

0 

 
 

0 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

0 

 
 

0 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30 0.0000  Functional Gain = sum of mitigation – existing scores/30  
Functional Loss x Acres of Impact 0.0000  Functional Gain x Acres of Mitigation  
 



Perdido Key Beach Mouse Habitat Assessment 
 

Site / Project Name: 
Perdido Key Multi-Use Trail 

 Assessment Area  
Name/Number: 

Site 35 
Impact or Mitigation: 

Mitigation = 0.2778 AC 
Assessment Conducted by: 

Quaid VanHuss 
Assessment Date: 

June 22, 2021 
 

 Optimal (10) Moderate (7) Minimal (4) Insufficient (0) Existing Impact / 
Mitigation 

Location and 
landscape 
support: 

Unobstructed primary, 
secondary, or shrub dunes with 
high maximum elevations that 
provide food, resources, 
protection, and burrow sites. 

Primary, secondary, or 
shrub dunes within 
proximity to roads, 
buildings, or parking areas 
interrupting continuity on 
one side of the assessed 
site. 

Primary, secondary, or 
shrub dunes within 
proximity and level to 
roads, buildings, or parking 
areas interrupt continuity 
on both sides of the 
assessed site. 

Uninhabitable level 
ground within close 
proximity and level to 
roads, buildings, or 
parking areas interrupt 
continuity on either side 
of the assessed site. 

 
 

0 

 
 

4 

Substrate: Greater than 70% of substrate 
consisting of natural sand/soils. 

30-70% of substrate 
consisting of natural 
sand/soils. 

<30 % of substrate 
consisting of natural 
sand/soils. Site primarily 
uninhabitable due to 
compact soils or heavy 
debris. 

Site consist of an 
impervious surface such 
as a driveway or sidewalk 
or area completely 
sodded. 

 
 

0 

 
 

7 

Vegetation: Sparse vegetation cover 
consisting of primarily sea oats 
(Panicum repens), beach grass 
(Panicum amarumus) and 
other native dune plant species 

Mix of native and 
introduced vegetation. 

Primary non-native plant 
species or lacking 
vegetation. 

Lack of vegetation to 
provide resources and 
protection for 
colonization. 

 
 

0 

 
 

7 

 
Impact  Mitigation 

Functional Loss = sum of above scores/30   Functional Gain = sum of mitigation – existing scores/30 0.6000 
Functional Loss x Acres of Impact   Functional Gain x Acres of Mitigation 0.1667 

 



  

PERDIDO KEY BEACH MOUSE HABITAT ASSESSMENT SUMMARY 
SITE NUMBER FUNCTIONAL LOSS (AC) FUNCTIONAL GAIN (AC) 

Site 1 0.5098 0.4064 
Site 2 0.0012 0.0616 
Site 3 0.0207 0.0124 
Site 4 0.0061 0.0231 
Site 5 0.0097 0.4983 
Site 6 0.0319 0.0221 
Site 7 0.0018 0.0042 
Site 8 0.0199 0.0180 
Site 9 0.7109 0.5681 

Site 10 N/A (Included in Site 5) N/A (Included in Site 5) 
Site 11 0.0233 0.0129 
Site 12 0.0059 0.0035 
Site 13 0.0076 0.0046 
Site 14 0.0381 0.0246 
Site 15 0.0319 0.0396 
Site 16 0.0141 0.0042 
Site 17 0.1136 0.0701 
Site 18 0.0013 0.0019 
Site 19 0.0042 0.0050 
Site 20 0.0322 0.0164 
Site 21 0.0393 0.0210 
Site 22 0.0298 0.0174 
Site 23 0.0083 0.0047 
Site 24 0.0002 0.0014 
Site 25 0.0110 0.0104 
Site 26 0.0785 0.0497 
Site 27 0.0024 0.0042 
Site 28 0.0033 0.0077 
Site 29 0.0006 0.0014 
Site 30 0.0113 0.0117 
Site 31 0.0394 0.0156 
Site 32 0.0000 0.0565 
Site 33 0.0000 0.5848 
Site 34 0.0000 0.2937 
Site 35 0.0000 0.1667 

TOTALS: 1.8083 2.4813 



Appendix A 
Project Impact and Restoration Maps 
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January 08, 2021 
 
Robert M McCracken 
Escambia County 
3363 West Park Place 
Pensacola, FL 32505  
 
RE: Notice of Final Agency Action – Determination of Qualification 
 General Environmental Resource Permit 
 Project Number: GEN-033-296814-1 
 Permit Name: Perdido Key Drive Multi-Use Path - East Phase 
 

 
Dear Robert M McCracken: 
 
The District has received your notice of intent to use a General Environmental Resource Permit. 
Based upon the submitted information, the proposed activity qualifies for a General Environmental 
Resource Permit pursuant to Chapter 62-330, Florida Administrative Code (F.A.C.).  The proposed 
activity is subject to the general conditions in Rule 62-330.405, F.A.C. (see attached Exhibit A) 
and the specific conditions (see attached Exhibit B) if any.  Deviations from these conditions may 
subject you to enforcement action and possible penalties.  You are responsible for conducting 
construction in a manner that satisfies all criteria. 
 
Please be advised that the District has not published a notice in the newspaper advising the public 
that this activity has qualified for the use of a General Environmental Resource Permit.  Publication, 
using the District form, notifies the public of their right to challenge the issuance of this permit.  If 
proper notice is given by publication, third parties have a 21-day time limit to file a petition 
opposing the issuance of the permit.  If you do not publish, a party's right to challenge the 
issuance of the permit extends for an indefinite period of time.  If you wish to have certainty that 
the period for filing such a challenge is closed, then you may publish, at your own expense, 
such a notice in a newspaper of general circulation. A copy of the form of the notice and a list of 
newspapers of general circulation is attached for your information.  If you do publish a notice, 
please submit a copy of the published notice to the District for our records. 
 
This verification of qualification to use a General Environmental Resource Permit does not 
eliminate the need for obtaining all necessary permits or approvals from other agencies. 



 

 

 
Should you have any questions regarding your permit or its conditions, please contact your permit 
reviewer, Dana Palermo, P.E., at (850) 951-4660 or by e-mail: Dana.Palermo@nwfwater.com, Erica 
Roberts, at (850) 951-4660 or by e-mail: Erica.Roberts@nwfwater.com and Janet Strutzel, at (850) 
539-5999 or by e-mail: Janet.Strutzel@nwfwater.com 
 
Sincerely, 

   
 ______________________________                
Terry Wells                           
Division of Regulatory Services; ERP Bureau Chief                    
 
cc:   
 
Consultant:  
Russell Large 
Inovia Consulting Group 
2015 Centre Pointe Blvd. 
Ste. 103 
Tallahassee, FL 32308  
 
Enc: 
 
Notice of Rights 
Sample Newspaper Notice 
 



 

 

NORTHWEST FLORIDA WATER MANAGEMENT DISTRICT  
     GENERAL ENVIRONMENTAL RESOURCE PERMIT 

   
PERMIT NO: GEN-033-296814-1        DATE ISSUED: January 08, 2021 
PROJECT NAME: Perdido Key Drive Multi-Use Path - East Phase 
 
A PERMIT AUTHORIZING: 
The construction of a multi-use path (8-foot wide concrete sidewalk) on the north and west sides of 
Perdido Key Drive in Escambia County. The construction of the multi-use path will be within the 
existing rights-of-way of Perdido Key Drive which will be accompanied by grading and earthwork. 
There are three areas of wetland impacts associated with the proposed construction activities, each 
less than 500 square feet. The proposed activities will have impacts to wetlands at Station 
436+00.66, 0.009 acres, Station 463+33.16, 0.008 acres, and Station 464+30.52, 0.007 acres, for a 
total of 0.024 acres of impacts. The impact areas are shown on Plan Sheets 26 and 28 of the 
approved plans prepared by Inovia Consulting Group. The proposed activities appear to meet the 
criteria listed under Section 62-330.447, F.A.C.- General Permit to the Florida Department of 
Transportation, Counties, and Municipalities for Minor Activities within Existing Rights-of-Way or 
Easements.  
  
 
 
Escambia County 
 
ISSUED TO:  
Escambia County 
3363 West Park Place 
Pensacola, FL 32505  
 
Permittee agrees to hold and save the Northwest Florida Water Management District and its 
successors harmless from any and all damages, claims, or liabilities which may arise from 
permit issuance.   Said application, including all plans and specifications attached thereto, is by 
reference made a part hereof. 
  
The use of a General Environmental Resource permit does not convey to permittee any property 
rights or any rights or privileges other than those specified herein, nor relieve the permittee from 
complying with any law, regulation or requirement affecting the rights of other bodies or agencies.  
All structures and works installed by permittee hereunder shall remain the property of the permittee. 
 
This permit may be revoked, modified or transferred at any time pursuant to the appropriate 
provisions of Chapter 373, Florida Statutes: 
 
Activities conducted under this permit are subject to the following conditions: 
 
See conditions on attached “Exhibit A”, dated January 08, 2021 
 
AUTHORIZED BY: Northwest Florida Water Management District 

Division of Resource Regulation 
By: 

   
 ______________________________                
Terry Wells                           
Division of Regulatory Services; ERP Bureau Chief                       



 

 

 
"EXHIBIT A" 

CONDITIONS FOR ISSUANCE OF PERMIT NUMBER GEN-033-296814-1 
Perdido Key Drive Multi-Use Path - East Phase 

DATED January 08, 2021 
 
 

1. The general permit is valid only for the specific activity indicated. Any deviation from the 
specified activity and the conditions for undertaking that activity shall constitute a violation of 
the permit and may subject the permittee to enforcement action and revocation of the permit 
under Chapter 373, F.S. 
 

2. This general permit does not eliminate the necessity to obtain any required federal, state, 
local and special district authorizations prior to the start of any construction, alteration, 
operation, maintenance, removal or abandonment authorized by this permit. 
 

3. This general permit does not convey to the permittee or create in the permittee any property 
right, or any interest in real property, nor does it authorize any entrance upon or activities on 
property which is not owned or controlled by the permittee, or convey any rights or privileges 
other than those specified in the general permit. 
 

4. The general permit does not relieve the permittee from liability and penalties when the 
permitted activity causes harm or injury to: human health or welfare; animal, plant or aquatic 
life; or property. It does not allow the permittee to cause pollution that violates state water 
quality standards. 
 

5. Section 253.77, F.S., provides that a person may not commence any excavation, 
construction, or other activity involving the use of state-owned or other lands of the state, the 
title to which is vested in the Board of Trustees of the Internal Improvement Trust Fund 
without obtaining the required consent, lease, easement, or other form of authorization 
authorizing the proposed use. Therefore, the permittee is responsible for obtaining any 
necessary authorizations from the Board of Trustees prior to commencing activity on state-
owned lands. 
 

6. The authorization to conduct activities under a general permit may be modified, suspended 
or revoked in accordance with Chapter 120, F.S., and Section 373.429, F.S. 
 

7. This permit shall not be transferred to a third party except pursuant to Rule 62-330.340, 
F.A.C. The permittee transferring the general permit shall remain liable for any corrective 
actions that may be required as a result of any permit violations prior to sale, conveyance, or 
other transfer of ownership or control of the permitted project, activity, or the real property at 
which the permitted project or activity is located. 
 

8. Upon reasonable notice to the permittee, Agency staff with proper identification shall have 
permission to enter, inspect, sample and test the permitted system to ensure conformity with 
the plans and specifications approved by the permit. 
 

9. The permittee shall maintain any permitted project or activity in accordance with the plans 
submitted to the Agency and authorized in this general permit. 
 

10. A permitee's right to conduct a specific activity under this general permit is authorized for a 
duration of five years. 
 

11. Activities shall be conducted in a manner that does not cause or contribute to violations of 
state water quality standards. Performance-based erosion and sediment control best 
management practices shall be implemented and maintained immediately prior to, during, 



 

 

and after construction as needed to stabilize all disturbed areas, including other measures 
specified in the permit to prevent adverse impacts to the water resources and adjacent 
lands. Erosion and sediment control measures shall be installed and maintained in 
accordance with the State of Florida Erosion and Sediment Control Designer and Reviewer 
Manual (Florida Department of Environmental Protection and Florida Department of 
Transportation June 2007), available at 
www.dep.state.fl.us/water/wetlands/docs/erp/FLErosionSedimentManual_6_07.pdf, and the 
Florida Stormwater Erosion and Sedimentation Control Inspector’s Manual (Florida 
Department of Environmental Protection, Nonpoint Source Management Section, 
Tallahassee, Florida, July 2008), available at 
www.dep.state.fl.us/water/nonpoint/docs/erosion/erosion-inspectors-manual.pdf. 
 

12. Unless otherwise specified in the general permit, temporary vehicular access within 
wetlands during construction shall be performed using vehicles generating minimum ground 
pressure to minimize rutting and other environmental impacts. Within forested wetlands, the 
permittee shall choose alignments that minimize the destruction of mature wetland trees to 
the greatest extent practicable. When needed to prevent rutting or soil compaction, access 
vehicles shall be operated on wooden, composite, metal, or other non-earthen construction 
mats. In all cases, access in wetlands shall comply with the following: 

a. Access within forested wetlands shall not include the cutting or clearing of any native 
wetland tree having a diameter 4 inches or greater at breast height; 

b. The maximum width of the construction access area shall be limited to 15 feet; 
c. All mats shall be removed within 72 hours after the work commences; and 
d. Areas disturbed for access shall be restored to natural grades immediately after the 

maintenance or repair is completed. 
 

13. Barges or other work vessels used to conduct in-water activities shall be operated in a 
manner that prevents unauthorized dredging, water quality violations, and damage to 
submerged aquatic communities. 
 

14. The construction, alteration, or use of the authorized project shall not adversely impede 
navigation or create a navigational hazard in the water body. 
 

15. Except where specifically authorized in a general permit, activities must not: 
a. Impound or obstruct existing water flow, cause adverse impacts to existing surface 

water storage and conveyance capabilities, or otherwise cause adverse water 
quantity or flooding impacts to receiving water and adjacent lands; 

b. Cause an adverse impact to the maintenance of surface or ground water levels or 
surface water flows established pursuant to Section 373.042, F.S., or a Works of the 
District established pursuant to Section 373.086, F.S.; or 

 
16. If any prehistoric or historic artifacts, such as pottery or ceramics, stone tools or metal 

implements, dugout canoes, or any other physical remains that could be associated with 
Native American cultures, or early colonial or American settlement are encountered at any 
time within the project site area, work involving subsurface disturbance in the immediate 
vicinity of such discoveries shall cease. The permittee or other designee shall contact the 
Florida Department of State, Division of Historical Resources, Compliance and Review 
Section, at (850) 245-6333 or (800) 847-7278, as well as the appropriate permitting agency 
office. Such subsurface work shall not resume without verbal or written authorization from 
the Division of Historical Resources. If unmarked human remains are encountered, all work 
shall stop immediately and notification shall be provided in accordance with Section 872.05, 
F.S. 
 

17. The activity must be capable, based on generally accepted engineering and scientific 
principles, of being performed and of functioning as proposed, and must comply with any 
applicable District special basin and geographic area criteria. 



 

 

 
18. The permittee shall comply with the following when performing work within waters accessible 

to federally- or state-listed aquatic species, such as manatees, marine turtles, smalltooth 
sawfish, and Gulf sturgeon: 

a. All vessels associated with the project shall operate at “Idle Speed/No Wake” at all 
times while in the work area and where the draft of the vessels provides less than a 
four-foot clearance from the bottom. All vessels will follow routes of deep water 
whenever possible. 

b. All deployed siltation or turbidity barriers shall be properly secured, monitored, and 
maintained to prevent entanglement or entrapment of listed species. 

c. All in-water activities, including vessel operation, must be shut down if a listed 
species comes within 50 feet of the work area. Activities shall not resume until the 
animal(s) has moved beyond a 50-foot radius of the in-water work, or until 30 
minutes elapses since the last sighting within 50 feet. Animals must not be herded 
away or harassed into leaving. All on-site project personnel are responsible for 
observing water-related activities for the presence of listed species. 

d. Any listed species that is killed or injured by work associated with activities 
performed shall be reported immediately to the Florida Fish and Wildlife 
Conservation Commission (FWC) Hotline at 1(888)404-3922 and 
ImperiledSpecies@myFWC.com. 

e. Whenever there is a spill or frac-out of drilling fluid into waters accessible to the 
above species during a directional drilling operation, the FWC shall be notified at 
imperiledspecies@myfwc.com with details of the event within 24 hours following 
detection of the spill or frac-out. 

 
19. The permittee shall hold and save the Agency harmless from any and all damages, claims, 

or liabilities which may arise by reason of the construction, alteration, operation, 
maintenance, removal, abandonment or use of any activity authorized by the general permit. 
 

20. The permittee shall immediately notify the Agency in writing of any submitted information 
that is discovered to be inaccurate. 
 
  



 

 

 

 

NOTICE OF RIGHTS 
 

Northwest Florida Water Management District 
152 Water Management Drive, Havana, FL 32333-4712 

(850) 539-5999  Fax (850) 539-2693 
www.nwfwater.com  

 
 
The following information addresses procedures to be followed if you desire an 
administrative hearing or other review of agency action.   
 
 
PETITION FOR FORMAL ADMINISTRATIVE PROCEEDINGS 
 
 
Any person whose substantial interests are or may be affected by the action described in the 
enclosed Notice of Agency Action, may petition for an administrative hearing in accordance with the 
requirements of section 28-106.201, Florida Administrative Code, or may choose to pursue 
mediation as an alternative remedy under section 120.573, Florida Statutes, before the deadline for 
filing a petition.  Pursuit of mediation will not adversely affect the right to administrative proceedings 
in the event mediation does not result in a settlement.  Petitions for an administrative hearing must 
be filed with the Agency Clerk of the Northwest Florida Water Management District, 81 Water 
Management Drive, Havana, Florida 32333-9700 by the deadline specified in the attached cover 
letter.  Failure to file a petition within this time period shall constitute a waiver of any rights such 
person may have to request an administrative determination (hearing) under section 120.57, Florida 
Statutes, concerning the subject permit application.  Petitions which are not filed in accordance with 
the above provisions are subject to dismissal. 
 
 
DISTRICT COURT OF APPEAL 
 
 
A party who is adversely affected by final agency action on the permit application and who has 
exhausted available administrative remedies is entitled to judicial review in the District Court of 
Appeal pursuant to section 120.68, Florida Statutes.  Review under section 120.68, Florida 
Statutes, is initiated by filing a Notice of Appeal in the appropriate District Court of Appeal in 
accordance with Florida Rule of Appellate Procedure 9.110. 
 
 

http://www.nwfwater.com/
http://upload.wikimedia.org/wikipedia/commons/2/2b/Seal_of_Florida.svg�


 

 

SECTION 28-106.201, FLORIDA ADMINISTRATIVE CODE, INITIATION OF PROCEEDINGS 
 
(1) Unless otherwise provided by statute, and except for agency enforcement and disciplinary 

actions that shall be initiated under Rule 28-106.2015, F.A.C., initiation of proceedings shall be 
made by written petition to the agency responsible for rendering final agency action.  The term 
“petition” includes any document that requests an evidentiary proceeding and asserts the 
existence of a disputed issue of material fact.  Each petition shall be legible and on 8 1/2 by 11 
inch white paper.  Unless printed, the impression shall be on one side of the paper only and 
lines shall be double-spaced. 

 
(2) All petitions filed under these rules shall contain: 
 

(a) The name and address of each agency affected and each agency’s file or identification 
number, if known; 

 
(b) The name, address, any e-mail address, any facsimile number, and telephone number of the 

petitioner, if the petitioner is not represented by an attorney or a qualified representative; the 
name, address, and telephone number of the petitioner’s representative, if any, which shall 
be the address for service purposes during the course of the proceeding; and an explanation 
of how the petitioner’s substantial interests will be affected by the agency determination; 

 
(c) A statement of when and how the petitioner received notice of the agency decision; 
 
(d) A statement of all disputed issues of material fact.  If there are none, the petition must so 

indicate; 
 
(e) A concise statement of the ultimate facts alleged, including the specific facts the petitioner 

contends warrant reversal or modification of the agency’s proposed action; 
 
(f) A statement of the specific rules or statutes the petitioner contends require reversal or 

modification of the agency’s proposed action, including an explanation of how the alleged 
facts relate to the specific rules or statutes; and 

 
(g) A statement of the relief sought by the petitioner, stating precisely the action petitioner 

wishes the agency to take with respect to the agency’s proposed action. 
 

(3) Upon receipt of a petition involving disputed issues of material fact, the agency shall grant or 
deny the petition, and if granted shall, unless otherwise provided by law, refer the matter to the 
Division of Administrative Hearings with a request that an administrative law judge be assigned 
to conduct the hearing.  The request shall be accompanied by a copy of the petition and a copy 
of the notice of agency action. 

 
Rulemaking Authority 14.202, 120.54(3), (5) FS.  Law Implemented 120.54(3) FS.  History–New 4-1-97,  
Amended 9-17-98, 1-15-07, 2-5-13. 



 

 

 
NOTICING PUBLICATION INFORMATION 

 
 
The District’s action regarding the issuance or denial of a permit, a petition or qualification for an 
exemption only becomes closed to future legal challenges from members of the public (“third 
parties”), if 1) “third parties” have been properly notified of the District’s action regarding the permit or 
exemption, and 2) no “third party” objects to the District’s action within a specific period of time 
following the notification.  
 
Notification of “third parties” is provided through publication of certain information in a newspaper of 
general circulation in the county where the proposed activities are to occur. Publication of notice 
informs “third parties” of their right to have a 21-day time limit in which to file a petition opposing the 
District’s action. However, if no notice to “third parties” is published, there is no time limit to a party’s 
right to challenge the District’s action. The District has not published a notice to “third parties” that it 
has taken final action on your application. If you want to ensure that the period of time in which a 
petition opposing the District’s action regarding your application is limited to the time frame state 
above, you may publish, at your own expense, a notice in a newspaper of general circulation. A 
copy of the Notice of Agency Action the District uses for publication is attached. You may use this 
format or create your own, as long as the essential information is included.  
 
If you do decide to publish a Notice of Final Agency Action, please provide the District a copy of the 
Proof of Publication when you receive it. That will provide us notice that action on this permit 
application is closed after the 21 days following publication. 



 

 

 
Notice of Final Agency Action Taken by the 

Northwest Florida Water Management District 
 
Notice is given that Environmental Resource permit number GEN-033-296814-1 was issued on 
January 08, 2021 to Robert M McCracken of Escambia County for the construction of a new surface 
water management system designed to serve the construction of a new multi-use path (8-foot 
concrete sidewalk) on the north side of Perdido Key Drive and associated grading and earthwork in 
Escambia County. There are three areas of wetland impact, each less than 500 square feet. The 
proposed activities will have impacts to wetlands at Station 436+00.66, 0.009 acres, Station 
463+33.16, 0.008 acres, and Station 464+30.52, 0.007 acres, for a total of 0.024 acres of impact. 
The impact areas are shown on plan sheets 26 and 28. The proposed activities appear to meet the 
criteria listed under Section 62-330.447, F.A.C. - General Permit to the Florida Department of 
Transportation, Counties, and Municipalities for Minor Activities within Existing Rights-of-Way or 
Easements.  The project is located at North and west side of Perdido Key Drive from 300' west of 
Johnson Beach Road to 910' south of Gongora Drive., Escambia County. 
 
The application file is available online and can be accessed through the District’s e-Permitting Portal 
at: https://permitting.sjrwmd.com/nwepermitting/jsp/Search.do?theAction=PermitNumSearch. If you 
have any questions or are experiencing difficulty viewing the electronic application, please contact 
us at (850) 951-4660. 
 
A person whose substantial interests are affected by the District permitting decision may petition for 
an administrative hearing in accordance with Sections 120.569 and 120.57 F.S., or may choose to 
pursue mediation as an alternative remedy under Section 120.573, Florida Statutes, and Rules 28-
106.111 and 28-106.401-404, Florida Administrative Code. Petitions must comply with the 
requirements of Florida Administrative Code, Chapter 28-106 and be filed with (received by) the 
District Clerk located at District Headquarters, 81 Water Management Drive, Havana, FL 32333-
4712. Petitions for administrative hearing on the above application must be filed within twenty-one 
(21) days of publication of this notice or within twenty-six (26) days of the District depositing notice of 
this intent in the mail for those persons to whom the District mails actual notice. Failure to file a 
petition within this time period shall constitute a waiver of any right(s) such person(s) may have to 
request an administrative determination (hearing) under Sections 120.569 and 120.57, F.S., 
concerning the subject permit. Petitions which are not filed in accordance with the above provisions 
are subject to dismissal. 
 
Because the administrative hearing process is designed to formulate final agency action, the filing of 
a petition means that the District's final action may be different from the position taken by it in this 
notice. Persons whose substantial interests will be affected by any such final decision of the District 
on the application have the right to petition to become a party to the proceedings, in accordance with 
the requirements set forth above. 
 

https://permitting.sjrwmd.com/nwepermitting/jsp/Search.do?theAction=PermitNumSearch


PUBLIC WORKS DEPARTMENT 
Engineering Division 

Escambia County 
Technical Specifications 

GENERAL EXCEPTIONS*: Any reference to FDOT Standard Specifications for Road and Bridge 
Construction, L atest Edition, D ivision I  G eneral R equirements &  Covenants shall be excluded and not 
applicable to any specification referred herein or otherwise listed in this document.  

Work shall comply with requirements of FDOT Standard Specifications for Road and Bridge Construction, 
latest edition, as modified herein. 

*Note: The General Exception above does not apply when utilizing Federal Highway Administration (FHWA) funding.

Effective Date: February 01, 2015 
Revised : July 1, 2020

3363 West Park Place • Pensacola, Florida 32505 
(850) 595-3440 • www.myescambia.com
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SECTION 01000 – DEFINITIONS AND TERMS 

PART 1 - GENERAL 

These Specifications are written to the bidder, prior to award of the Contract, and to the 
Contractor.  
 
Any reference to Florida Department of Transportation Standard Specifications for Road and 
Bridge Construction, Latest Edition, Division I, General Requirements and Covenants shall 
be excluded and not applicable to any specification referred to, or otherwise listed, in this 
document. 
 
1.1 ABBREVIATIONS AND ACRONYMS 
 
The following abbreviations and acronyms, when used in the Contract Documents, represent 
the full text shown. 

 
AASHTO  American Association of State Highway and Transportation Officials 
ACI  American Concrete Institute 
ADS Advanced Drainage Systems 
AISI  American Iron and Steel Institute 
ARB Asphalt Rubber Binder 
ARMI Asphalt Rubber Membrane Interlayer 
ASTM  American Society for Testing and Materials 
CEI Construction Engineering Inspections 
CRSI  Concrete Reinforcing Steel Institute    
CTQP Construction Testing Qualification Program 
ECUA Escambia County Utilities Authority 
EOR Engineer of Record 
ERC Engineered Crumb Rubber 
FAC Florida Administrative Code 
FDACS Florida Department of Agriculture and Consumer Services 
FDEP  Florida Department of Environmental Protection 
FDOT  Florida Department of Transportation 
FHWA  Federal Highway Administration 
FM Florida Method 
HMAC Hot-Mix Asphaltic Concrete 
LBR Limerock Bearing Ratio 
MOT Maintenance of Traffic 
MUTCD  Manual on Uniform Traffic Control Devices 
NCHRP National Cooperative Highway Research Program 
NPDES National Pollutant Discharge Elimination System 
NS Non-Structural 
OSHA  Occupational Safety and Health Administration 
PE Professional Engineer 
PG Performance Grade 
PVC Polyvinyl Chloride 
QA Quality Assurance 
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QC Quality Control 
RAP Reclaimed Asphalt Pavement 
RCA Recycled Concrete Aggregate 
SHS Standard Highway Signs 
SP Superpave 
USDA United States Department of Agriculture 
USDOT U.S. Department of Transportation 
VFA Voids Filled with Asphalt 
VMA Voids in Mineral Aggregate 
 
Each of the above abbreviations, when followed by a number or letter designation, 
or combination of numbers and letters, designates a specification, test method, or 
other code or recommendation of the authority or organization shown. 
 
Use standards, specifications, test methods, or other codes as specified in the 
current edition at the time of the bid opening. 

 
1.2 DEFINITIONS 
 
The following terms, when used in the Contract Documents, have the meaning described: 
 
Advertisement - 
The public announcement, as required by law, inviting bids for work to be performed or 
materials to be furnished, usually issued as “Notice to Contractors,” or “Notice to Bidders.” 
 
Bidder - 
An individual, firm, or corporation submitting a proposal for the proposed work. 
 
Bridge - 
A structure, including supports, erected over a depression or over an obstruction such as 
water, highway or railway, or for elevated roadway, for carrying traffic or other moving loads, 
and having a length, measured along the center of the roadway, of more than 20 feet between 
the inside faces of end supports. A multiple-span box culvert is considered a bridge, where 
the length between the extreme ends of the openings exceeds 20 feet. 
 
Calendar day - 
Every day shown on the calendar, ending and beginning at midnight. 
 
Contract - 
The term “Contract” means the entire and integrated agreement between the parties there 
under and supersedes all prior negotiations, representations, or agreements, either written or 
oral. The Contract Documents form the Contract between the County and the Contractor 
setting forth the obligations of the parties thereunder, including, but not limited to, the 
performance of the Work and the basis of payment. 
 
Contract Documents - 
The term “Contract Documents” includes: Advertisement for Proposal, Proposal, Certification 
as to Publication and Notice of Advertisement for Proposal, Appointment of Agent by 
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Nonresident Contractors, Non-collusion Affidavit, Warranty Concerning Solicitation of the 
Contract by Others, Resolution of Award of Contract, Executed Form of Contract, 
Performance Bond and Payment Bond, Specifications, plans (including revisions thereto 
issued during construction), Addenda, or other information mailed or otherwise transmitted to 
the prospective bidders prior to the receipt of bids, work orders and supplemental agreements, 
all of which are to be treated as one instrument whether or not set forth at length in the form 
of contract. 
 
Contract Bond - 
The security furnished by the Contractor and the surety as a guaranty that the Contractor shall 
fulfill the terms of the Contract and pay all legal debts pertaining to the construction of the 
project. 
 
Contract Letting - 
The date that the County opened the bid proposals.  
Contract Time - 
The number of calendar days allowed for completion of the Contract work, including 
authorized time extensions. 
 
Contractor - 
The individual, firm, joint venture, or company contracting with the County to perform the work. 
 
Contractor’s Engineer of Record - 
A Professional Engineer registered in the State of Florida, other than the Engineer of Record 
or his subcontracted consultant, who undertakes the design and drawing of components of 
the permanent structure as part of a redesign or Cost Savings Initiative Proposal, or for repair 
designs and details of the permanent work. The Contractor’s Engineer of Record may also 
serve as the Specialty Engineer. The Contractor’s Engineer of Record must be an employee 
of a pre-qualified firm. Any Corporation or Partnership offering engineering services must hold 
a Certificate of Authorization from the Florida Department of Business and Professional 
Regulation. 
 
As an alternate of being an employee of a pre-qualified firm, the Contractor’s Engineer of 
Record may be a pre-qualified Specialty Engineer. For items of the permanent work declared 
by the State Construction Office to be “major” or “structural”, the work performed by a 
prequalified Specialty Engineer must be checked by another pre-qualified Specialty Engineer. 
An individual Engineer may become pre-qualified in the work groups listed in the Rules of the 
Department of Transportation, Chapter 14-75, if the requirements for the Professional 
Engineer are met for the individual work groups. Pre-qualified Specialty Engineers are listed 
on the State Construction Website. Pre-qualified Specialty Engineers will not be authorized to 
perform redesigns or Cost Savings Initiative Proposal designs of items fully detailed in the 
plans. 
 
Controlling Work Items - 
The activity or work item on the critical path having the least amount of total float. The 
controlling item of work will also be referred to as a Critical Activity. 
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County - 
Escambia County Florida 
 
Culverts - 
Any structure not classified as a bridge that provides an opening under the roadway. 
 
Delay - 
Any unanticipated event, action, force or factor which extends the Contractor’s time of 
performance of any controlling work item under the Contract. The term “delay” is intended to 
cover all such events, actions, forces or factors, whether styled “delay”, “disruption”, 
“interference”, “impedance”, “hindrance”, or otherwise, which are beyond the control of and 
not caused by the Contractor, or the Contractor’s subcontractors, materialmen, suppliers or 
other agents. This term does not include “extra work”. 
 
Department - 
Florida Department of Transportation. 
Department of Transportation - 
Florida Department of Transportation. 

Developmental Specification - 
See definition for Specifications.  

Engineer - 
The Professional Engineer, registered in the State of Florida, other than the Engineer of 
Record or his subcontracted consultant, acting as the project's Construction Engineering 
Inspection Manager. The Engineer may be County in-house staff, or a consultant retained by 
the County 
 
Engineer of Record - 
The Professional Engineer or Engineering Firm registered in the State of Florida that develops 
the criteria and concept for the project, performs the analysis, and is responsible for the 
preparation of the Plans and Specifications. The Engineer of Record may be County in-house 
staff, or a consultant retained by the County. 
 
The Contractor shall not employ the Engineer of Record as the Contractor’s Engineer of 
Record or as a Specialty Engineer. 
 
Equipment - 
The machinery and equipment, together with the necessary supplies for upkeep and 
maintenance thereof, and all other tools and apparatus necessary for the construction and 
acceptable completion of the work. 
 
Extra Work - 
Any “work” which is required by the Engineer to be performed and which is not otherwise 
covered or included in the project by the existing Contract Documents, whether it be in the 
nature of additional work, altered work, deleted work, work due to differing site conditions, or 
otherwise. This term does not include a “delay”. 
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Highway, Street, or Road - 
A general term denoting a public way for purposes of vehicular travel, including the entire area 
within the right-of-way. 
 
Holidays - 
Days designated by the Board of County Commissioners as holidays, which include, but are 
not limited to, New Year’s Day, Martin Luther King’s Birthday, Memorial Day, Independence 
Day, Labor Day, Thanksgiving Day and the following Friday, and Christmas Day. 
 
Inspector - 
An authorized representative of the County assigned to make official inspections of the 
materials furnished and of the work performed by the Contractor. 
 
Laboratory - 
The testing laboratory used by the Contractor. 
 
Major Item of Work -  
Any item of work having an original Contract value in excess of 5% of the original Contract 
amount. 
 
Materials - 
Any substances to be incorporated in the work under the Contract. 
 
Median - 
The portion of a divided highway or street separating the traveled ways for traffic moving in 
opposite directions. 
 
Plans - 
The approved plans, including reproductions thereof, showing the location, character, 
dimensions, and details of the work. 
 
Proposal (Bid, Bid Proposal) - 
The offer of a bidder, on the prescribed form, to perform the work and to furnish the labor and 
materials at the prices quoted. 
 
Proposal Form - 
The official form or the expedite program generated bid item sheets on which the County 
requires formal bids to be prepared and submitted for the work. 
 
Proposal Guaranty - 
The security furnished by the bidder as guaranty that the bidder will enter the Contract for the 
work if the County accepts the proposal. 
 
Right-of-Way - 
The land that the County has title to, or right of use, for the road and its structures and 
appurtenances, and for material pits furnished by the County. 
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Roadbed - 
The portion of the roadway occupied by the subgrade and shoulders. 
 
Roadway - 
The portion of a highway within the limits of construction. 
 
Section - 
A numbered prime division of these Specifications. 
 
Special Provisions - 
See definition for Specifications. 
 
Specialty Engineer - 
A Professional Engineer registered in the State of Florida, other than the Engineer of Record 
or his subcontracted consultant, who undertakes the design and drawing preparation of 
components, systems, or installation methods and equipment for specific temporary portions 
of the project work or for special items of the permanent works not fully detailed in the plans 
and required to be furnished by the Contractor such as but not limited to pot bearing designs, 
nonstandard expansion joints, MSE wall designs and other specialty items. The Specialty 
Engineer may also provide designs and details for items of the permanent work declared by 
the State Construction Office to be “minor” or “non-structural”. The Specialty Engineer may 
be an employee or officer of the Contractor or a fabricator, an employee or officer of an entity 
providing components to a fabricator, or an independent consultant. For items of work not 
specifically covered by the Rules of the Department of Transportation, a Specialty Engineer 
is qualified if he has the following qualifications:  
 

1)  Registration as a Professional Engineer in the State of Florida,  
2)  The education and experience necessary to perform the submitted design as required 

by the Florida Department of Business and Professional Regulation. 
 
Specifications - 
The directions, provisions, and requirements contained herein, together with all stipulations 
contained in the Contract Documents, setting out or relating to the method and manner of 
performing the work, or to the quantities and qualities of materials and labor to be furnished 
under the Contract. 
 

Developmental Specification - 
A specification developed around a new process, procedure, or material. 
 
Special Provisions - 
Specific clauses adopted by the Department that add to or revise the Standard 
Specifications or Supplemental Specifications, setting forth conditions varying from or 
additional to the Standard Specifications applicable to a specific project. 
 
Standard Specifications - 
Florida Department of Transportation “Standard Specifications for Road and Bridge 
Construction” a bound book, applicable to all construction contracts containing adopted 
requirements, setting out or relating to the method or manner of performing work, or to the 
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quantities and qualities of materials and labor. 
 
Supplemental Specifications - 
Approved additions and revisions to the Standard Specifications, applicable to all 
construction contracts. 
 
Technical Special Provisions - 
Specifications, of a technical nature, prepared, signed, and sealed by an Engineer 
registered in the State of Florida other than the State Specifications Engineer or his 
designee, that are made part of the Contract as an attachment to the Contract Documents. 
 
Technical Specifications - 
Escambia County Florida “General Paving and Drainage Technical Specifications” 
developed for all construction contracts containing adopted requirements, setting out or 
relating to the method or manner of performing work, or to the quantity and quality of 
materials and labor. 

 
State - 
State of Florida. 
 
Sub-article - 
A headed and numbered subdivision of an Article of a Section of these Specifications. 
 
Subgrade - 
The portion of the roadbed immediately below the base course or pavement, including below 
the curb and gutter, valley gutter, shoulder and driveway pavement. The subgrade limits 
ordinarily include those portions of the roadbed shown in the plans to be constructed to a 
design bearing value or to be otherwise specially treated. Where no limits are shown in the 
plans, the subgrade section extends to a depth of 12 inches below the bottom of the base or 
pavement and outward to 6 inches beyond the base, pavement, or curb and gutter. 
 
Substructure - 
That part of a bridge structure below the bridge seats, including the parapets, backwalls, and 
wingwalls of abutments. 
 
Superintendent - 
The Contractor’s authorized representative in responsible charge of the work. 
 
Superstructure - 
The entire bridge structure above the substructure, including anchorage and anchor bolts, but 
excluding the parapets, backwalls, and wingwalls of abutments. 
 
Supplemental Agreement - 
A written agreement between the Contractor and the County, and signed by the surety, 
modifying the Contract within the limitations set forth in these Specifications. 

Supplemental Specifications - 
See definition for Specifications.  
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Surety - 
The corporate body that is bound by the Contract Bond with and for the Contractor and 
responsible for the performance of the Contract and for payment of all legal debts pertaining 
thereto. 

Technical Special Provisions - 
See definition for Specifications.  

Technical Specifications - 
See definition for Specifications. 

Traveled Way - 
The portion of the roadway providing for the movement of vehicles, exclusive of shoulders 
and auxiliary lanes. 
 
Unilateral Payment - 
A payment of money made to the Contractor by the Department pursuant to Section 
337.11(12), Florida Statutes (2009), for sums the Department determines to be due to the 
Contractor for work performed on the project, and whereby the Contractor by acceptance of 
such payment does not waive any rights the Contractor may otherwise have against the 
Department for payment of any additional sums the Contractor claims are due for the work. 
 
Work - 
All labor, materials and incidentals required to execute and complete the requirements of the 
Contract including superintendence, use of equipment and tools, and all services and 
responsibilities prescribed or implied. 
 
Work Order - 
A written agreement between the Contractor and the County modifying the Contract within 
the limitations set forth in these Specifications. Funds for this agreement are drawn against 
the Initial Contingency Pay Item or a Contingency Supplemental Agreement. 
 
Working Day - 
Any calendar day on which the Contractor works or is expected to work in accordance with 
the approved work progress schedule. 
 
END OF SECTION 01000 
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SECTION 01300 - SUBMITTALS  

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 
 

Drawings and General and Supplemental Provisions of the Contract apply to this 
Section. 

 
1.2 SUMMARY 
 

A. This Section includes administrative and procedural requirements for 
submittals required for performance of the Work, including, but not limited to 
the following: 

 
1. Submittal Procedures 
2. Contractor’s Construction Schedule 
3. Daily Construction Reports 
4. Shop Drawings 
5. Product Data 
6. Samples 
7. Quality Assurance Submittals 
8. Licenses 
9. Pictures, Video of Pre-Construction Conditions 

 
B. Administrative Submittals:  Refer to other Sections and other Contract 

Documents for requirements for administrative submittals.  Such submittals 
include, but are not limited to, the following: 

 
1. Permits 
2. Applications for Payment 
3. Performance and Payment Bonds 
4. Insurance Certificates 
5. List of Subcontractors 
6. Licenses 

 
1.3 SUBMITTAL PROCEDURES 
 

A. Coordination: Coordinate preparation and processing of submittals with 
performance of construction activities. Transmit each submittal sufficiently in 
advance of performance of related construction activities to avoid delay. 

 
1. Coordinate each submittal with fabrication, purchasing, testing, 

delivery, other submittals, inspections, and related activities that require 
sequential activity. 
 

2. Coordinate transmittal of different types of submittals for related 
elements of the Work so processing will not be delayed by the need 
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to review submittals concurrently for coordination. The County reserves 
the right to withhold action on a submittal requiring coordination with 
other submittals until all related submittals are received. 
 

3. Processing: To avoid the need to delay construction as a result of the 
time required to process submittals, allow enough time for submittal 
review, including time for re-submittals. Allow 2 weeks for initial review. 
Allow additional time if the County must delay processing to permit 
coordination with subsequent submittals. 

 
a. If an intermediate submittal is necessary, process the same as 

the initial submittal. 
b. Allow 2 weeks for reprocessing each submittal. 
c. No extension of Contract Time will be authorized because of 

failure to transmit submittals to the County sufficiently in advance 
of the Work to permit processing. 

 
B. Submittal Preparation: Place a permanent label or title block on each submittal 

for identification. Indicate the name of the entity that prepared each submittal 
on the label or title block. 

 
1. Provide a space approximately 4 by 5 inches on the label or beside the 

title block on Shop Drawings to record the Contractor's review and 
approval markings and the action taken. 
 

2. Include the following information on the label for processing and 
recording action taken. 

 
a. Project Name. 
b. Date. 
c. Name and Address of the Engineer. 
d. Name and Address of the Contractor. 

 
C. Submittal Transmittal: Package each submittal appropriately for transmittal 

and handling. Four copies of each submittal (three hard copy and one digital) 
shall be transmitted. Transmit each submittal from the Contractor to the 
County, (copy Engineer) using a transmittal form. The County will not accept 
submittals received from sources other than the Contractor. Submittals must 
be approved by Contractor prior to review by County. On the transmittal, record 
relevant information and requests for data.  On the form or on a separate sheet, 
record deviations from Contract Document requirements, including variations 
and limitations. Include Contractor's certification that the information complies 
with Contract Document requirements on each submittal. 

 
1.4 CONSTRUCTION SCHEDULE/DOCUMENTATION 
 

A. Bar-Chart Schedule: Prepare a fully developed, horizontal bar-chart-type, 
contractor’s construction schedule. Submit within 10 days of the issuance of 
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the Notice to Proceed. The contractor shall submit an updated schedule at 
least once per month, showing any schedule changes. This may be requested 
up to three times per month by the County. Include dates of shop drawing 
submittals. 

 
B. Cost Correlation:  At the head of the schedule, provide a cost correlation line, 

indicating planned and actual costs. On the line, show dollar volume of Work 
performed as of the dates used for preparation of payment requests. 
 

C. Pre-Construction Site Conditions Photos/Video: Contractor shall submit a DVD 
of photos and video of the site conditions prior to the performance of any work. 
 

D. Licenses:  All required licenses to perform work shall be submitted prior to the 
commencement of construction. 

 
1.5 DAILY CONSTRUCTION REPORTS 
 

Prepare a daily construction report recording the following information concerning 
events at the site, and submit duplicate copies to the County at weekly intervals 
including, but not limited to: 

 
1. Work performed. 
2. Approximate count of personnel at the site. 
3. Count and type of major equipment at the site. 
4. High and low temperatures, general weather conditions, including daily 

rainfall amount from gauge installed on site jointly recorded by 
contractor and county representative. 

5. Accidents and unusual events. 
6. Meetings and significant decisions. 
7. Stoppages, delays, shortages, and losses. 
8. Emergency procedures. 
9. Orders and requests of governing authorities. 
10. Change Orders received, implemented. 
11. Material Expenditures. 

 
1.6 SHOP DRAWINGS 
 

A. Submit shop drawings for structures to be approved by the EOR. 
 

B. Shop Drawings – Including, but not limited to the following information: 
1. Dimensions. 
2. Identification of products and materials included by sheet and detail 

number. 
3. Compliance with specified standards. 

 
1.7 PRODUCT DATA 
 

Product Data - Include the following information: 
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1. Manufacturer's printed recommendations. 
2. Compliance with trade association standards. 
3. Compliance with recognized testing agency standards. 
4. Application of testing agency labels and seals. 

 
1.8 SAMPLES 
 

Submit samples as specified in the technical specifications. 
 
1.9 QUALITY CONTROL (QC) / QUALITY ASSURANCE (QA) SUBMITTALS 
 

A. Submit the QC Plan to the County for approval within 21 calendar days after 
the Notice to Proceed. The County will review the QC Plan and respond to the 
Contractor within 21 calendar days of receipt. 
 
If at any time the Contractor is not in compliance with the approved QC Plan, 
or a part thereof, affected portions of the plan will be disapproved. The 
contractor shall cease work in the affected operation(s) and submit a revision 
to the County. If the QC Plan, or a part thereof, must be revised, submit the 
revision to the County. The County will review the revision and respond within 
seven calendar days of receipt. 
 
Continue to work on operations that are still in compliance with the approved 
sections of the QC Plan. 
 

B. Certifications: Where other Sections of the Specifications require certification 
that a product, material, or installation complies with specified requirements, 
submit to the County a certification from the manufacturer stating compliance 
with specified requirements. 
 

C. Inspection and Test Reports: Requirements for specific testing are included in 
the technical specifications. 

 
1. Submit to the County: Two (2) copies (one hard copy and one digital) 

of the inspection and test reports from a qualified, independent, 
geotechnical engineering testing agency, under the direction of a P.E., 
licensed in the State of Florida. 
 

2. All testing required by these specifications shall be at the contractors’ 
expense. 
 

3. No additional work within/upon the tested area shall proceed until 
submitted test results confirm compliance with specification 
requirements. 

 
4. Areas where submitted test results indicate non-compliance shall be 

removed, replaced, and retested. Extents of area out of compliance 
shall be determined by testing at 25’ increments, in each direction within 
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the construction area, until passing results are achieved. 
 

5. Variations from testing requirements and frequency of testing may be 
authorized by the County and will be documented in writing. 
 

1.10 ENGINEER'S ACTION 
 

Except for submittals for the record or information, where action and return are 
required, the County will review each submittal, mark to indicate action taken, return 
to contractor within the timeframe allotted herein. Compliance with specified 
characteristics is the Contractor's responsibility. 

 
PART 2 - PRODUCTS (Not Applicable) 

PART 3 - EXECUTION (Not Applicable) 

END OF SECTION 01300 
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SECTION 02230 - CLEARING & GRUBBING  

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 
 

A. Drawings and General Provisions of the Contract, including General and 
Supplementary Conditions shall apply to this Section. 
 

B. Florida Department of Transportation, Standard Specifications for Road and 
Bridge Construction, Latest Edition, Section 110 
 

C. Emerald Coast Utility Authority (ECUA) Engineering Manual, Latest Edition. 
 
1.2 SUMMARY 
 

A. This Section includes, but is not limited to, the following: 
 

1. Protection of existing trees indicated to remain. 
2. Removal of trees and other vegetation. 
3. Clearing and grubbing. 
4. Removing above-grade improvements. 
5. Removing below-grade improvements. 

 
B. Extent of clearing & grubbing shall remain in County Rights-of-Way, 

easements (temporary or permanent), or approved written work agreement 
areas, unless otherwise noted or instructed. 

 
1.3 PROJECT CONDITIONS 
 

Provide protection for all public land corners and monuments within the limits of 
construction. Any Monuments disturbed while performing the work will be replaced at 
the contractor’s expense. 

 
PART 2 - PRODUCTS (Not Applicable) PART 3 - EXECUTION 

3.1 SITE CLEARING 
 

A. General: Remove trees, shrubs, grass, and other vegetation, improvements, 
or obstructions, as required, to permit installation of new construction. Remove 
similar items elsewhere on site or premises as specifically indicated. Removal 
includes digging out and off-site disposal of stumps and roots. 

 
Carefully and cleanly cut minor roots and branches of trees indicated to remain 
in a manner where such roots and branches obstruct installation of new 
construction. 

 
B. Clearing and Grubbing:  Clear site of trees, shrubs, and other vegetation, 
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except for those indicated to remain. 
 

1. Completely remove all stumps within the roadway.  Remove roots and 
other debris to a depth of 12” below the ground surface or finished 
grade, whichever is lower. 
 

2. Use only hand methods for grubbing inside drip line of trees Indicated 
to remain. 
 

3. Fill depressions caused by clearing and grubbing operations with 
satisfactory soil material unless further excavation or earthwork is 
indicated in accordance with Section 2300. 

 
C. Removal of Improvements: Remove existing above grade and below grade 

improvements as indicated and as necessary to facilitate new construction, 
and other work as indicated. 

 
3.2 DISPOSAL OF WASTE MATERIALS 
 

A. Burning: Burning is not permitted on County property. Requests to burn will be 
considered on a case by case basis. If approved, Contractor is to acquire 
permits and provide copies to the County. 
 

B. Removal from County Property:  Remove waste materials and unsuitable or 
excess topsoil from County property and dispose of offsite in a legal manner. 

 
PART 4 - MEASUREMENT/PAYMENT 
 
4.1 METHOD OF MEASUREMENT 
 

A. Lump Sum Payment: When direct payment is provided in the Contract for the 
quantity to be paid for as the lump sum quantity cleared and grubbed, no 
additional measurements will be made. 
 

B. Payment By The Acre/Square Yard:  For areas of Clearing and Grubbing that 
are designated to be paid for separately by the acre or square yard, the quantity 
to be paid for will be determined by measurement of the areas shown on the 
plans or authorized by the County to be cleared and grubbed, and acceptably 
completed. 

 
4.2 BASIS OF PAYMENT 
 

A. General: Price and payment will be full compensation for all Clearing and 
Grubbing required for the roadway right-of-way and for lateral ditches, channel 
changes, or other outfall areas, and any other Clearing and Grubbing 
indicated, or required for the construction of the entire project, except for any 
areas designated to be paid for separately or to be specifically included in the 
costs of other work under the contract. Price and payment, either lump sum 
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or by the acre/square yard will be full compensation for all the work specified 
in this Section, including all necessary hauling, furnishing equipment, 
equipment operation, furnishing any areas required for disposal of debris, 
leveling of terrain and the landscaping work of trimming, etc., as specified 
herein. 
 

B. Lump Sum Payment: Payment shall be made at the lump sum contract price 
for Clearing and Grubbing, lump sum. 
 

C. Payment:  Payment shall be made at the per unit contract price for Clearing 
and Grubbing, per acre or square yard. 

 
END OF SECTION 02300 
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SECTION 02300 – EARTHWORK 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 
 

A. Drawings and general provisions of the Contract, including General and 
Supplementary Conditions, apply to this Section. 
 

B. Florida Department of Transportation, Standard Specifications for Road and 
Bridge Construction, Latest Edition, Sections 120, 160, and 902 

 
1.2 SUMMARY 
 

A. This Section includes preparing and grading for pavement, curb, subgrades, 
drainage features, and general site work. 
 

B. Related Sections: The following Sections contain requirements that relate to 
this Section. 

 
1. Section 2230 "Clearing & Grubbing" for clearing, grubbing, and tree 

protection. 
 

2. Section 2600 “Stormwater System” for installation of stormwater 
systems. 

 
1.3 DEFINITIONS 
 

A. Base Course: The layer placed immediately beneath the surface pavement in 
a paving system. 
 

B. Borrow:  Soil material obtained off-site when enough approved soil material is 
not available from on-site excavations. 
 

C. Embankment (Fill): Compacted fill material needed to construct the roadway. 
This typically excludes the base and pavement portions of the roadway and 
shoulders, unless the EOR specifies for them to be incorporated into the fill 
material. 

 
D. Excavation (Regular):  The removal of material encountered to subgrade 

elevations necessary for the construction of the roadway, ditches, ponds, 
channels, or sidewalks. 

 
E. Subgrade: The uppermost surface of an excavation or the top surface of a fill 

or backfill immediately below subbase, base, drainage fill, or topsoil materials. 
 

F. Subbase Course:  The layer placed between the subgrade and base course in 
a paving system. 
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G. Structures:  Buildings, footings, foundations, retaining walls, slabs, tanks, 
curbs, mechanical and electrical appurtenances, or other man-made 
stationary features constructed above or below ground surface. 
 

H. Topsoil: Topsoil is defined as the surface layer of soil found normally to a depth 
of at least 4 to 8 inches that typically contains organic materials. Satisfactory 
topsoil is reasonably free of roots, clay lumps, stones, other objects over 2 
inches in diameter, and any other objectionable or deleterious material. 

 
I. Unauthorized Excavation: Removing materials beyond indicated subgrade 

elevations or dimensions without direction by the County. Unauthorized 
excavation, as well as remedial work directed by the Engineer, shall be at the 
Contractor's expense. 
 

J. Unsuitable Material: Removal and disposal of any material such as muck, 
wood, rock, peat, garbage, non-compactable soils in dry condition, and any 
other material that is considered by the County Engineer to be unsuitable. 

 
K. Utilities: On-site above ground utilities, overhead utilities and underground 

utilities including pipes, conduits, ducts, and cables, as well as related 
appurtenances and underground services within building lines. 
 

1.4 SUBMITTALS 
 

A. General: Submit the following in accordance with Section 1300, "Submittals.” 
 

B. Product Data and Samples of the following: 
 

1. 1-lb representative samples of each proposed fill and backfill soil 
material from borrow sources as selected by the County. 
 

2. 12-by-12-inch sample of filter fabric. 
 

3. Representative samples of the proposed base and sub-base materials. 
 

C. Test Reports:  In addition to test reports required under field quality control, 
submit the original directly to the County from the testing services, with a copy 
to the Contractor: 

 
1. Laboratory analysis as specified in 1.1 (Related Documents) of each 

soil material proposed for fill and backfill from borrow sources. 
 

2. One optimum moisture-maximum density curve for each soil material. 
 

3. Report of actual unconfined compressive strength and/or results of 
bearing tests of each stratum tested. 

 
1.5 QUALITY CONTROL / QUALITY ASSURANCE 
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A. Codes and Standards: Perform earthwork complying with all requirements 
of authorities having jurisdiction. 
 

B. Testing and Inspection Service: A qualified independent geotechnical 
engineering testing agency, under the direction of a Professional Engineer, 
licensed in the State of Florida to classify, perform soil tests, and provide 
inspection services for quality control.  All proposed borrow soils will require 
the testing agency to verify that soils comply with specified requirements and 
to perform required field and laboratory testing.  Contractor shall replace 
materials removed for testing purposes. Should any work or materials fail to 
meet the requirements set forth in the plans and specifications, contractor shall 
reimburse for additional and re- testing. 

 
1.6 PROJECT CONDITIONS 
 

A. Site Information:  Data in the subsurface investigation Report, if available, is 
used for the basis of the design and is available to the contractor for 
information only.  Conditions are not intended as representations or warranties 
of accuracy or continuity between soil borings. The County will not be 
responsible for interpretations or conclusions drawn from this data by the 
Contractor. 
 

B. Existing Utilities: After location of utilities by the appropriate utility company, it 
is the Contractor's responsibility to protect all such utility lines, including 
service lines and appurtenances, and to replace at his own expense any that 
may be damaged by the Contractor's equipment or forces during construction 
of the Project. 

 
1. Provide a minimum of 48-hours’ notice to the County and receive written 

notice to proceed before interrupting any utility. 
 

2. The contractor is responsible for contacting all utility companies to verify 
locations of all existing utilities, utility-related obstructions, or utility 
relocations that he may encounter during construction. 
 

3. Adequate provision shall be made for the flow of existing sewers, 
drains, and water courses encountered during construction, and 
structures which may be disturbed shall be satisfactorily restored by the 
Contractor at his expense. 

 
C. Should uncharted, or incorrectly charted, piping or other utilities be 

encountered during the work, consult the County immediately for directions.  
Cooperate with the County and utility companies in keeping respective 
services and facilities in operation. 

 
PART 2 – PRODUCTS 
 
2.1 SOIL MATERIALS 
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A. General:  Soils used as fill shall be clean sands, similar to existing soils, with 
less than 5% passing the number 200 sieve when existing subgrade conditions 
are considered wet, as per the County. Soils as described above with less than 
15% passing the number 200 sieve and meeting the requirements of the FDOT 
Standard Specifications Section 902-6 may be used when existing subgrade 
conditions are considered dry, as per the County. The sand shall have a 
maximum dry density of at least 100 pounds per cubic foot, according to the 
Standard Proctor compaction test, AASHTO T-99, ASTM D698. Provide 
approved borrow soil materials from off-site when enough satisfactory soil 
materials are not available from on-site excavations. 

 
If the Contractor elects to import any materials, then he will do so only with the 
approval of the County and at his own expense, unless separate payments for 
such items are called for in these specifications. Provide laboratory certification 
that soils meet requirements of specifications. 

 
B. Sub-Base Material:  Naturally or artificially graded mixture of natural or crushed 

gravel, crushed stone, or sand. The material shall be stabilized in accordance 
with FDOT Standard Specifications Section 160-5.4. ASTM D 2940, with at 
least 95 percent passing a 1-1/2-inch sieve, and not more than 8 percent 
passing a No. 200 sieve. 

 
PART 3 - EXECUTION 
 
3.1 DEWATERING 
 

A. Prevent surface water and subsurface or groundwater from entering 
excavations, from ponding on sub-grades in work areas, and from flooding 
project site and surrounding area. 
 

B. Protect subgrades and foundation soils from softening and damage by rain or 
water accumulation. 
 
The Contractor shall prevent the accumulation of water in excavated areas, 
and shall remove, by pumping or other means, any water that accumulates in 
the excavation. The Contractor shall prevent the accumulation of water in both 
structural and trench excavations and shall remove, by well point system or by 
other means, water which accumulates. The Contractor shall provide, install 
and operate a suitable and satisfactory dewatering system, when needed to 
dry sub-grades or other work areas. The Contractor shall comply with the latest 
testing requirements as set forth by the applicable regulatory agency. At a 
minimum, the contractor shall test once prior to dewatering, once within the first 
week of dewatering, and once every thirty (30) days while dewatering. 

 
C. Establish and maintain temporary drainage ditches and other diversions 

outside excavation limits to convey rainwater and water removed from 
excavations to collection or runoff areas.  Do not use trench excavations as 
temporary drainage ditches.  Discharged water shall be clean, not silt or 
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sediment laden, prior to discharge to untreated system and/or waters of the 
State. 

 
3.2 EXCAVATION 
 

A. Explosives:  Not permitted. 
 

B. Strip topsoil and significant root systems to whatever depths encountered in a 
manner to prevent intermingling with underlying subsoil or other objectionable 
material. Remove heavy growths of grass from areas before stripping. Where 
existing trees are indicated to remain, leave existing topsoil in place within drip 
lines to prevent damage to root systems. 

 
3.3 STABILITY OF EXCAVATIONS 

 
A. Comply with local codes, ordinances, and requirements of authorities having 

jurisdiction to maintain stable excavations. 
 
B. All excavation work shall conform to all applicable OSHA Publications, Latest 

Editions. The Contractor's method of providing protective support to prevent 
cave-ins shall conform to OSHA requirements.  Slope excavations, shoring, and 
trench box usage in the field must be based on tabulated data and designed 
by the Contractor. The contractor is solely responsible for job site safety and 
shall not be compensated for required safety equipment/ devices. 

 
3.4 EXCAVATION FOR STRUCTURES 
 

Excavate to indicated elevations and dimensions within a tolerance of plus or 
minus 0.10 foot. Extend excavations enough distance from structures for 
placing and removing concrete formwork, maintaining a safe slope, installing 
services and other construction, and for inspections. 
 

A. Footings and Foundations: Excavate by hand to final grade just before placing 
concrete reinforcement. Trim bottoms to required lines and grades to leave 
solid base to receive other work. 
 

B. Pile Foundations: After piles have been installed, remove loose and displaced 
material. Excavate to final grade, leaving solid base to receive concrete pile 
caps. 
 

C. Excavation for Underground Tanks, Basins, and Mechanical or Electrical 
Appurtenances: Excavate to elevations and dimensions indicated within a 
tolerance of plus or minus 0.10 foot. 

 
3.5 EXCAVATION FOR WALKS AND PAVEMENTS 
 

Excavate surfaces under walks and pavements to indicated cross sections, 
elevations, and grades. Consider Dewatering and other sections as applicable. 
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3.6 EXCAVATION FOR STORMWATER SYSTEMS 
 

Excavate and compact the backfill of trenches to the densities specified for 
embankment or subgrade, as applicable, and in accordance with the requirements of 
Section 2600. Consider Dewatering and other sections as applicable. 

 
3.7 STORAGE OF SOIL MATERIALS 
 

Stockpile excavated materials acceptable for backfill, fill soil, and topsoil materials, 
including acceptable borrow materials. Stockpile soil materials without intermixing. 
Stockpiles shall be placed, graded, and shaped to drain surface water and prevent 
erosion.  Cover to prevent wind-blown dust and/or erosion. Stockpile soil materials 
away from edge of excavations.  Do not store within drip line of remaining trees. 

 
3.8 BACKFILL 
 

A. Backfill excavations promptly, but not before completing the following: 
 

1. Acceptance of construction below finish grade including, where 
applicable, filter fabric installation and gravel bedding. 

2. Surveying locations of underground utilities for record documents. 
3. Testing, inspecting, and approval of underground utilities. 
4. Removal of trash and debris from excavation. 
5. Removal of temporary shoring, bracing, and sheeting unless specified 

to remain. 
 

B. No backfill material shall be placed, spread or rolled during unfavorable 
weather conditions. When the work is interrupted by heavy rain, backfill 
operations shall not be resumed until the moisture content of the fill is as 
previously specified to achieve proper compaction. 

 
3.9 FILL 

 
A. Preparation: Remove vegetation, topsoil, debris, wet and unsatisfactory soil 

materials, obstructions, and deleterious materials from ground surface prior to 
placing fills. Plow strip or break up sloped surfaces steeper than 1:4 so fill 
material will bond with existing surface.  In order to ensure proper bond and 
prevent slipping between the original ground and fill, the surface of the original 
ground shall be scarified to a depth of at least three inches.  Each layer of fill 
material shall be compacted until the required density is achieved, and the 
density achieved should be verified in accordance with specifications using in-
place density testing. 
 

B. When subgrade or existing ground surface is to receive fill and has a density 
less than that required for fill, break up ground surface to depth required, 
pulverize, moisture condition or aerate soil and re-compact to required density. 
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C. Place fill material in layers to required elevations for each location listed below. 
 

1. Under grass, subbase or base material, use satisfactory excavated or 
borrow soil material. 
 

2. Under walks and pavements, curbs, steps, ramps, building slabs, 
footings and foundations use subbase and/or base material. 

 
3.10 MOISTURE CONTROL 
 

A. Uniformly moisten or aerate subgrade and each subsequent fill or backfill layer 
before compaction to within 2 percent of optimum moisture content. 

 
B. Do not place backfill or fill material on surfaces that contain excessive 

moisture. 
 
C. Remove and replace or scarify and air-dry satisfactory soil material that is too 

wet to compact to specified density.  Stockpile or spread and dry removed wet 
satisfactory soil material. 

 
3.11 COMPACTION 
 

A. Place backfill and fill materials in layers or lifts not more than 12 inches in loose 
depth for material compacted by heavy compaction equipment, and not more 
than 8 inches in loose depth for material compacted by hand-operated 
tampers. 
 

B. Place backfill and fill materials evenly on all sides of structures to required 
elevations. Place backfill and fill uniformly along the full length of each 
structure. 
 

C. Percentage of Maximum Dry Density Requirements:  Compact soil to not less 
than the following percentages of maximum dry density according to ASTM 
Modified Proctor): 

 
1. Under structures, building slabs, steps, and pavements, compact each 

layer of backfill or fill material at a minimum of 98% Modified Proctor of 
the material’s maximum dry density. 
 

2. Under lawn or unpaved areas, compact each layer of backfill or fill 
material at 95% Modified Proctor maximum dry density. 

 
3.12 GRADING 
 

A. General: Uniformly grade areas to a smooth surface, free from irregular 
surface changes. Comply with compaction requirements and grade to cross 
sections, lines, and elevations indicated. 
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1. Provide a smooth transition between existing adjacent grades and new 
grades. 

2. Cut out soft spots, fill low spots, and trim high spots to conform to 
required surface tolerances. 

 
B. Site Grading:  Slope grades to direct water away from buildings and to prevent 

ponding.  Finish subgrades to required elevations within the following 
tolerances: 

 
1. Lawn or Unpaved Areas:  Plus, or minus 0.10 foot. 
2. Walks:  Plus, or minus 0.10 foot. 
3. Pavements:  Plus, or minus ½ inch. 

 
3.13 STABILIZED SUBGRADE 
 

A. For stabilized subgrade, the type of materials, commercial or local, is at the 
Contractor's option and no separate payment for stabilizing materials will be 
made (other than as may be paid for as borrow). 
 

B. When stabilizing is designated as Type B, compliance with the bearing value 
requirements will be determined by the Limerock Bearing Ratio Method.  
Minimum LBR shall be 40. 
 
It is the Contractor's responsibility that the finished roadbed section meets the 
bearing value requirements, regardless of the quantity of stabilizing materials 
necessary to be added.  Also, full payment will be made for any areas where 
the existing subgrade materials meet the design bearing value requirements 
without the addition of stabilizing additives, as well as areas where the 
Contractor may elect to place select high-bearing materials from other sources, 
within the limits of the stabilizing. 
 

C. After the roadbed grading operations have been substantially completed, the 
Contractor shall make his own determination as to the quantity (if any) of 
stabilizing material, of the type selected by him, necessary for compliance with 
the bearing value requirements. The contractor shall notify the Engineer of 
the approximate quantity to be added, and the spreading and mixing-in of such 
quantity of materials shall meet the approval of the County as to uniformity and 
effectiveness. 
 

 
3.14 FIELD QUALITY CONTROL 
 

A. Testing Agency Services: Allow testing agency to inspect and test each 
subgrade and each fill or backfill layer. Do not proceed until test results for 
previously completed work verify compliance with requirements. 

 
1. Perform field in-place density tests according to ASTM D 1556 (sand 

cone method), ASTM D 2167 (rubber balloon method), ASTM D 293 
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(drive cylinder method), or ASTM D 2922 (nuclear method), as 
applicable. 

 
a. Field in-place density tests may also be performed by the nuclear 

method according to ASTM D 2922, if calibration curves are 
periodically checked and adjusted to correlate to tests performed 
using ASTM D 1556. With each density calibration check, check 
the calibration curves furnished with the speedy moisture meter 
according to ASTM D 3017. 
 

b. When field in-place density tests are performed using nuclear 
methods, make calibration checks of both density and speedy 
moisture meter at beginning of work, on each different type of 
material encountered, and at intervals as directed by the 
Engineer. 

 
2. Paved Areas: Make at least one field density test of subgrade, base, 

and each compacted fill layer for every 300 linear feet of roadway or 
equivalent area, but in no case less than two tests. Tests shall be 
staggered to ensure representative sampling. 
 

3. Unpaved Areas:  Make at least one field density test of each compacted 
fill layer or subgrade for every 1000 square yards of area, but in no case 
less than two tests. 
 

4. Other tests may be required at County’s discretion. 
 

If, in the opinion of the County, based on testing service reports and inspection 
or the Engineer’s observations, subgrades, fills, or backfills are below specified 
density, scarify and moisten or aerate as needed, or remove and replace soil 
to the depth required, re-compact, and re-test until required density is obtained 
at no additional expense. 

 
3.15 REPAIR & CORRECTIONS 
 

A. Protecting Graded Areas:  Protect newly graded areas from traffic and erosion. 
Keep free of trash and debris.  Repair and re-establish grades to specified 
tolerances where completed or partially completed surfaces become eroded, 
rutted, settled, or lose compaction due to subsequent construction operations 
or weather conditions.  Scarify or remove and replace material to depth 
directed by the Engineer; reshape and re- compact at optimum moisture 
content to the required density. 
 

B. Settling: Where settling occurs, remove finished surfacing, backfill with 
additional approved material, compact, and reconstruct surfacing. Restore 
appearance, quality, and condition of finished surfacing to match adjacent 
work, and eliminate evidence of restoration to the greatest extent possible. 
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C. When traffic must cross open trenches, the contractor shall provide suitable 
bridge of graded aggregate base or temporary asphalt paving as directed by 
County at no additional expense. (See Section 4060 for additional 
requirements.) 
 

D. Erosion Control: The Contractor shall be responsible for the prevention of 
erosion from the site and for maintaining filled and graded surfaces for the 
duration of the project. This includes, but is not limited to, the erection of a silt 
fence and hay bale barricade as per Florida Stormwater Erosion and 
Sedimentation Control Inspector’s Manual and/or as shown in the construction 
plans. The Contractor shall take whatever steps necessary to prevent erosion 
and sedimentation and will be responsible for any damages which might occur 
to down-land properties as a result of run-off from the site during sitework 
construction at no additional cost.  Provide erosion control measures to prevent 
erosion or displacement of soils and discharge of soil-bearing water runoff or 
airborne dust to adjacent properties and walkways. 

 
3.16 DISPOSAL OF SURPLUS AND WASTE MATERIALS 
 

Surplus excavated material becomes the property of the Contractor unless otherwise 
noted. Waste materials, including unsatisfactory soils, trash and debris shall be 
removed and legally disposed of, off the Owner’s property. 

 
3.17 CLEAN-UP AND FINAL INSPECTION 
 

Before final inspection and acceptance, the Contractor shall clean ditches, shape 
shoulders and restore all disturbed areas, including street crossings, grass plots, 
re-grassing if necessary, to as good a condition as existed before work started. 

 
PART 4 - MEASUREMENT/PAYMENT 
 
4.1 METHOD OF MEASUREMENT 
 

A. Excavation: When payment for excavation is on a volumetric basis, the 
quantity to be paid for will be the volume, in cubic yards, calculated by the 
method of average end areas according to the survey and plans.  If actual 
quantities vary in field, contractor shall communicate with Engineer and/or 
County to request additional payment. The measurement will include the net 
volume of material between the original ground surface and the surface of 
completed earthwork according to the survey and plans. If actual quantities 
vary in field, contractor shall communicate with the County to request 
additional payment.  Excavation for swales and channels will be included in 
the total quantity for Excavation.  Subsoil Excavation will be measured to the 
lines and grades indicated on the plans or as approved by the County.  Backfill 
material shall either include normal excavation material from within project 
limits or borrow material supplied by the Contractor. 

 
B. Embankment: Quantities for Embankment will be calculated by the method of 
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average end or square yard areas and will include material placed above the 
original ground line, within the lines and grades indicated on the plans or as 
directed by the County. 
 

C. Calcium Chloride for Dust Control: The quantity to be paid for will be the 
weight, in tons, of calcium chloride authorized and acceptably spread on the 
road, within the limits specified by the County. The quantity will be determined 
from scales, certified freight bills, or other sources, the accuracy of which can 
be authenticated. 

 
4.2 BASIS OF PAYMENT 
 

A. General: Prices and payments for the various work items included in this 
section will be full compensation for all work described herein, including 
excavating, dewatering, dredging, hauling, placing, and compacting. Separate 
pay items will be provided for all devices required to maintain control of erosion 
according to plans and NPDES permit. Additional devices shall be no 
additional cost. 
 

B Excavation:  Unit prices will be established for required cubic yard volumes of 
Regular Excavation, Subsoil Excavation, and Borrow Excavation, as 
necessary. When subsoil excavation is required to a depth greater than plans 
and specifications require, and additional excavation is not due to unsuitable, 
a change order will be required to establish a new quantity utilizing the current 
unit price. 

 
C. Embankment: Payment shall be made at the unit contract price for 

Embankment, cubic yard or square yard, in place, according to plans. 
 

D. Calcium Chloride for Dust Control:  Price and payment will be full 
compensation for all work and materials specified for this item, including 
specifically all required shaping and maintenance of the treated area and all 
water furnished and applied to the area. 
 

E. Dewatering:  The contractor shall include the cost of dewatering in the unit 
price bid for the stormwater pipe if there is not a specific line item used in the 
contract. 

 
END OF SECTION 02300 
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SECTION 02320 - UNDERDRAIN AND EXFILTRATION TRENCH 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 
 

A. Drawing and General Provisions of Contract, including General and 
Supplementary Conditions and other Specification Sections, apply to work of 
this Section. 
 

B. Florida Department of Transportation, Standard Specifications for Road and 
Bridge Construction, Latest Edition, Section 440 

 
C. Florida Department of Transportation Standard Plans, Latest Edition, Index 

440-001 and 440-002. 
 
1.2 DESCRIPTION OF WORK 
 

This section shall cover the work of furnishing pipe for underdrain and exfiltration 
trenches, the type and size shown on the plans or in the proposal in accordance with 
the requirements of these specifications, and installing such pipe at the locations 
shown on the plans or designed by the County in substantial conformity with the 
established lines, trench widths, filter media, and grades. The work shall include 
furnishing and construction of such joints and connections to other pipes as may be 
required to complete the work, as shown on the plans or directed, together with the 
specified trench, filter media, and filter fabric materials. Filter media may be sand, 
gravel, gravel pack, and/or a combination thereof. 

 
PART 2 - PRODUCTS 
 

A. Underdrain Pipe: Underdrain pipe shall conform to the requirements of FDOT 
Standard Specification 948. The perforations shall meet the requirements for 
perforations as specified in AASHTO M294. Pipe shall be perforated 
polyethylene ADS N-12 or approved equal. 
 

B. Filter Aggregate shall be clean, washed gravel free of organic material and 
fines with minimum 33% percent voids. Aggregate shall be at least FDOT stone 
or equivalent. 
 

C. Filter Fabric shall be Terratex EP (Woven) or approved equal meeting the 
requirements of FDOT Specification Section 985. 
 

D. Filter sand shall be clean sand, free of organic materials and fines, with an 
effective grains size of 0.20 to 0.55 mm, uniformity coefficient of 1.5 to 4.0, a K 
value (recommended design permeability) not to exceed 2.5 ft/hr, and the 
contractor shall provide a grain-size analysis to the County for the project. 
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PART 3 - EXECUTION 
 
3.1 STANDARD INSTALLATION: 
 

A. Trenches shall be excavated to the dimensions shown on the plans or as 
directed.  A bedding layer of filter aggregate or filter sand of the size shown on 
the plans shall be placed in the bottom of the filter fabric lined trench for its full 
width and length and compacted as directed. 
 

B. Sub-drainage pipe of the type and size specified shall be embedded firmly in 
the bedding material. All pipe sections shall be securely joined with the 
appropriate coupling fittings or bands as per manufacturer’s specifications. 
 

C. After the pipe installation has been inspected and approved, the specified filter 
aggregate, gravel pack, and/or filter sand shall be placed as shown on the 
drawings and filter fabric wrapped around the filter media with a minimum 
overlap (as required) on top. Install wire mesh at opening/outfall. Care shall be 
taken not to displace the pipe. 
 

D. The Contractor shall take every precaution to prevent the entrance of soil and 
sediments into the filter bed during construction, which would sacrifice the 
integrity of the filter fabric and aggregate installed. Stormwater runoff and 
sedimentation controls to be provided to protect the underdrain or exfiltration 
trench system. 
 

E. Installation of the corrugated polyethylene pipe shall be in accordance with the 
ASTM D-2321 Latest Revision. 
 

F. Gravel packs shall be installed around the filter-drain underdrain pipe an 
average thickness of at least six inches from the underdrain pipe for all 
underdrain systems located within pond bottoms and pond banks. The 
minimum separation between the gravel pack and the top of the filter bed shall 
be two feet. A permeable filter fabric shall be wrapped around the gravel pack. 
 

G. Cleanouts or inspection boxes shall be installed, at minimum, every 400 feet 
or as specified by plan, at every directional change or bend, and at the 
beginning (upstream) and at the terminus (downstream) of the underdrain 
pipes or exfiltration trench systems. 
 

H. Cleanouts shall have vertical portions non-perforated, include water-tight caps, 
and shall incorporate fittings (wye fittings or elbow bends) that have an angle 
no less than 45 degrees. 

 
PART 4 – MEASUREMENT/PAYMENT 
 
4.1 METHOD OF MEASUREMENT 
 

The quantities to be paid for will be the length, in feet, of underdrain, which include 
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trench filter fabric, measured in place, along the centerline and gradient of the 
underdrain, completed and accepted. The quantities to be paid for will be the length, 
in feet, of outlet pipe measured in place, along the centerline and gradient of the outlet 
pipe, completed and accepted. The quantity of underdrain inspection boxes and 
cleanouts to be paid for will be the number completed and accepted. When payment 
for gravel or sand filter media is on a volumetric basis, the quantity to be paid for will 
be the volume, in cubic yards, calculated based upon the length, width, and depth of 
the underdrain or exfiltration trench dimensions, minus the pipe volume, as shown on 
the plans, unless the filter media is specified as a bid item included in the costs of the 
underdrain or exfiltration system. 

 
4.2 BASIS OF PAYMENT 
 

Prices and payment for this item shall include all labor, equipment and materials 
necessary to complete the work in accordance with the plans and specifications. 
Materials covered under this pay item include but are not limited to: pipe including 
fittings, filter fabric, filter media, filter sand, filter aggregate, cleanout structures and 
inspections boxes. Payment shall be made for the underdrain or exfiltration pipe 
based upon the length of pipe. Unit prices will be established for the number of 
cleanouts structures and inspection boxes, unless otherwise specified as a bid item 
included in the under underdrain or exfiltration trench system. Unit prices will also be 
established for required cubic yard volume of gravel or sand filter media based upon 
the length, width, and depth of the underdrain or exfiltration trench, minus the pipe 
volume, as shown on the plans, unless otherwise specified as a lump sum bid item 
included in the costs of the underdrain or exfiltration trench system. No additional 
payment will be made for filter media overages larger than the specified plan volume. 
No additional payment will be made for excavation of the trench or lining the trench 
with filter fabric. No additional payment will be made for underdrain pipe with a sock 
filter fabric. 

 
END OF SECTION 02320 
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SECTION 02340 - RIPRAP  

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 
 

A. Drawings and general provisions of Contract, including General and 
Supplementary Conditions and other Specification Sections, apply to work of 
this Section. 

 
B. Florida Department of Transportation, Standard Specifications for Road and 

Bridge Construction, Latest Edition, Sections 514 and 530  
 
1.2 DESCRIPTION OF WORK 
 

This section shall cover the work of furnishing and constructing the Riprap which shall 
consist of a protective course of stone or other approved materials on embankment 
slopes, in channels, or other work as shown on the plans or directed, with or without 
a Filter Blanket, all in accordance with these Specifications and in conformity with the 
lines and grades noted in the plan details. 

 
PART 2 - PRODUCTS 
 
2.1 MATERIALS 
 

Rubble\Stone Riprap shall comply with FDOT Standard Specification 530-2.2 
 

A. Banks and shore protection shall comply with FDOT Standard Specification 
530-2.1.3.1. 
 

B. Ditch lining shall comply with FDOT Standard Specification 530-2.1.3.2. 
 

C. Broken stone and broken concrete shall comply with FDOT Standard 
Specification 530-2.1.3.3. 
 

D. Geotextile fabric shall comply with FDOT Standard Specification 514. 
 

E. Bedding stone shall comply with FDOT Standard Specification 530-2.1.4. 
 

F. Sand/Cement Riprap: Materials and placement shall comply with Florida 
Department of Transportation Standard Specification 530-3.2. 

 

PART 3 - EXECUTION 
 
3.1 EXECUTION 
 

A. Construction Requirements: 
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General: All slopes to be treated with riprap shall be trimmed to the lines and 
grades indicated by the plans or directed, such that the plan grades are the top 
of the placed riprap, unless otherwise noted.  Loose material shall be 
compacted by methods approved by the Engineer or removed. 

 
Slopes which require a filter blanket under the riprap shall, in addition to the 
above, be prepared as noted below. 

 
1. Placement of any riprap on a filter blanket shall be by such means that 

will not damage or destroy the blanket.  Any damage to the blanket shall 
be repaired without additional compensation. 
 

2. Unless directed otherwise by the Engineer or shown by plan details, all 
outer edges and the top of riprap where the riprap terminates shall be 
formed so that the surface of the riprap will be embedded and even with 
the surface of the ground and/or slope. 
 

3. All riprap construction shall begin at the bottom of the slope and 
progress upward. 
 

4. Filter Blanket: Unless otherwise specified by the plans or ordered in 
writing, a fabric blanket will not be allowed for soils with 85% by weight 
passing the No. 200 sieve (U.S. Std.) 
 

5. The bedding stone shall be constructed in accordance with FDOT 
Standard Specification 530-3.4. 
 

6. Foundation Preparation:  Areas on which filter fabrics are to be placed 
shall be uniformly trimmed and dressed to conform to cross- sections 
shown by the plans. 

 
B. Plastic Filter Fabric (Geotextile): 

 
Plastic filter fabric shall be placed in the manner and at the locations shown in 
the plans or as directed by the Engineer. At the time of installation, fabric shall 
be rejected if it has defects, rips, holes, flaws, deterioration or damage incurred 
during manufacturer, transportation or storage. The fabric shall be placed with 
the long dimension parallel to the centerline of the channel or shoreline unless 
otherwise directed by the Engineer, and shall be laid smooth and free of 
tension, stress, folds, wrinkles or creases. The strips shall be placed to provide 
a minimum width of 24 inches of overlap for each joint with the upstream strip 
of fabric overlapping the downstream strip. Overlap joints and seams shall be 
measured as a single layer of cloth.  Securing pins with washers shall be 
inserted through both strips of overlapped cloth as recommended by the 
manufacturer, but no greater than the following intervals along a line through 
the midpoint of the overlap. 
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Pin Spacing Slope 
 

2 ft. Steeper than 3:1 
3 ft. 3:1 to 4:1 
5 ft. Flatter than 4:1 

 
The fabric shall be turned down and buried two feet at all exterior limits except 
where a stone-filled key is provided below natural ground. 
 
Additional pins regardless of location shall be installed as necessary to prevent 
any slippage of the filter fabric. Overlaps in the fabric shall be placed so that 
any upstream strip of fabric will overlap the downstream strip. Should the 
Engineer direct that the fabric be placed with the long dimension perpendicular 
to the centerline of the channel or shoreline, the lower strip of fabric shall 
underlap the next higher strip.  Each securing pin shall be pushed through the 
fabric until the washer bears against the fabric and secures it firmly to the 
foundation. During construction, the fabric shall be protected from 
contamination by surface runoff and any fabric so contaminated shall be 
removed and replaced with uncontaminated fabric. Any damage to the fabric 
during its installation or during placement of riprap shall be replaced by the 
Contractor. The work shall be scheduled so that the manufacturer’s 
recommendation for UV exposure is not exceeded or 5 days does not expire 
between placement of the fabric and the covering of the fabric with riprap, 
whichever is less. 

 
3.2 STONE AND CONCRETE RUBBLE RIPRAP 
 

General: Unless otherwise shown by plan details or directed, stone or concrete shall 
not be placed on slopes steeper than the natural angle of repose of the riprap material. 
 
Placement of stone or concrete may, unless otherwise noted hereinafter, be placed 
by methods and equipment suitable for the purpose of placing the riprap in 
accordance with the requirements for the class riprap involved without damaging any 
existing facility or construction material. 
 
The stone or concrete shall be placed in such a manner as to produce a reasonably 
well graded mass of rock with the minimum practical percentage of voids. Stone or 
concrete shall be laid with close broken joints and resting on the embankment slope.  
The top of the riprap shall be constructed to the lines, grades and thickness shown by 
the plans or as directed. Riprap shall be placed to its full course thickness in one 
operation and in such a manner as to avoid displacing or damaging the filter blanket 
material. The larger stone or concrete shall be well distributed and the entire mass of 
stone or concrete, in their final position, shall conform to a reasonable uniform 
gradation. The finished riprap shall be free from objectionable pockets of small stone 
or concrete and clusters of larger stone or concrete. Open joints shall be filled with 
spalls, or small stone or concrete in such manner that all stone or concrete are tightly 
wedged or keyed. Placing riprap by dumping into chutes or by other methods likely to 
cause segregation of sizes will not be permitted. The desired distribution of the 
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various sizes of stone or concrete throughout the mass shall be obtained by selective 
loading of the material at the source, by controlled dumping of successive loads during 
final placing, or by other methods of placement which will produce the specified 
results. The individual pieces of stone or concrete in each horizontal course shall be 
laid so that they will not break away from embankment. Rearranging of individual stone 
or concrete by mechanical equipment, or by hand, will be required to the extent 
necessary to obtain a reasonably well graded distribution of stone or concrete as 
specified above. 

 
3.3 SAND/CEMENT RIPRAP 
 

A. Placing: Immediately following mixing, the mixture shall be placed in the bags, 
tied (so that when laid in position, they will flatten out and give a thickness of 
not less than six inches) and placed flat on the area designed. Use only one 
type of bag per structure. Bags shall be layered and wedged against each 
other to form closed joints, with tied ends of sacks all laid in the same direction. 
Sacks ripped or torn in placing shall be removed and replaced with sound, 
unbroken sacks. When required to be placed under water, special care shall 
be taken to see that bags are closely jointed to give the same tight joints as 
required on dry slopes. After the riprap is placed, it shall be sprinkled with water 
as directed and kept damp for not less than three days. No sand/cement riprap 
shall be mixed in freezing weather. 

 
B. Grouting: Immediately after watering, all openings between sacks shall be filled 

with dry grout composed of one-part Portland cement and five parts sand. 
 

C. Pinned/Staked Bags: Bags shall be pinned/staked when called for on drawings. 
 
3.4 CLEAN UP 
 

Before final inspection and acceptance, the Contractor shall remove all excess 
material from site and restore all disturbed areas to as good a condition as existed 
before work started. 

 
3.5 MAINTENANCE 
 

The Contractor shall maintain all riprap until the contract work is accepted, and shall 
replace, without additional compensation, any damaged or missing riprap. 

 
PART 4 – MEASUREMENT/PAYMENT 
 
4.1 METHOD OF MEASUREMENT 
 

A. Sand-Cement: The quantity to be paid for will be the volume, in cubic yards, 
of sand used in the sand cement mixture and grout, satisfactorily placed and 
accepted. If sand is proportioned by volume, the sand will be measured loose 
in an approved measure prior to mixing with cement. If sand cement is 
proportioned by weight, approved scales will be used for this purpose and the 
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volume will be calculated using a standard conversion factor for sand of 85lbs. 
/cubic feet. No adjustment of batch weights to allow for varying moisture 
content of the sand will be made. 
 

B. Stone/Concrete Rubble and Bedding Stone: The quantities to be paid for will 
be, as per plans/bid schedule, and either by the weight in tons in surface dry 
natural state; by railroad scales, truck scales, or barge displacement, or by 
square yards (according to plan thickness.) The Contractor shall determine the 
weights as follows: 

 
1. Railroad Weights: The Contractor shall weight railroad cars on railroad 

scales, before and after loading or before and after unloading. If weighed 
by other than the Engineer, a certified statement of weights will be 
required. Certificates of weight, furnished by the railroad company, will 
be accepted without further certification. 
 

2. Truck Weights: The Contractor shall weigh trucks on certified scales, 
loaded and empty, as prescribed above for railroad weights. The 
Contractor shall weigh trucks in presence of the Engineer or furnish 
certificates of weights. 
 

3. Barge Displacement: The Engineer will measure each barge. The 
Contractor shall fit each barge with gauges graduated in tenths of a foot 
increment. The Contractor shall locate a gauge at each corner of the 
barge near the lower end of the rake. The Contractor shall furnish 
additional gauges amidships if the Engineer deems necessary. The 
Engineer will review and check all computed weights. Weight certificates 
may be submitted. 
 

4. In Place Measurement: The Contractor shall measure surface area (in 
square yards) of area riprap has been placed. 

 
4.2 BASIS OF PAYMENT 
 

A. Sand-Cement: Price and payment will be full compensation for all work 
specified in this Section, including all materials, labor, hauling, excavation, and 
backfill. The Contractor shall include the cost of dressing and shaping the 
existing fills (or subgrade) for placing riprap in the Contract unit price for Riprap 
(Sand-Cement.) 
 

B. Stone/Rubble: Price and payment will be full compensation for all work 
specified in this Section, including all materials, hauling, excavation, and 
backfill. The Contractor shall include the cost of dressing and shaping the 
existing fill (or subgrade) for placing riprap in the Contract unit price for Riprap 
(Stone/Rubble). As an exception to the above, concrete that is shown to be 
removed from the project site and subsequently disposed of by being crushed 
and used in the embankment as riprap will not be paid for under this section. 
Include the cost of such work order under Removal of Existing Structures. 
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C. Bedding Stone: Price and payment will be full compensation for all work 

specified in this Section, including all materials and hauling. The Contractor 
shall include the cost of dressing and shaping the existing fills (or subgrade) 
for placing bedding stone in the Contract unit price for Riprap (Stone/Rubble). 

 
END OF SECTION 02340 
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SECTION 02400 - GRADED AGGREGATE BASE  

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 
 

A. Drawings and general provisions of contract, including General and 
Supplementary Conditions and other Specification Sections, apply to the work 
of this section. 
 

B. Florida Department of Transportation, Standard Specifications for Road and 
Bridge Construction, Section 204, Latest Edition. 

 
1.2 DESCRIPTION OF WORK 
 

This item shall consist of a base course of graded aggregate constructed on a 
subgrade prepared in accordance with the specifications and in conformity with the 
line, grades and typical cross-section as shown on the drawings. 

 
PART 2 - PRODUCTS 
 
2.1 MATERIALS 
 

Use graded aggregate material which yields a satisfactory mixture meeting all the 
requirements of these Specifications after it has been crushed and processed as a 
part of the mining operations. 
 
The Contractor may furnish the material in two sizes of such gradation that, when 
combined in a central mix plant pugmill, the resultant mixture meets the required 
specifications. 
 
Use graded aggregate base material of uniform quality throughout, substantially free 
from organic matter, shale, lumps and clay balls, and having a Limerock Bearing 
Ratio value of not less than 98. Use material retained on the No.10 sieve composed 
of aggregate meeting the following requirements: 

 
Soundness Loss, Sodium, Sulfate: AASHTO T 104..........15%  
Percent Wear: AASHTO T 96 (Grading A) 
Group 1 Aggregates.................................... 45% 
Group 2 Aggregates.................................... 65% 
Group 1: This group of aggregates is composed of limestone, marble, or dolomite. 
Group 2: This group of aggregates is composed of granite, gneiss, or quartzite.  
Use graded aggregate base material meeting the following gradation: 

 
Sieve Size Percent by Weight Passing 
2 inch 100 
1 1/2 inch 95 to 100 
3/4 inch 65 to 90 
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3/8 inch 45 to 75 
No. 4 35 to 60 
No. 10 25 to 45 
No. 50 5 to 25 
No. 200 0 to 10 

 
For Group 1 aggregates, ensure that the fraction passing the No. 40 sieve has a 
Plasticity Index ( AASHTO T 90) of not more than 4.0 and a Liquid Limit (AASHTO T 
89) of not more than 25, and contains not more than 67% of the weight passing the 
No. 200 sieve. 
 
For Group 2 aggregates, ensure that the material passing the No. 10 sieve has a 
sand equivalent (AASHTO T 176) value of not less than 28. 
 
The Contractor may use graded aggregate of either Group 1 or Group 2, but only use 
one group on any Contract. (Graded aggregate may be referred to hereinafter as 
“aggregate”.) 

 
2.2 EQUIPMENT 
 

The aggregate shall be spread by mechanical rock spreaders, equipped with a device 
which strikes off the aggregate uniformly to laying thickness, and capable of 
producing an even distribution of the aggregate. For crossovers, intersections and 
ramp areas; for roadway widths of 20 feet or less; for the main roadway area when 
forms are used and for any other areas where the use of a mechanical spreader is 
not practicable; spreading may be done by bulldozers or blade graders. All equipment 
for proper construction of this project shall be in first-class working condition. 

 
PART 3 - EXECUTION 
 
3.1 TRANSPORTING GRADED AGGREGATE 
 

The graded aggregate shall be transported to the point where it is to be used, over 
aggregate previously placed if practical, and dumped on the end of the preceding 
spread. Hauling over the subgrade and dumping on the subgrade will be permitted 
when, in the County’s opinion, these operations will not be detrimental to the 
subgrade. 

 
3.2 SPREADING GRADED AGGREGATE 
 

A. Method of Spreading: The graded aggregate shall be spread uniformly. All 
segregated areas of fine or coarse aggregate shall be removed and replaced 
with properly graded aggregate. 

 
B. Number of Courses: When the specified compacted thickness of the base is 

greater than six inches, the base shall be constructed in two courses. The 
thickness of the first course shall be approximately one-half the total thickness 
of the finished base, or enough additional material added to bear the weight of 
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the construction equipment without disturbing the subgrade. When compacted 
thickness is six inches or less, graded aggregate shall be placed in one lift. 

 
3.3 COMPACTING AND FINISHING BASE 
 

A. Single-Course Base: For single-course base, after the spreading is completed, 
the entire surface shall be scarified and then shaped to produce the required 
grade and cross-section, free of scabs and laminations, after compaction. 

 
B. Multiple-Course Base: For multiple-course base, the first course shall be 

cleaned of foreign material and bladed and brought to a surface cross- section 
approximately parallel to that of the finished base.  Prior to the spreading of 
any material for the upper course, the density tests for the lower course shall 
be made, and the County shall have proof that the required compaction has 
been obtained. After the spreading of the material for the second course is 
completed, its surface shall be finished and shaped to produce the required 
grade and cross-section after compaction, and free of scabs and laminations. 

 
C. Moisture Content: When the material does not have the proper moisture 

content to ensure the required density, wetting or drying will be required. When 
water is added, it shall be uniformly mixed-in by disking to the full depth of the 
course which is being compacted. Water shall be added before beginning 
compaction operations. Wetting or drying operations shall involve 
manipulation, as a unit, of the entire width and depth of the course which is 
being compacted.  This shall be performed utilizing the speedy moisture meter. 

 
3.4 DENSITY REQUIREMENTS 
 

As soon as proper conditions of moisture are attained, the material shall be 
compacted to a density of not less than 98% of the modified proctor maximum density 
as determined by AASHTO T-180 (Modified Proctor.) 

 
3.5.1 TESTING SURFACE, PROTECTION, AND MAINTENANCE 
 

A. Density Tests:  A minimum of at least one field density test on each course of 
compacted base shall be performed for every 500 square yards, or every 300 
linear feet of road pavement, or as directed by the Engineer. Additional tests 
may be made if deemed necessary by the Engineer and/or County/CEI. 
 

B. During final compacting operations, if blading of any areas is necessary to 
obtain the true grade and cross-section, the compacting operations for such 
areas shall be completed prior to making the density tests on the finished base. 
 

C. Correction of Defects: Contamination of Base Material: If, at any time, the 
subgrade material should become mixed with the base course materials, the 
Contractor shall, without additional compensation, dig out and remove the 
mixture, reshape and compact the subgrade and replace the materials 
removed with clean base material, which shall be shaped and compacted as 
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specified above. 
 

D. Cracks and Checks: If cracks or checks appear in the base, either before or 
after priming, which in the opinion of the County, would impair the structural 
efficiency of the base, the Contractor shall remove the cracks or checks by re-
scarifying, reshaping, adding base material where necessary, and re-
compacting, without additional compensation. 

 
E. Compaction of Widening Strips: Where base construction consists of widening 

strips and the trench width is not sufficient to permit use of standard base 
compaction equipment, compaction shall be accomplished by use of vibratory 
compactors, trench rollers, mechanical plate tampers, or other special 
equipment which will achieve the density requirements specified herein. 
When multiple-course base construction is required by the plans or 
specifications, the required compaction shall be achieved in each course prior 
to spreading material for the overlaying course. 
 

F. Inspections: The County/CEI shall perform an inspection of all base materials 
upon placement and prior to paving operations. In the event base failures are 
documented, the Contractor shall, without additional compensation, correct 
failed areas prior to commencing asphalt operations.  

 
G. Testing Surface: The finished surface of the base course shall be checked 

from the required crown and ensure longitudinally a smooth, consistent 
surface for the placement of the asphalt course(s). All irregularities, greater 
than 1/4 inch per 15’ straight edge test, shall be corrected, after which the 
entire area shall be re-compacted and tested as specified herein before.  In 
the testing of the surface, the measurements will not be taken in small holes 
caused by individual pieces of rock having been pulled out by the grader. 

 
H. Priming and Maintaining: 

 
Priming: The prime coat shall be applied only when the base meets the 
specified density requirements and the moisture content in the top half of the 
base does not exceed 90% of the optimum moisture of the base material.  At 
the time of priming, the base shall be firm, unyielding and in such condition 
that no undue distortion will occur. See FDOT Specification Section 300. 
 
Maintaining: The Contractor will be responsible for assuring that the true 
crown and template are maintained, with no rutting or other distortions, and 
that the base meets all the requirements, at the time the surface course is 
applied. 

 
I. Thickness Requirements: 

 
Measurements: Thickness of the base shall be measured at intervals in such 
a manner that each test represents 500 square yards, or every 300 linear feet 
of road pavement, or as otherwise directed by the County. Measurements s 
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hall be taken at various points on the cross-section, through holes not less 
than three inches in diameter. 

 
Areas Requiring Correction: Where the compacted base is deficient by more 
than ½ inch from the thickness called for in the plans, the Contractor shall 
correct such areas. The affected areas shall then be brought to the required 
state of compaction and to the required thickness and cross-section. 

 
PART 4 - MEASUREMENT/PAYMENT 

 
4.1 METHOD OF MEASUREMENT: 

 
The quantity to be paid for will be the area, in square yards, completed and 
accepted. 

 
4.2 BASIS OF PAYMENT: 

 
Price and payment will be full compensation for all work specified in this section, 
including dust abatement, correcting all defective surfaces and deficient thickness, 
removing cracks and checks, the additional aggregate required for such crack 
elimination, and the prime coat. 

 
END OF SECTION 02400 
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SECTION 02410 – RECYCLED CONCRETE AGGREGATE BASE (CRUSHED 
CONCRETE) 

 
PART 1 – GENERAL 
 
1.1 RELATED DOCUMENTS 
 

A. Drawings and general provisions of contract, including General and 
Supplementary Conditions and other Specification Sections, apply to the work 
of this section. 
 

B. Florida Department of Transportation, Standard Specifications for Road and 
Bridge Construction, Latest Edition, Section 204  

 
1.2 The County recognizes the beneficial reuse of construction materials where said 

materials can be used in a manner that provides a construction product meeting 
specification adopted by state and/ or federal agencies.  As such, the County shall 
allow, as noted below, the use of Recycled Concrete Aggregate (RCA) for the purpose 
of constructing an aggregate base course for the placement of an asphaltic concrete 
surface course in accordance with this section. 
 

1.3 This section shall conform to Section 02400 G.A.B. except as noted. 
 

1.4 SPECIFIC CONSENT REQUIRED 
 

Recycled Concrete Aggregate may only be used on projects with specific written 
consent of the County Engineer, or designee, subject to the conditions outlined 
herein.  No such permission shall be given until the requirements of Items 2.1 through 
3.1.A-D have been affirmatively addressed by the Engineer of Record for the project.  
Additionally, construction may not proceed until the requirements of Item 3.2.B have 
been addressed.  Should construction commence more than six months after the date 
of the geotechnical report and/or roadway locations and/or elevations change, a 
geotechnical addendum shall be submitted confirming groundwater elevations.  
Should County staff observe differing construction or material conditions after 
approval; additional testing or re-evaluation of existing conditions for use may be 
required. RCA installations not in compliance with these specifications shall be 
subject to removal and replacement. 

 
PART 2 - PRODUCTS 
 
2.1 MATERIALS 
 

The material requirements of Recycled Concrete Aggregate shall be in accordance 
with the FDOT Specification Section 204. 

 
A. Recycled Concrete Aggregate used shall not be required to comply with FDEP 

source approval requirements specified in FAC 62-701.730 or be qualified as 
a clean debris source under FDEP rules. No material shall be used that has 
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been obtained from potentially contaminated sources that may contain 
asbestos or other hazardous materials. 

 
PART 3 - EXECUTION 
 
3.1 SPECIFIC USE & LOCATION REQUIREMENTS 
 

A. The use of Recycled Concrete Aggregate shall be in accordance with the 
FDOT Specification Section 204. It should be noted RCA may not be used on 
FHWA funded projects. 

 
B. Unless the Engineer of Record can demonstrate that the grading plan provides 

a minimum vertical separation of 18 inches between the bottom of the base 
and the seasonal high water table provided in the geotechnical report, 
permanent groundwater control measures shall be incorporated in the roadway 
design (i.e. underdrains with positive outfalls, etc.). If the subsurface conditions 
encountered in the geotechnical study indicate the presence of, or the potential 
for, perched groundwater, the geotechnical engineer shall address the 
appropriate measures to remedy perched groundwater in the geotechnical 
report or addendum. 

 
C. The Engineer of Record shall as part of the original construction plans 

approved by the County or by addendum approved by the County provide 
construction details and specifications for the road section(s) to be us ed with 
RCA. The section shall include material types, thickness requirements, and 
compaction requirements for all materials required for the flexible pavement 
section. The plan and profiles shall detail groundwater levels (apparent or 
perched) and the use of under drains with positive outfalls, where 
applicable/appropriate. Where under drains are required, they shall be detailed 
in cross section relative to the road section.  The Engineer of Record shall also 
provide calculations which detail the calculated capacity of all components of 
the underdrain section, transmission pipes and receiving system. 

 
D. If, during the time period of construction, water is observed bleeding thru the 

pavement, new or additional permanent groundwater control measures to a 
positive, approved, out fall shall be installed. Such measures shall be 
submitted to the County for review and approval per Item C above. 

 
3.2 TESTING, INSPECTION, & CERTIFICATION REQUIREMENTS 
 

A. The installation of Recycled Concrete Aggregate shall be in accordance with 
the FDOT Specification Section 204. 
 

B. Upon delivery of RCA to the project site, the contractor, not the supplier, shall 
provide to the County a report from an independent FDOT certified testing 
laboratory certifying that the material meets the gradation and Limerock 
Bearing Ratio requirements of FDOT Specification Section 204. 
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C. The County/CEI shall perform an inspection of all base materials upon 
placement and prior to paving operations. In the event base failures are 
documented, the Contractor shall, without additional compensation, correct 
failed areas prior to commencing asphalt operations.  

 
D. During construction, quality control samples of RCA delivered to the project 

site shall be selected under the supervision of the County, or its 
representative, for gradation testing.  Sampling shall be at a minimum 
frequency of one sample for every 3, 600 square yards of in- place base 
material. 

 
E. All testing shall be in accordance with FDOT Specification Section 204 and/or 

the County requirements, whichever is more stringent. 
 

PART 4 - MEASUREMENT/PAYMENT 
 

4.1 METHOD OF MEASUREMENT: 
 

The quantity to be paid for will be the area, in square yards, completed and accepted. 
 

4.2 BASIS OF PAYMENT: 
 

Price and payment will be full compensation for all work specified in this section, 
including dust abatement, correcting all defective surfaces and deficient thickness, 
removing cracks and checks, the additional aggregate required for such crack 
elimination, and the prime coat. 

 
END OF SECTION 02410 
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SECTION 02440 – SUPERPAVE ASPHALT BASE 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 
 

A. Drawings and General Provisions of Contract, including General and 
Supplementary Conditions and other Specifications sections, apply to 
work of this section. 

 
1.2 SUBMITTALS 
 

Submit certification of compliance with applicable specifications in accordance with 
Section 01300, "Submittals". 

 
1.3 ENVIRONMENTAL CONDITIONS 
 

Construct bituminous courses when underlying course is dry, and when 
atmospheric temperature is 40°F and rising for courses 1½” or greater, and 45°F 
and rising for courses less than 1½”. 

 
1.4 CONSTRUCTION EQUIPMENT 
 

A. Spreading Equipment: Self-propelled electronically controlled type unless 
other equipment is authorized. Spreading equipment shall be capable of 
spreading hot bituminous mixtures without tearing, shoving, or gouging and 
to produce a finished surface of specified grade and smoothness. The use 
of a spreader that leaves indented areas or other objectionable irregularities 
in the fresh laid mix during operations will not be permitted. 

B. Rolling Equipment: Self-propelled pneumatic-tired rollers supplemented by 
three-wheel and tandem type steel wheel rollers. The number, type and 
weight of rollers shall be sufficient enough to compact the mixture to the 
required density without detrimentally affecting the compacted material. All 
rollers shall be suitable for rolling hot-mix bituminous pavements and capable 
of reversing without backlash. Pneumatic-tired rollers shall be capable of 
being operated both forward and backward without turning on the mat, and 
without loosening the surface being rolled.  Equip rollers with suitable devices 
and apparatus to keep the rolling surfaces wet and prevent adherence of 
bituminous mixture. 

At the Contractor's option, vibratory rollers especially designed for 
bituminous concrete compaction may be used, provided rollers do not impair 
stability of pavement structure and any underlying layers. Repair 
depressions in pavement surfaces resulting from use of vibratory rollers at 
no cost to the Owner. Rollers shall be self-propelled, single or dual vibrating 
drums, and steel drive wheels, as applicable; equipped with variable 
amplitude and separate controls for energy and propulsion. 
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C. Hand Tampers:  Hand tampers shall weigh not less than 25 pounds and have 
a tamping face of not more than 50 square inches. 
 

D. Mechanical Hand Tampers: Commercial type, operated by pneumatic 
pressure or by internal combustion. 

 
PART 2 - PRODUCTS 
 
2.1 MATERIALS 
 

All materials shall conform to the requirements of these Specifications for the 
pavement sections as shown on the drawings. 

 
PART 3 - EXECUTION 

 
3.1 TRANSPORTATION OF BITUMINOUS MIXTURES 
 

Deliver mixture to the area to be paved in such a manner that the temperature, at the 
time of dumping into the spreader, shall be not less than 285°F or greater than 345°F 
or that temperature required to obtain the specified compaction. Reject any load that 
has become wet prior to placing or falls outside of the above temperature ranges. 

 
3.2 PLACING 
 

The County/CEI shall perform an inspection of the subbase material prior to paving 
operations. In the event subbase failures are documented, the Contractor shall, 
without additional compensation, correct failed areas prior to commencing asphalt 
base operations.  
 
Provide line and grade stakes as necessary for control.  Place grade stakes in lanes 
parallel to centerline of area to be paved, and suitably space for string lines.  Place 
and compact bituminous courses in such thicknesses as to achieve density and 
smoothness requirements. Maximum lift of bituminous base course shall not exceed 
3 inches.  Prior to laying the base course, clean underlying course of foreign and 
objectionable matter with power blowers, power brooms, or hand brooms in places 
inaccessible to power equipment, and inspect for compaction and smoothness 
requirements. The range of temperatures of the mixtures at the time of spreading 
shall be between 285°F and 345°F. Reject bituminous mixture having a temperature 
outside these limits when dumped into the hopper of the spreader. Adjust mechanical 
spreader and regulate speed so that the surface of the course is smooth, and when 
compacted conforms to depth, cross sections, grades and contours indicated. When 
irregularities of surface or deficiency in depth is more than specified tolerances, 
remove defective work and replace with new material.  Whenever possible, place the 
mixture in strips not less than 10 feet wide. Overlap rolling to previously placed strip 
and extend to overlap first strip.  Place mixture as continuously as possible. Shovelers 
and rakers shall follow spreading equipment, adding hot mixture and raking as 
required to produce a course that, when completed, shall conform to requirements 
specified. In areas where the use of machine spreading is impractical, mixture may 
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be spread by hand. Distribute mixture into place from dump boards by means of hot 
shovels and spread with hot rakes in a uniformly loose layer of such thickness that, 
when completed, it conforms to required grade and thickness. Do not dump loads any 
faster than they can be hand placed by shovels and rakes. Paint contact surfaces of 
previously constructed curbs, manholes, and similar structures with a thin coat of 
emulsion or other approved bituminous material prior to placing the bituminous 
mixture. 

 
3.3 COMPACTION OF MIXTURE 
 

A. Affect compaction by rolling.  Begin rolling as soon after placing as the mixture 
will bear the roller without undue displacement.  Delays in rolling freshly spread 
mixture will not be tolerated.  Start rolling longitudinally at extreme sides of 
lanes and proceed toward center of pavement, overlapping on successive 
strips by at least one-half the width of rear wheel of roller. Alternate trips of 
roller shall be slightly different lengths. Affect initial longitudinal rolling using 
steel roller. Make tests for conformity with specified crown, grade and 
smoothness immediately after initial compression. Before continuing rolling, 
correct any variations by removing or adding materials, then roll course using 
pneumatic-tired rollers or tandem rollers, while mixture is hot and i n condition 
suitable for proper compaction.  Speed of rollers shall not exceed 3 miles per 
hour and be slow enough to avoid displacement of hot mixture. Correct any 
displacement of mixture at once by use of rakes and apply fresh mixture or 
remove mixture as required. Continue rolling until all roller marks are 
eliminated. During rolling, moisten rollers to prevent adhesion of mixture to 
rolling surfaces, but do not permit an excess of water. Provide enough rollers 
for each spreading machine in operation on the job and to handle plant output.  
In places not accessible to rollers, compact mixture with hot pneumatic or 
manual hand tampers. Skin patching of an area that has been rolled is not 
permitted. Remove any mixture that becomes mixed with foreign material or is 
defective, replace with fresh mixture, and compact to density of surrounding 
area.  Roller shall not pass over unprotected edge until asphalt has cooled to 
at least 120°F. Contractor shall provide workmen who can perform work 
incidental to correction of pavement irregularities.  After final rolling, permit no 
traffic of any kind on the pavement until the surface temperature has cooled to 
at least 120°F. Surface temperature shall be measured with surface 
thermometers or other satisfactory methods. 

 
B. Testing Base Course: 

 
1. Density: Within the entire limits of the width and depth of the base, 

obtain a minimum density in all areas of the roadway of 98% of modified 
Proctor maximum density as determined by AASHTO FM 1-T 180, 
Method D. Compact the base of any LOT of shoulder pavement to not 
less than 95% of the modified Proctor maximum density as determined 
by FM 1-T 180, Method D. Additional tests and cores may be required 
at the County’s discretion. 
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2. Thickness:  Measure thickness throughout the placement of all 
courses. In addition, perform periodic check on the yield during the 
placement of all courses. The maximum allowable deficiency at any 
point shall not be more than ¼ inch less than the indicated thickness 
for the course. The average thickness of the course shall not be less 
than the indicated thickness. Where the deficiency is more than the 
specified tolerances, the contractor shall correct each such 
representative area or areas by removing the pavement in question and 
replacing with new pavement. 

 
3. Smoothness:  Straightedge the compacted surface of the course, 

utilizing a 15’ rolling straightedge, as deemed necessary by the County. 
Apply a rolling straightedge parallel with the centerline of the road and 
a non-rolling straightedge at right angles to the centerline of the road 
after final rolling. Unevenness of the course shall not vary more than 
plus or minus 3/16 inch in 15 feet. Correct any portion of the pavement 
showing irregularities greater than that specified. 

 
4. Thicknesses and Density Requirements: The thickness and density 

shall be checked at intervals not to exceed one per 300 linear feet of 
roadway, but in any case, should not be less than three tests. Tests 
shall be staggered to ensure representative sampling. 

 
PART 4 – MEASUREMENT/PAYMENT 

4.1 METHOD OF MEASUREMENT  

ASPHALT BASE COURSE: 
The quantity to be paid for will be the area, in square yards, of asphalt base course 
after adjustment to the equivalent area of specified thickness. 

 
4.2 BASIS OF PAYMENT 
 

ASPHALT BASE COURSE: 
Prices and payments will be full compensation for all work specified in this Section. 

 
END OF SECTION 02440 
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SECTION 02460 - SAND-CLAY BASE 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 
 

A. Drawings and general provisions of the Contract, including General and 
Supplementary Conditions apply to this Section. 
 

B. Florida Department of Transportation, Standard Specifications for Road 
and Bridge Construction, Latest Edition, Section 300 
 

C. Florida Department of Transportation, Standard Specifications for Road and 
Bridge Construction (FDOT 2000 Specs), Sections 240 and 912 

 
1.2 DESCRIPTION OF WORK 
 

This item shall consist of a base course composed of sand-clay mixtures constructed 
on a subgrade prepared in accordance with the specifications and in conformity with 
the line and grades shown on the drawings. 

 
1.3 USE 
 

Sand-clay base may only be used on projects with specific written consent from the 
County Engineer, or designee, subject to the conditions outlined herein. 
 
Graded aggregate base shall be utilized in unsuitable soils, moisture sensitive areas, 
where groundwater fluctuates to within two feet of average grade, adjacent to 
wetlands/surface waters where the subgrade soils have a low permeability, and for 
roadways that will be dedicated to the County for maintenance. 

 
PART 2 - PRODUCTS 
 
2.1 MATERIALS 
 

A. All materials shall be secured from sources approved by the County and shall 
be furnished by the Contractor. 
 

B. Sand-Clay shall consist of natural or artificial mixtures of clay or soil binder and 
gravel, sand or other aggregates. The materials shall be free from organic 
matter and trash and shall not contain any aggregate particles that will not pass 
a one-inch (1") sieve. It shall be uniform and shall not contain lumps or 
aggregate insufficient quantity to prevent securing a smooth surface free from 
pits or pockets. 
 

C. The material passing the 10-mesh sieve shall meet the following requirements: 
 

1. Clay (material smaller than 0.005mm) 8-21% 
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2. Silt (material from 0.05 to 0.005mm) 0-10% 
3. Combined Clay and Silt 8-25% 

 
D. It shall have a plasticity index of not more than 6 and have a liquid limit of not 

more than 25. The material shall have the minimum limerock bearing ratio 
(LBR) of 75. 

 
PART 3 - EXECUTION 
 
3.1 PLACING AND MIXING MATERIALS 
 

A. Sand-Clay Base; minimum 6-inch compacted thickness. At least 98 percent of 
the modified proctor maximum dry density must be achieved throughout the 
full material thickness. The proposed sand-clay base material must be 
checked by a registered geotechnical engineer or by using hydrometer testing 
to determine clay content. 

 
B. The material may be dumped directly on the subgrade but shall be uniformly 

distributed. The loose thickness will be checked continuously by the Contractor 
to ensure that the finished base course will have the thickness and shape 
required by the typical section. 

 
C. The County/CEI shall perform an inspection of all base materials upon 

placement and prior to paving operations. In the event base failures are 
documented, the Contractor shall, without additional compensation, correct 
failed areas prior to commencing asphalt operations. 

 
3.2 COMPACTING AND FINISHING SAND-CLAY BASE 
 

A. General: After spreading is completed, the base shall be compacted with water 
being added as required, until the required density has been obtained. 
 

B. Density Requirements: As soon as the proper condition of moisture is attained, 
the material shall be compacted to a density not less than 98 percent of 
maximum density as determined by modified proctor test ASTM 1557. 
 

C. Finishing: Upon completion of the initial compaction, the entire surface shall 
be scarified and then shaped to exact crown and cross-section. The base shall 
be re-watered, if needed, before final compaction. Final compaction shall be 
done with any type compacting equipment, in conjunction with traffic rollers, 
which will obtain the required density. Compaction shall continue until the 
required density has been obtained and until free water disappears from the 
surface. 

 
D. Correction of Defects: If at any time, the sub-grade material should become 

mixed with the base course material, the Contractor shall, without additional 
compensation, dig out and remove the mixture, reshape and compact the sub-
grade and replace the materials removed with base material, which shall be 
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watered, if needed, and rolled until the required density is obtained. 
 

E. Priming:  Allow base to cure until moisture does not exceed 90 percent of 
optimum moisture content for the base course material. Priming shall meet the 
requirements of FDOT Specification Section 300. 

 
3.3 TESTING SURFACE, PROTECTION AND MAINTENANCE 
 

A. Testing Surfaces:  The finished surface of the base course shall be true to the 
grades shown on drawings. All irregularities greater than 3/ 8-inch shall be 
corrected by scarifying and removing or adding base material as may be 
required, after which the entire area shall be re-compacted to meet the 
specified density requirements. 
 

B. Thickness of Base: A three-eighths inch (3/8") under tolerance in the base will 
be allowed. All areas where the thickness of the completed base is less than 
the thickness required after such tolerance shall be corrected by scarifying, 
adding base material and re-compacting. 
 

C. Protection, Priming and Maintaining: The base shall always be kept well 
drained. Wherever ruts or low spots are found, the areas affected shall be 
brought to grade and, if necessary, shall be kept moist until the prime coat is 
applied, to prevent dusting and raveling. 
 

D. Thicknesses and Density Requirements: The thickness and density shall be 
checked at intervals not to exceed one per 300 linear feet of roadway. In no 
case shall less than three tests be performed. Tests shall be staggered to 
ensure representative sampling. 
 

E. Paved Areas:  Make at least one field density test of each compacted fill layer 
(subgrade, base, etc.) for every 300 linear feet of roadway or equivalent area, 
but in no case less than three tests. Tests shall be staggered to ensure 
representative sampling. 

 
PART 4 – MEASUREMENT/PAYMENT 
 
4.1 METHOD OF MEASUREMENT 
 

Sand-clay Base to be paid for will be the plan quantity, in square yards. 
 
4.2 BASIS OF PAYMENT 
 

Price and Payment will be full compensation for all work specified in this Section, 
including all materials; all clearing and grubbing of material pits; all stripping of 
overburden from the pits, if required; all hauling of material, application of prime and 
all incidentals necessary to complete the work. 

 
END OF SECTION 02460 
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SECTION 02500 – SUPERPAVE ASPHALT CONCRETE  

PART 1 - GENERAL 

1.1 GENERAL 
 

A. Construct a Type SP Asphalt pavement for local agencies using the type of 
mixture specified in the Contract, or when offered as alternates, as 
approved. 
 

B. For this Section only, all references to the Department shall mean the 
County. All references to the Engineer shall mean the Engineer of Record, 
designated Engineer of Escambia County and/or CEI. 
 

C. The County will accept the work based on one of the following methods as 
described in Part 5:  1) Certification, 2) Certification and process control 
testing by the Contractor, 3) acceptance testing by the County, or 
4) other method(s) as determined by the Contract. 

 
1.2 LAYER THICKNESSES 
 

A. Use only fine graded Type SP asphalt mixes. Fine graded mixes are defined 
as having a gradation that passes above the restricted zone when plotted on 
an FHWA 0.45 Power Gradation Chart. 
 

B. FINE MIXES: The allowable structural layer thicknesses for fine Type SP 
Asphalt Concrete mixtures are as follows: 
 
Type SP 9.5 1-1½ inches 
Type SP 12.5 1½ - 2½ inches 
Type SP 19.0 2-3 inches 
 
In addition to the minimum and maximum thickness requirements, the 
following restrictions are placed on fine mixes when used as a structural 
course: 
 
Type SP 9.5 - Limited to the final (top) structural layer, one layer only 
 
Type SP 12.5 - Must not be used in the first layer of courses over 3½ inches 
thick, nor in the first layer of courses over 2¾ inches thick on limited access 
facilities. 
 
The thickness of the new pavement may be checked by core samples, as 
determined by the Engineer. The Contractor shall be required to correct any 
deficiency either by replacing the full thickness; or overlaying the area as 
directed by the Engineer.   
 
Type SP 19.0 - Shall not be used in the final (top) structural layer. 
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C. ADDITIONAL REQUIREMENTS: The following requirements also apply to 

fine Type SP Asphalt Concrete mixtures: 
 

1. A minimum 1½ inch initial lift is required over an Asphalt Rubber 
Membrane Interlayer (ARMI). 
 

2. When construction includes the paving of adjacent shoulders (5 feet 
wide or less), the layer thickness for the upper pavement layer and 
shoulder shall be the same and paved in a single pass, unless shown 
differently in the plans. 
 

3. Use the minimum and maximum layer thicknesses as specified in 
1.2 B above unless shown differently in the plans. On variable 
thickness overbuild layers, the minimum allowable thickness may be 
reduced by 1/2 inch, and the maximum allowable thickness may be 
increased 1/2 inch, unless shown differently in the plans. 

 
PART 2 - PRODUCTS 
 
2.1 GENERAL REQUIREMENTS 
 

Meet the material requirements specified in FDOT Standard Specifications Division 
III. Specific references are as follows: 
 
Superpave PG Asphalt Binder or Recycling Agent – Sections 916-1, 916-2  
Coarse Aggregate, Stone, Slag or Crushed Gravel – Section 901 
Fine Aggregate – Section 902 
 
Aggregates utilized on Escambia County projects must be in accordance with 
FDOT Qualified Products List 

 
2.2 GRADATION REQUIREMENTS 
 

Combine the coarse and fine aggregate in proportions that will produce an asphalt 
mixture meeting all the requirements defined in this Specification and conform to 
the gradation requirements at d sign as defined in Table 1 below. Aggregates from 
various sources may be combined. 

 
Table 1 

Aggregate Gradation Control Points 
(Gradation Design Ranges) 

 Type SP Asphalt Mixture (Percent Passing) 
SP 9.5 SP 12.5 SP 19.0 

Sieve Size Min. Max. Min. Max. Min. Max 
1 inch - - - - 100 - 
3/4 inch - - 100 - 90 100 
1/2 inch 100 - 90 100 - 90 
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3/8 inch 90 100 - 90 - - 
No. 4 - 90 - - - - 
No. 8 32 67 28 58 23 49 
No. 200 2 10 2 10 2 8 
For additional information, refer to AASHTO M-323-04, Table 3 

 
2.3 RESTRICTED ZONE 
 

The gradation identified in 2.2 shall pass above the restricted zone specified in 
Table 2 below. 

 
Table 2 

Aggregate Gradation Restricted Zone 
(Design Only) 

 
Sieve Size 
within Restricted 
Zone 

Boundaries of Restricted Zone  
Type SP Asphalt Mixture (Percent Passing) 

SP 9.5 SP 12.5 SP 19.0 
Min. Max. Min. Max. Min. Max 

No. 4 - - - - - - 
No. 8 47.2 47.2 39.1 39.1 34.6 34.6 
No. 16 31.6 37.6 25.6 31.6 22.3 28.3 
No. 30 23.5 27.5 19.1 23.1 16.7 20.7 
For additional information, refer to AASHTO M-323-04, Table 4 

 
2.4 AGGREGATE CONSENSUS PROPERTIES 
 

A. Meet the following consensus properties at design for the aggregate blend: 
 

1. Coarse Aggregate Angularity: When tested in accordance with ASTM 
D 5821, meet the coarse aggregate angularity requirement defined in 
Table 3 below. 

 
Table 3 

Coarse Aggregate Angularity Criteria 
(Minimum Percent Fractured Faces) 

 Depth of Top of Pavement Layer from Surface 
<4 inches >4 inches 

1 or More 
Fractured Faces 

(%) 

2 or More 
Fractured Faces 

(%) 

1 or More 
Fractured Faces 

(%) 

2 or More 
Fractured Faces 

(%) 
 85 80 60 - 
For additional information, refer to AASHTO M-323-04, Table 5 

 
2. Fine Aggregate Angularity: When tested in accordance with AASHTO 

T -304, meet the fine aggregate angularity requirement defined in 
Table 4 below. 
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Table 4 

Fine Aggregate Angularity Criteria 
Depth of Top of Pavement Layer from Surface 
<4 inches >4 inches 

Minimum Uncompacted  
Void Content (%) 

Minimum Uncompacted  
Void Content (%) 

45 40 
For additional information, refer to AASHTO M-323-04, Table 5 

 
1. Flat and Elongated Particles: When tested in accordance with ASTM 

D 4791, use a ratio of maximum to minimum dimensions of 5:1 and 
do not exceed 10% as the maximum amount of flat and elongated 
particles. 

 
2.2 USE OF RECLAIMED (MILLED) ASPHALT PAVEMENT 
 

A. General Requirements:  Reclaimed Asphalt Pavement (RAP) may be used 
as a component material of the asphalt mixture subject to the following: 

 
1. The Contractor assumes responsibility for the design of asphalt mixes 

which incorporate RAP as a component material. 
 

2. For design purposes, the Contractor assumes responsibility for 
establishing accurate specific gravity values for the RAP material. 
This may be accomplished by one of the following methods: 

 
a. Calculation of the bulk specific gravity value based upon the 

effective specific gravity of the RAP determined, based on the 
asphalt binder content and maximum specific gravity. The 
Engineer and/or Engineer of Record will approve the estimated 
asphalt binder absorption value used in the calculation. 
 

b. Testing of the extracted aggregate obtained through a vacuum 
extraction or ignition oven extraction. 
 

3. The amount of RAP material used in the mix is not to exceed 50% 
by weight of total aggregate. 

 
4. Use a grizzly or grid over the RAP cold bin, in-line roller crusher, 

screen, or other suitable means to prevent oversized RAP material 
from showing up in the completed recycled mixture. 

 
If oversized RAP material appears in the completed recycled mix, 
take the appropriate corrective action immediately. If the appropriate 
corrective actions are not taken immediately, plant operations should 
be stopped. 
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5. Provide stockpiled RAP material that is reasonably consistent in 
characteristics and contains no aggregate particles that are soft or 
conglomerates of fines. 
 

6. Provide RAP, having minimum average asphalt content of 4.0% by 
weight of total mix. The Engineer may sample the stockpile to verify 
that this requirement is met. 

 
B. Binder for Mixes with RAP:  Select the appropriate binder based on the table 

below. The Engineer and/or Engineer of Record reserves the right to change 
binder type and grade at design based on the characteristics of the RAP 
binder and reserves the right to make changes during production.  Maintain 
the viscosity of the recycled mixture within the range of 4,000 to 12,000 
poises. Obtain a sample of the mixture for the Engineer within the first 1,000 
tons and at a frequency of approximately one per 4,000 tons of mix. 

 
Binder Grade for Mixes Containing RAP 

% RAP Asphalt Binder Grade 
<20 PG 67-22 

20-29 PG 64-22 
≥ 30 Recycling Agent 

Note: When a PG 76-22 Asphalt Binder is called for in the Contract, limit the amount of 
RAP material used in the mix to a maximum of 15%. 

 
PART 3 - GENERAL COMPOSITION OF MIXTURE 
 
3.1 GENERAL 
 

Compose the asphalt mixture using a combination of aggregate (coarse, fine or 
mixtures thereof), mineral filler, if required, and asphalt binder material. Size, grade 
and combine the aggregate fractions to meet the grading and physical properties of 
the approved mix design. Aggregates from various sources may be combined. 

 
3.2 MIX DESIGN 
 

A. Design the Type SP asphalt mixture in accordance with AASHTO PP-28, 
except as noted herein, to meet the requirements of this Specification. Use 
only previously approved designs. Prior to the production of any Type SP 
asphalt mixture, submit the proposed mix design with supporting test data 
indicating compliance with all Type SP asphalt mix design criteria. 

 
The Engineer and/or Engineer of Record will consider any marked variations 
from original test data for a mix design or any evidence of inadequate field 
performance of a mix design as sufficient evidence that the properties of the 
mix design have changed, and the Engineer and/or Engineer of Record will 
no longer allow the use of the mix design. 

 
1. Grading Requirements: Meet Gradation Design Ranges in PART 2. 
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2. Gyratory Compaction: Compact the design mixture in accordance with 
AASHTO TP-4.  Use the number of gyrations as defined in the table 
below. 

 
Type SP Design Gyratory Compaction Effort 

 Ninitial Ndesign Nmaximum 

SP Mixes 7 75 115 
 

3. Volumetric Criteria: Use an air void content of the mixture at design of 
4.0% at the design number of gyrations (Ndesign). Meet the requirements 
of the table below. 

 
Mixture Densification Criteria 

 % Gmm 
Ninitial Ndesign Nmaximum 

SP Mixes > 89.0 96.0 < 98.0 
 

4. VMA Criteria: Meet the requirements of the table below for Voids in the 
Mineral Aggregate (VMA) of the mixture at the design number of 
gyrations. 

 
VMA Criteria 

Type Mix Minimum VMA (%) 
SP 9.5 15.0 

SP 12.5 14.0 
SP 19.0 13.0 

 

5. VFA Criteria: Meet the requirements of the table below for voids filled 
with asphalt (VFA) of the mixture at the design number of gyrations. 

 
VFA Criteria 

 Design VFA (%) 
SP Mixes 65 - 75 

 
6. Dust Proportion: Use an effective dust-to-binder ratio as defined in 

FDOT Section 334-3.2.5. 
 

7. Moisture Susceptibility: Provide a mixture (4-inch specimens) having a 
retained tensile strength ratio of at least 0. 80 and a minimum tensile 
strength (dry and unconditioned) of 100 psi. 

 
8. Additional Information: In addition to the requirements listed above, 

provide the following information with each proposed mix design 
submitted for use: 

 
a. The design number of gyrations (Ndesign). 
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b. The source and description of the materials to be used. 

 
c. The FDOT source number product code of the aggregate 

components furnished from an FDOT approved source. 
 

d. The gradation and proportions of the raw materials as intended 
to be combined in the paving mixture. The gradation of the 
component materials shall be representative of the material at 
the time of use. Compensate for any change in aggregate 
gradation in handling and processing, as necessary. 
 

e. A single percentage of the combined mineral aggregate passing 
each specified sieve. Degradation of the aggregate due to 
processing (particularly -No. 200 [-75 µm]) should be accounted 
for and identified for the applicable sieves. 
 

f. The bulk specific gravity value for each individual aggregate (and 
RAP) component as identified in the FDOT aggregate control 
program. 
 

g. A single percentage of asphalt binder by weight of total mix 
intended to be incorporated in the completed mixture, shown to 
the nearest 0.1%. 
 

h. A target temperature at which the mixture is to be discharged 
from the plant and a target roadway temperature (per 30 -6.3). 
Do not exceed a target temperature of 340°F for modified 
asphalts and 315°F for unmodified asphalts. 
 

i. Evidence that the completed mixture conforms to all specified 
physical requirements. 
 

j. The name, seal, and/or certification of the Mix Designer. 
 

3.3 REVISION OF MIX DESIGN 
 

During production, the Contractor may request a target value revision to a mix design, 
subject to: (1) the target change falls within the limits defined in the table below, ( 2) 
ap propriate data exists demonstrating that the mix complies with production air voids 
specification criteria, and (3) the mixture gradation meets the basic gradation 
requirements defined in 2.2 and 2.3. 

 

Limits for Potential Adjustments to Mix Design Target Values 

Characteristic Limit from Original Mix Design 
No. 8 sieve and Coarser ± 5.0% 

No. 16 sieve ± 4.0% 
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No. 30 sieve ± 4.0% 
No. 50 sieve ± 3.0% 
No. 100 sieve ± 3.0% 
No. 200 sieve ± 1.0% 

Asphalt Binder Content (1) ± 0.3% 
(1) Reductions to the asphalt binder content will not be permitted if the VMA during 
production is lower than 1.0% below the design criteria. 

 
Submit all requests for revisions to mix designs, along with supporting 
documentation, to the Engineer. In order to expedite the revision process, the 
request for revision or discussions on the possibility of a revision may be made 
verbally but must be followed up by a written request. The initial mix design will 
remain in effect until a change is authorized by the Engineer and/or Engineer of 
Record. In no case may the effective date of the revision be established earlier than 
the date of the first communication between the Contractor and the Engineer 
regarding the revision. 

 
A new design mix will be required for any substitution of an aggregate product with a 
different aggregate code, unless approved by the Engineer and/or Engineer of 
Record. 

 
3.4 PAVING EQUIPMENT 
 

A. Mechanical Spreading and Screeding Equipment: 
 

1. General: Provide mechanical spreading and screeding equipment of an 
approved type that is self-propelled and can be steered. Equip it with a 
receiving and distribution hopper and a mechanical screed. Use a 
mechanical screed capable of adjustment to regulate the depth of 
material spread and to produce the desired cross-section. 

 
2. Automatic Screed Control:  For all asphalt courses, placed with 

mechanical spreading and finishing equipment, equip the paving 
machine with automatic longitudinal screed controls of either the skid 
type, traveling string-line type, or non-contact averaging ski type. 
Ensure that the length of the skid, traveling string-line, or non- contact 
averaging ski is at least 25 feet. On the final layer of base, overbuild, 
structural, and friction courses, use the joint matcher in lieu of the skid, 
traveling string-line, or non-contact averaging ski on all passes after the 
initial pass. Furnish a paving machine equipped with electronic 
transverse screed controls when required by the Contract Documents. 
 

3. Inflation of Tires: When using paving machines equipped with 
pneumatic tires, the Engineer may require that the tires be ballasted. 

 
4. Screed Width: Provide paving machines on full width lanes that have a 

screed width greater than 8 feet. Does not use extendable screed 
strike-off devices that do not provide preliminary compaction of the mat 
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in place of fixed screed extensions. The Contractor may use a strike-
off device on irregular areas that would normally be done by hand and 
on shoulders 4 feet or less in width. When using the strike-off device 
on shoulders in lieu of an adjustable screed extension, the Contractor 
must demonstrate the ability to obtain an acceptable texture, density, 
and thickness.  When using an extendable screed device to extend the 
screed’s width on the full width lane or shoulder by 24 inches or greater, 
an auger extension, paddle, or kicker device is required unless the 
Contractor provides written documentation from the manufacturer that 
these are not necessary. 
 

5. Motor Graders: Provide two motor graders for spreading widening 
courses with prior approval from the Engineer only. Use motor graders 
that are rated at not less than 6 tons and are self-propelled and power 
controlled. Mount them on smooth tread or rib-type tires (no lug types 
allowed) with a wheelbase of at least 15 feet. Equip the front motor 
grader with a spreader box capable of spreading the mix at the required 
rate. 

 
6. Rollers: 

 
a. Steel-Wheeled Rollers: Provide compaction equipment capable 

of meeting the density requirements described in these 
Specifications.  Provide a tandem steel-wheeled roller weighing 
a minimum of 8 tons for seal rolling, and for the final rolling, use 
a separate roller with a minimum weight of 8 tons. Variations 
from these requirements shall be approved by the Engineer. 
 

b. Traffic Rollers: Provide compaction equipment capable of 
meeting the density requirements described in these 
specifications. Provide a self-propelled, pneumatic-tired traffic 
roller equipped with at least seven smooth-tread, low pressure 
tires, equipped with pads or scrapers on each tire. Maintain the 
tire pressure between 50 and 55 psi or as specified by the 
manufacturer. Use rollers with a minimum weight of 6 tons. Do 
not use wobble-wheeled rollers. Variations from these 
requirements shall be approved by the Engineer. 
 

c. Prevention of Adhesion: Do not allow the mixture to adhere to 
the wheels of any rollers. Do not use fuel oil or other petroleum 
distillates to prevent adhesion. Do not use any method which 
results in water being sprinkled directly onto the mixture. 

 
7. Trucks: Transport the mix in trucks of tight construction, which prevents 

the loss of material and the excessive loss of heat. Provide each truck 
with a tarpaulin or other waterproof cover mounted in such a manner 
that it can cover the entire load when required. When in place, overlap 
the waterproof cover on all sides so that it can be tied down. 



SUPERPAVE ASPHALT CONCRETE - 02500 06/20 
 

- 10 - 

 
8. Coring Equipment: Furnish a suitable saw or drill for obtaining the 

required density cores. 
 

9. Hand Tools:  Provide the necessary hand tools such as rakes, shovels, 
etc., and a suitable means for keeping them clean. 

 
PART 4 - CONTRACTOR’S PROCESS CONTROL 
 
4.1 GENERAL 
 

A. Personnel: Provide qualified personnel (certified technician) for sampling, 
testing (by certified lab), and/or sign-off by P.E., and inspection of materials 
and construction activities. Ensure that qualifications are maintained 
throughout sampling, testing and inspection. 
 
Construction operations that require a qualified technician must not begin until 
the Department verifies that the technician is on the CTQP (Construction 
Training Qualification Program) list of qualified technicians. The CTQP lists 
are subject to satisfactory results from periodic Independent Assurance 
evaluations. 
 

B. Calibration of the Gyratory Compactor: Calibrate the Gyratory Compactor in 
accordance with the manufacturer’s recommendations prior to producing the 
mixture for any project. Check the height calibration, the speed of rotation, 
ram pressure and angle of gyration. 
 

C. Plant Testing Requirements: During the initial production of a mix design, test 
mix to ensure proper performance and provide results to the department. 
 
 

D. Roadway Testing Requirements: Areas that demonstrate concerns of the mix 
design quality or poor/improper compaction efforts may be subject to 
additional coring and testing as seen fit by the Engineer. 
 

E. Extraction Gradation Analysis: Sample the asphalt mixture at the plant and 
perform extraction test prior to asphalt being delivered to project. The percent 
asphalt binder content of the mixture will be determined in accordance with 
FM 5-563 (ignition oven). The gradation of the extracted mixture will be 
determined in accordance with FM 1-T 030. All test results will be shown to 
the nearest 0. 01. All calculations will be carried to the nearest 0.001 and 
rounded to the nearest 0. 01. All results shall be provided to the department 
prior to placement of asphalt on any project. 
 
Run an extraction gradation analysis on the mixture at a minimum frequency 
of once per 1,000 tons or a maximum of four consecutive days of paving, 
whichever comes first. 
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The target gradation and asphalt content will be as shown on the m ix design. 
Any changes in target will require a change in the mix design. 
 
If the per centage of asphalt binder deviates from the optimum asphalt binder 
content by more than 0.55%, or the percentage passing any sieve falls outside 
the limits in the table below, immediately resample the m ix and test to validate 
the previous test result, and if needed, make the necessary correction. If the 
results for two consecutive tests deviate from the optimum asphalt binder 
content by more than 0.55%, or exceed the limits in the table for any sieve, 
notify the Engineer and take immediate steps to identify and correct the 
problem, then resample the mix. If the results from this test deviate from the 
optimum asphalt binder content by more than 0.55%, or exceed the limits, in 
the table for any sieve, stop plant operations until the problem has been 
corrected. 

 
Tolerances for Quality Control Tests (Extraction Gradation Analysis) 

Size Percent Passing 
1 inch 7.0 

3/4 inch 7.0 
1/2 inch 7.0 
3/8 inch 7.0 

No. 4 7.0 
No. 8 5.5 
No. 16 5.0 
No. 30 4.5 
No. 50 4.5 

No. 100 3.0 
No. 200 2.0 

 
F. Volumetric Control: During production of the mix, monitor the volumetric 

properties of the Type SP asphalt mix with a Type SP Gyratory Compactor to 
determine the air voids, VMA, VFA, and dust-to-effective asphalt binder ratio 
(dust proportion) at Ndesign. 

 
Take appropriate corrective actions in order to maintain an air void content at 
Ndesign between 3. 0 and 5.0% during production. When the air void content at 
Ndesign drops below 2.5 or exceeds 5.5%, stop plant operations until the 
appropriate corrective actions are made and the problem is resolved to the 
satisfaction of the Engineer and/or Engineer of Record. Evaluate any failing 
material in accordance with Part 6. 
 
Determine the volumetric properties of the mixture at a minimum frequency of 
once per production day when the daily production is less than 1,000 tons. If 
the daily production exceeds 1,000 tons, monitor the volumetric properties two 
times per production day. 
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During normal production, volumetric properties of the mixture will not be 
required on days when m ix production is less than 100 tons. However, when 
mix production is less than 100 tons per day on successive days, run the test 
when the accumulative tonnage on such days exceeds 100 tons. 
 
Testing required for volumetric property determination includes AASHTO TP-
4, FM 1-T 209, FM 5-563 and FM 1-T 030. Prior to testing samples in 
accordance with AASHTO TP-4 and FM 1-T 209, condition the test-sized 
sample for one hour at the compaction temperature in a covered container. 
 

G. Plant Calibration: At or before the start of mix production, perform an 
extraction gradation analysis of the mix to verify calibration of the plant. The 
sample tested at the start of any project may be utilized for this requirement. 

 
H. Process Control of In-Place Compaction: Develop and implement a method 

to control the compaction of the pavement and ensure its compliance with the 
minimum specified density requirements. The department may require the use 
of a nuclear gauge to test areas suspected of not having proper compaction. 
Other density measuring devices may be used in lieu of the nuclear density 
gauge, provided that it is demonstrated to the satisfaction of the Engineer 
and/or Engineer of Record that the device can accurately measure the relative 
level of density in the pavement on a consistent basis. 

 
PART 5 - ACCEPTANCE OF THE MIXTURE 
 
5.1 GENERAL 
 
The asphalt mixture will be accepted based on one of the following methods as determined 
by the Engineer and/or Contract Documents: 
 

1. Certification by the Contractor 
 
2. Certification and Process Control Testing by the Contractor 
 
3. Acceptance testing by the Engineer 
 
4. Other method(s) as determined by the Contract 

 
5.2 CERTIFICATION BY THE CONTRACTOR 
 

Submit a Notarized Certification of specification Compliance letter on company 
letterhead to the Engineer that all material produced and placed on the project was 
in substantial compliance with these specifications. 

 
5.3 CERTIFICATION AND PROCESS CONTROL TESTING BY THE CONTRACTOR 
 

Submit a notarized Ndesign Certification of Specification Compliance letter on company 
letterhead to the engineer that all material produced and placed on the project was 
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in substantial compliance with these specifications, along with supporting test data 
documenting all process control testing. Utilize an Independent Laboratory as 
approved by the Engineer for the Process Control testing. 

 
5.4 ACCEPTANCE TESTING BY THE ENGINEER 

 
A. Acceptance at the Plant: 

 
1. The asphalt mixture will be accepted, with respect to gradation and 

asphalt binder content, based on the results from the start up test. 
However, any load or loads of mixture which, in the opinion of the 
Engineer and/or Engineer of Record, are unacceptable for reasons of 
excessive segregation, aggregates improperly coated, or of excessively 
high or low temperature will be rejected for use in the work. 

2. Acceptance Procedures: Control all operations in the handling, 
preparation, and production of the asphalt mix so that the percent 
asphalt binder content and the percent passing the No. 8 and No. 200 
sieves will meet the targets from the mix design within the tolerances 
shown in the table below. 

 
 

Tolerances for Acceptance Tests 
Characteristic Tolerance* 

Asphalt Binder Content ±0.55% 
Passing No. 8 Sieve ±5.50% 

Passing No. 200 Sieve ±2.00% 
*Tolerances for sample size of n=1. 

 

Calculations for the acceptance test results for asphalt binder content 
and gradation (percentages passing the No. 8 and No. 200 sieves) will 
be shown to the nearest 0.01. Calculations for arithmetic averages will 
be carried to the 0.001 and rounded to the nearest 0.01. 

 
Payment will be based on the acceptance of the project by the 
Engineer. 

 
B. Acceptance of the Roadway: 

 
1. Density Control: The in-place density of any questionable section of a 

course of asphalt mix will be evaluated by using a nuclear gauge and/or 
by the testing of 6-inch diameter roadway cores. 

 
The Engineer will not perform density testing on leveling courses, open-
graded friction courses, or any course which does not show signs of 
poor /improper compaction efforts. In addition, density testing will not 
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be per formed on the following areas when they are less than 1,000 feet 
in length: crossovers, intersections, turning lanes, acceleration lanes or 
deceleration lanes. Compact these courses (except for open-graded 
friction courses) in accordance with the appropriate rolling procedure 
as specified in these specifications or as approved by the Engineer. 

 
2. Acceptance: The completed pavement will be accepted with respect to 

overall ride, overall appearance, and overall yield as determined by the 
Engineer or Engineer of Record. 

Areas of question may be tested with a nuclear gauge or by the 
testing of the density of the cores, as determined by the engineer. 

3. Additional Density Requirement: On shoulders with a width of 5 feet or 
less, compact the pavement in accordance with the rolling procedure 
(equipment and pattern) as specified herein or as approved by the 
Engineer. Stop the production of the mix if the rolling procedure 
deviates from the approved procedure. 
 

4. Surface Tolerance: The asphalt mixture will be accepted on the 
roadway with respect to surface tolerance by using a 15 ft rolling 
straight edge. The department will determine if the use of a straight 
edge test is warranted. Unevenness of the course shall not vary more 
than plus or minus 3/16 inch in 15 feet. 

 
5.5 ADDITIONAL TESTS 
 

The County reserves the right to run any test at any time for informational purposes 
and for determining the effectiveness of the Contractor’s quality control. 

 
PART 6 - DISPOSITION OF FAILING MATERIAL 
 

Any material that is represented by failing test results will be evaluated to determine 
if removal and replacement is necessary. Remove and replace any material, if 
required, at no cost to the County.  The evaluation will be conducted by the Engineer 
and/or Engineer of Record.  If so directed, obtain an engineering analysis, as directed 
by the Engineer, by the independent laboratory (as approved by the Engineer) to 
determine if the material can (a) remain in place, for this case the appropriate pay 
factor will be applied, or (b) be removed and replaced at no cost to the Department. 
The analysis will be a signed and sealed report by a Professional Engineer licensed 
in the State of Florida. 

 
PART 7 – MEASUREMENT/PAYMENT 
 
7.1 METHOD OF MEASUREMENT 
 

For the work specified under this Section the quantity to be paid for will be the in- 
place measurement of the area in square yards unless otherwise stated in the project 
plan details. 
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The bid price for the asphalt mix will include the cost of the liquid asphalt or the 
asphalt recycling agent. There will be no separate payment or unit price adjustment 
for the asphalt binder material in the asphalt mix. 

 
7.2 BASIS OF PAYMENT 
 

Price and payment will be full compensation for all the work specified under this 
section. 

 
END OF SECTION 02500 
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SECTION 02580 – HOT IN-PLACE RECLAIMED ASPHALT AND RESURFACING 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 
 

A. Drawings and general provisions of the contract, including general and 
supplementary conditions and other specification sections, apply to work of 
this section. 
 

B. Florida Department of Transportation, Standard Specifications for Road and 
Bridge Construction, Latest Edition, Sections 327 and 330 

 
1.2 DESCRIPTION OF WORK 
 

This work consists of rehabilitating the surface layer of the existing asphalt roadway 
to a depth of one inch and placing a layer of new Hot Mix Asphalt Concrete (HMAC) 
material over the rehabilitated surface. This will be accomplished with a specially 
designed machine in a simultaneous process of heating, scarifying, applying an 
asphalt rejuvenating agent (emulsifier), thoroughly re-mixing and reshaping the 
existing surface, and application of the final overlay. The overlay of the new HMAC 
placed over the rejuvenated layer of existing asphalt, shall follow the lines, grades, 
thickness and typical cross section established by the County. 
 
The machine that heats, scarifies, rejuvenates, and remixes must also lay the 
recycled asphalt material, as well as lay the new HMAC material. The County 
will provide the list of streets and surface selected for this application.  Additional pre-
heaters may be required to achieve the specified depth, as directed by the County. 
 

PART 2 – MATERIALS 
 
2.1 MATERIAL 
 

A. Asphalt Recycling Agent (Emulsifier): The County will approve the asphalt- 
recycling agent. The recycling agent used to restore the plasticity of the 
existing asphaltic pavement shall be an emulsified agent. The recycling agent 
shall meet the requirements of ECR 1 or equal. A manufacturer’s certification 
shall be submitted to the County for the recycling agent. 

 
B. Hot Mix Asphaltic Concrete (HMAC): The delivery of the new HMAC will be 

coordinated with the HMAC supplier by the selected recycling contractor. 
 
PART 3 - JOB CONDITIONS 
 

A. Weather limitation for this work shall be a minimum of 50° F and rising. 
 

B. Prior to the repaving operation, the pavement shall be cleaned and be 
reasonably free from sand, dirt and other deleterious substances that would 
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affect the quality of the recycled mix. No separate payment shall be made for 
this requirement. 

 
C. Existing manholes, water valves boxes, junction boxes, etc. that do not 

conform to the finished pavement grades shall be adjusted to finish grade. 
 

D. The Contractor s hall be responsible for protecting the areas adjacent to the 
work from damage. (Heat, etc.) 

 
PART 4 - EQUIPMENT 
 

A. All tools, equipment, and machinery shall be maintained in satisfactory 
working condition and shall be subject to the approval of the County Engineer. 

 
B. Repaving Machine: The machine shall be an approved, self-contained, self-

propelled, automated unit that heats, scarifies (or mills), automatically applies 
recycling agent at a uniform rate, thoroughly mixes, redistributes and levels 
the existing asphalt to the specified depth, and lays the new HMAC material 
overlay. The new HMAC must be laid within 30 seconds after the scarification 
begins to ensure a hot monolithic bond with the recycled asphalt pavement. 
The machine shall also be capable of reworking the material around manholes 
and other obstacles; the machine shall be capable of adding and mixing the 
recycling agent evenly and shall be equipped with a leveling blade and screed 
for re-grading of the existing asphaltic concrete surface. 
 

C. Pre-heater: This unit shall be hooded to prevent damage to adjacent property, 
including trees shrubs and landscaping. The heating hood shall be capable of 
heating the pavement surface to a minimum temperature of 225 degrees F, 
not to exceed 325 degrees F. This will allow for scarification to the required 
depth without breaking the aggregate particles or charring the pavement 
surface. 
 

D. Scarifying and Milling units shall be automatically controlled units in order to 
control the depth of penetration and to clear utility manholes and other 
obstructions. The depth of scarification shall be directed by the County. Note: 
Scarifying depth may vary in range from 3/4 of one inch to 1 ½ inches. 
 

E. Recycling Agent Applicator: This system shall be automatically controlled; the 
recycling agent must be applied to the scarified material at a uniform rate. The 
application rate shall be synchronized with the machine’s forward speed to 
maintain a tolerance within ± 5% of the specified rate. 
 
Receiving hopper and Conveying System: The machine shall consist of a 
hopper and conveyor system to collect and transport the new HMAC to the 
finishing unit without segregation of the new material. 
 

F. Recycling Unit: The machine shall consist of a system that mixes and 
redistributes and levels the scarified material over the width being processed 



HOT IN-PLACE RECLAIMED ASPHALT & 
RESURFACING - 02580 

06/20 
 

- 3 - 

to produce a uniform c ross-section of recycled material. The recycling screed 
shall be heated and have crown control and be capable of redistributing the 
recycled material to the desired longitudinal grade and transverse cross 
section. 
 

G. Finishing unit: The machine shall have an automatic controlled screed to 
produce a surface conforming to the surface thickness as required by the 
County. The thickness of the surface course lift shall not exceed 2 inches. This 
unit shall be capable of a plying the new HMAC to a uniform longitudinal profile 
and c ross s lope of 1/ 4 inch per foot. The finishing screed must be heated and 
capable of electronically controlling the cross slope and applying the new 
HMAC to produce a uniform surface and texture. 
 

H. Rollers: Rolling equipment shall be of sufficient type and weight to compact 
the new HMAC and the recycled material to the required density as specified 
in Section 2500. The contractor shall provide enough rollers, minimum of 2, 
to keep up with the operation. All rolling should be completed before the 
temperature of the new HMAC drops below 190° F. 

 
PART 5 - TRAFFIC CONTROL 

 
A. Pavement markings shall conform to the requirements of Section 04040. 

 
B. Maintenance of Traffic: Suitable methods shall be us ed by the contractor to 

protect the new asphalt surface from all types of vehicular traffic without 
damage. Opening to traffic does not constitute acceptance of work. Conform 
to requirements of Section 04060. 
 

C. Unless traffic has been detoured, the Contractor shall maintain at least one, 
One-Way travel lane. Whenever possible, Two-Lane traffic shall be 
maintained. 
 

D. No interruption of access to property shall be made unless prior arrangements 
acceptable to the occupant or owner of the affected property have been made 
and approved by the County. 
 

E. Submit a Traffic Control Plan for approval in accordance with Section 
04060. 

 
PART 6 - EXECUTION 
 

A. Notify the County at least 48 hours prior to commencement of any paving 
operation. 
 

B. The heating unit shall produce enough heat to soften the pavement uniformly 
without burning or charring the existing asphalt pavement. 

 
C. The process shall produce a welded, longitudinal joint, the standing edge of 

the adjoining asphalt pavement shall be fully heated to a width of a t least 2 
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inches beyond the width to be scarified and recycled. 
 

D. Immediately following heating of the pavement, the existing surface shall be 
scarified (milled) to the specified depth. The machine shall have the capability 
of maintaining a recycled mat with a minimum temperature of 190°F and a 
maximum temperature of 2 25°F throughout the repaving operation. 
 

E. Due to the varying locations and properties of the existing asphalt pavement, 
the following adjustments may be made, if directed by the County. 

 
1. Depth of scarification may be varied to correct existing cross slopes and 

grades. 
 

2. Application rate for the recycling agent may be adjusted as necessary 
to maintain a uniform mixture. 
 

3. Spot leveling may be necessary. 
 

4. Portable Changeable (Variable) Message Signs (PCMS) may be 
required. No additional compensation will be made for these traffic 
control devices after contract is awarded. 

 
F. CLEANUP 

 
The Contractor will keep the work site free from accumulations of waste 
material, rubbish and debris from the Contractor’s performance of the scope 
of work resulting from the use of all tools, construction equipment, and 
machinery, and surplus materials, and will leave the site clean and ready for 
use. The Contractor will restore to their original condition those portions of the 
work site, such as staging and stockpile areas, not designed for alteration as 
contained in the Contract Documents. This will include returning the area to 
the proper grade and slope, as well as replacing sod, if so, required by the 
County. 

 
PART 7 - QUALITY CONTROL 
 
The County has the option of testing to ensure the surface is compliant with thickness, 
smoothness, etc. and meets requirements of the specifications as directed by the County 
and as outlined in Section 2500. 
 
Contractor will assign a Quality Control (QC) Supervisor to the project. The QC Supervisor 
will work in conjunction with the County. 
 
PART 8 - MEASUREMENT/PAYMENT 
 
8.1 METHOD OF MEASUREMENT 
 

A. The accepted quantities of asphalt pavement surface recycled will be 
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measured and paid by the square yard. Pay item, Hot In-Place Recycling, 
Square Yard. 
 

B. Asphalt recycling agent will be measured by the gallon, used in place, as 
determined by the County and the Contractor Supervisor. Pay item, Emulsifier, 
Gallon. 
 

C. New HMAC will be measured by the tons used in place. Pay item, HMAC, 
Tons. 

 
8.2 BASIS OF PAYMENT 
 

A. Price and payment will be full compensation for al l work specified in this 
Section. 
 

B. No separate payment for traffic control will be made. 
 

C. Spot leveling will be paid for by the measured square yards under the unit 
price for Hot-In-Place Recycling. 

 
END OF SECTION 02580 
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SECTION 02600 - STORMWATER SYSTEM 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 
 

A. Drawings and general provisions of Contract, including General and 
Supplementary Conditions and other Specification Sections, specifically 2300, 
3300, and Florida Department of Transportation Standard Plans, apply to this 
Section. 
 

B. Florida Department of Transportation, Standard Specifications for Road and 
Bridge Construction, Sections 125, 425, 430, 449, 530 942, 943, 945, 948, 
Latest Edition. 

 
1.2 SUMMARY 
 

This Section includes stormwater system piping and appurtenances. All labor, 
material, equipment, appurtenances, services, and other work or costs necessary to 
construct the facilities and place them into operation shall be furnished by the 
Contractor. 

 
1.3 SUBMITTALS 
 

A. General: Submit the following in accordance with Conditions of Contract. 
 
B. Shop drawings for drainage pipe, pre-cast concrete storm drainage manholes 

and catch basins, including frames, covers, and grates. 
 
C. Shop drawings for cast-in-place concrete or field-erected masonry storm 

drainage manholes and catch basins, including frames and covers. 
 
1.4 QUALITY ASSURANCE 
 

A. Environmental Compliance:  Comply with applicable portions of local, state, 
and federal environmental agency regulations pertaining to stormwater 
systems impacts. 

 
B. Utility Compliance: Comply with local utility regulations and standards 

pertaining to relocation, clearances, etc. related to installation of stormwater 
systems. 

 
C. Quality control to adhere to QA/QC Plan. 

 
1.5 PROJECT CONDITIONS 
 

Site Information:  Perform site inspection, research public utility records, and verify 
existing utility locations.  Verify that stormwater system piping may be installed in 
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compliance with design plans and referenced standards.  Locate existing stormwater 
system piping and structures that are out of service and closed as per 3.8 this section. 
 

1.6 SEQUENCING AND SCHEDULING 
 

A. Notify the County Inspector assigned to the subdivision or Project Coordinator 
assigned to project prior to pouring backfilling or form work. 

 
B. Coordinate connection to existing private and public drainage system with 

Owner and/or County. 
 
C. Coordinate with adjacent utilities work.  

PART 2 - PRODUCTS 

2.1 MATERIALS 
 
2.1.1 PIPE 

Meet the following requirements of FDOT Specifications, Latest Edition:  

Reinforced Concrete Pipe Section 449 
Round Rubber Gaskets Section 942 
Corrugated Steel Pipe & Pipe Arch Section 943  
Corrugated Aluminum Pipe & Pipe Arch Section 945  
Corrugated Polyethylene Pipe Section 948 
Polyvinyl Chloride (PVC) Section 948 

 
2.1.2 MANHOLES 
 

A. Precast Concrete Manholes: Per FDOT Specification Section 425-5 and ASTM 
C 478, precast reinforced concrete, of depth indicated with provision for rubber 
gasket joints. 

 
B. Cast-in-Place Manholes: Per FDOT Specification Section 425, cast reinforced 

concrete of dimensions and with appurtenances indicated. 
 
C. Manhole Frames and Covers: Construct Per FDOT Specification Section 425-

3.2 and FDOT Standard Plans.  All units shall bear the lettering "STORM 
SEWER" cast into cover. All proposed substitutes must have equal or greater 
opening sizes and weights. 

 
2.1.3 INLETS 
 

A. Precast Concrete Catch Basins Inlets: Construct per FDOT Specification 
Section 425-5. 

 
B. Cast-in-Place Inlets:  Construct per FDOT Specification Section 425 to 

dimensions and with appurtenances indicated: 
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1. Bottom, Walls, and Top:  Reinforced concrete. 
2. Channel and Bench: Concrete. 

 
C. Inlet Frames and Grates: Per FDOT Specification Section 425-3.2 & FDOT 

Standard Plans. All units shall bear the lettering "STORM SEWER" cast into 
cover. 

 
2.1.4 END TREATMENT 
 

General:  Head wall, apron, and mitered ends, per FDOT Specification Section 430-
4.6. 

 
2.2 CONCRETE AND REINFORCEMENT 
 

A. Concrete: Portland cement mix, 3,000 psi; shall be in accordance with Section 
03300. 

 
1. Cement: ASTM C 150, Type II. 
2. Fine Aggregate:  ASTM C 33, sand. 
3. Coarse Aggregate:  ASTM C 33, crushed gravel. 
4. Water: Potable. 

 
B. Reinforcement:  Steel conforming to the following: 

 
1. Fabric: ASTM A 185, welded wire fabric, plain. 
2. Reinforcement Bars: ASTM A 615, Grade 60, deformed. 

 
C. Forms: 

 
1. Form Materials:  Plywood, metal, metal-framed plywood, or other 

acceptable panel-type materials to provide full-depth, continuous, 
straight, smooth exposed surfaces without distortion or defects. Material 
shall be of size and strength to resist movement during concrete 
placement and to retain horizontal and vertical alignment until removal. 

 
2. Form Release Agent: Provide commercial formulation form-release 

agent with a maximum of 350 mg/l volatile organic compounds (VOCs) 
that will not bond with, stain, or adversely affect concrete surfaces and 
will not impair subsequent treatments of concrete surfaces. Release 
agent to be within allowable volatile limits according to applicable local, 
state and federal codes. 

 
2.3 MASONRY 
 

Materials for accessories shall be per FDOT Specification Section 949. Mortar shall 
be one-part Portland cement and three parts masonry sand to which shall be added 
lime putty in the amount of 50% of the volume of cement.  Special commercial mortar 
mixes may be used if approved by the Engineer.  All masonry materials shall conform 
to the latest applicable ASTM specifications. Set all masonry units in full beds of 
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mortar, with full joints and strike all joints flush. Masonry reinforcements shall be 
galvanized Dur-O-Wal, or approved equal, and shall be installed at every other bed 
joint.  Hollow block shall be poured solid with re-bar as designed. 

 
2.4 CURING MATERIALS 
 

Conform to FDOT Specification Section 520-8. 
 
2.5 BEDDING STONE 
 

Subbase or base materials shall meet requirements of FDOT Specification Section 
530-2.3. 

 
PART 3 - EXECUTION 
 
3.1 EXCAVATIONS FOR MANHOLES, INLETS, AND PIPE 
 

Excavation shall be enough to leave at least 12 inches in the clear between their outer 
surfaces and the embankment. Excavation for all structures shall be made to the 
dimensions and elevations indicated on the drawings. Where the excavation is made 
below the indicated elevations, the excavation shall be restored to the proper elevation 
with compacted suitable material without extra compensation. 

 
3.2 PREPARATION OF FOUNDATION FOR BURIED STORMWATER SYSTEMS 
 

A. Grade trench bottom to provide a smooth, firm, stable, and rock-free 
foundation, throughout the length of the pipe. 

 
B. Remove unstable, soft, and unsuitable materials at the surface upon which 

pipes are to be laid and backfill with bedding stone per FDOT Specification 
Section 530-2.3 to indicated level. 

 
C. Shape bottom of trench to fit bottom of pipe. Fill unevenness with tamped sand 

backfill.  Dig bell holes at each pipe joint to relieve the bells of all loads and to 
ensure continuous bearing of the pipe barrel on the foundation. 

 
3.3 PIPE INSTALLATION 
 

A. Drawings (plans and details) indicate the general location and arrangement of 
the underground stormwater system piping.  Location and arrangement of 
piping layout takes into account many design considerations. Install the piping 
as indicated, to the extent practical. Deviations shall only be approved by the 
County. 

 
B. Install piping beginning at low point of systems, true to grades and alignment 

indicated with unbroken continuity of invert. Place bell ends of piping facing 
upstream. When installing gaskets, seals, sleeves, and couplings, follow 
manufacturer's recommendations for use of lubricants, cements, and other 
installation requirements.  Maintain swab or drag in line and pull past each joint 
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as it is completed. 
 

The pipe shall be carefully examined for defects and the inside cleaned. After 
placing pipe in the ditch, the ends shall be wiped free from all dirt, sand and 
foreign material.  All pipe and joints shall be made, handled, and installed in 
strict accordance with the manufacturer's recommendations and instructions.  
Install pipe in accordance with FDOT Standard Specification 430. 

 
C. Install piping pitched down in direction of flow, at minimum slope per plans and 

in accordance with manufacturer’s recommendations, specifications, and 
design plans. 

 
D. Boring:  Install pipe under streets or other obstructions that cannot be 

disturbed, by boring, jacking, or a combination of both. These methods of 
installation are not allowed for newly paved roadways. Utility conduit should be 
installed prior to paving. 

 
E. All RCP joints shall be sock/filter wrapped prior to backfilling unless a 

manufacturer recommended coupling is used. 
 
F. Field repairs of pipeline shall be in strict accordance with manufacturer’s 

recommendations and specifications. 
 
G. Only conventional concrete pipe shall be allowed under dedicated County 

roads. 
 
H. Pipe Cover: Cover shall be a minimum of 12”, unless approved by the County. 
 
I. Pipe Size: Minimum Pipe size shall be 18” diameter or equivalent, unless 

approved by the County. 
 
3.4 MANHOLES 
 

A. General:  Install manholes complete with accessories as indicated. Form 
continuous concrete or split pipe section channel and benches between inlets 
and outlet. Set tops of frames and covers f lush with finish surface where 
manholes occur in pavements.  Elsewhere, set tops 3 inches above finished 
grade, unless otherwise indicated. 
 

B. Place precast concrete manhole sections as indicated and install in accordance 
with ASTM C 891. 

 
C. Construct cast-in-place manholes as indicated. 
 
D. Provide rubber joint gasket complying with ASTM C443 at joints of sections; or 

apply bituminous mastic coating at joints of sections. 
 
3.5 INLETS 
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A. Construct inlets to sizes and shapes indicated per FDOT Specification Section 
425-6, or as modified in the plans. 

 
B. Set frames and grates to elevations indicated. 
 
C. Inlet throat openings larger than 7" in height must be equipped with horizontal 

trash bar(s). Trash bar(s) shall be 1” diameter galvanized rod installed in the 
center of the opening, or evenly spaced if more than one is used. 

 
3.6 OUTFALL STRUCTURES 
 

A. Pipe systems shall be utilized for primary out fall of retention/detention areas. 
 
B. Weirs and flumes will not be acceptable for use as primary pond outfall 

structures or to primarily route stormwater to retention/detention areas at the 
end of down-gradient roadways. 

 
3.7 END TREATMENT 
 

Construct End Treatment per FDOT Specification Section 430-4.6. 
 
3.8 STORMWATER SYSTEM BACKFILL 

 
Place and compact backfill material in accordance with Section 02300 and FDOT 
Specification Section 125-8. 

 
3.9 CLOSING OUT-OF-SERVICE STORMWATER SYSTEMS 
 

A. Out-of-Service Piping:  Close open ends of out of service underground piping 
that is indicated to remain in place.  Provide sufficiently strong closures to 
withstand hydrostatic or earth pressure that may result after pipe ends have 
been closed and grout filled with non-shrink grout. 

 
1. Close open ends of concrete pipe or structures with not less than 8-

inch-thick brick masonry bulkheads and grout fill. 
 
2. Close open ends of other piping with plastic plugs, or other acceptable 

methods suitable for size and type of material being closed. Wood plugs 
are not acceptable. 

 
B. Out-of-Service Structures:  Remove structure and close open ends of the 

remaining piping or remove top of structure down to not less than 3 feet below 
final grade; fill structure with stone, rubble, gravel, compacted dirt, or flowable 
f ill to within 1 foot of t op of structure remaining, and fill with concrete. 

 
3.10 FIELD QUALITY CONTROL 
 

A. Refer to Section 03300 for Concrete Testing and 02300 for Earthwork 
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Testing. 
 
B. Cleaning:  Interior of piping and structures shall be cleared of dirt and other 

superfluous material as work progresses.  Maintain swab or drag in piping and 
pull past each joint as it is completed. 

 
1. In large, accessible piping, brushes and brooms may be used for 

cleaning. 
 
2. Place plugs in ends of uncompleted pipe at end of day or whenever work 

stops. 
 
3. Flush piping between manholes, to remove collected debris. 

 
C. Interior Inspection:  Inspect piping to determine whether line displacement or other 

damage has occurred. 
 

1. Make inspections after pipe between manholes has been installed, 
cleaned and approximately 2 feet of backfill is in place, and again at 
completion of project.  Each section of pipe between structures is to 
show from either end on examination, a full circle of light.  Each 
appurtenance to the system shall be of the specified size and form, to 
be neatly and substantially constructed, with the top set permanently to 
exact position and grade. 

 
2. If inspection indicates poor alignment, debris, displaced pipe, infiltration, 

or other defects, correct such defects and re-inspect. All repairs shown 
necessary by the inspections are to be made, broken, cracked, or 
punctured pipe replaced, all deposits removed and the pipe left true to 
line and grade as herein specified, or shown on the plans, entirely clean 
and free from abnormalities and ready for use at no additional expense 
to the County. 

 
3. All stormwater pipes will be subject to video camera inspection by 

County staff. 
 

D. Trench Backfill Around and Above Pipe: 
 

1. In each compacted backfill layer, perform density test as specified in 
Section 02300. 

 
2. Other tests may be required at County’s discretion. 

 
E. Clean Up:  Before final inspection and acceptance, the Contractor shall clean 

ditches, shape shoulders and restore all disturbed areas, including street 
crossings, grass plots, to as good as condition as existed before work started.  
All trenches shall be leveled, and loose material removed from pavement 
gutters, sidewalks, pipelines, and inlet sediment traps, employing hand labor, 
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if necessary. 
 
F. Pipe Inspection: The County may elect for the contractor to perform pipe 

inspection according to the following. 
 

For pipes installed under the roadway, inspection is to be conducted when 
backfill reaches 3 feet above the pipe crown or upon completion of placement 
of the stabilized subgrade. For pipe installed within fills, including 
embankments confined by walls, inspection is to be conducted when 
compacted embankment reaches 3 feet above the pipe crown or the finished 
earthwork grade as specified in the Plans. Prior to conducting the inspection, 
submit to the Engineer a video recording schedule for videoing, dewater 
installed pipe, and remove all silt, debris and obstructions. Submit pipe videoing 
and reports to the County for review prior to the continuation of paving. 

 
For pipe 48 inches or less in diameter, submit to the Engineer a video DVD. 
For all pipe types, provide a Pipe Observation Summary Report for each pipe 
run that includes: 
 

1. Actual recorded length and width measurements of all cracks 
within the pipe. 

2. Actual recorded separation measurement of all rigid pipe joints. 
3. Detailed written observations of leaks, debris, or other damage 

or defects. 
 

For flexible pipe types, submit a Pipe Quality Report for each pipe run that 
includes: 
 

1. Representative diameter of the pipe. 
2. Pipe deformation/deflections measurements with the 5% 

deflection limit clearly delineated. 
 
Reports submitted in electronic media are preferred. The Engineer may waive this 
requirement for side drains and cross drains which are short enough to inspect from 
each end of the pipe. 

 
G. Video Report: Provide a high-quality DVD in a MPEG2 format video with a standard 

resolution of 720 x 480. Use a camera with lighting suitable to allow a clear picture of 
the entire periphery of the pipe. Center the camera in the pipe both vertically and 
horizontally and be able to pan and tilt to a 90-degree angle with the axis of the pipe 
and rotating 360 degrees. Use equipment to move the camera through the pipe that 
will not obstruct the camera’s view or interfere with proper documentation of the pipe’s 
condition. 

 
The video image shall be clear, focused, and relatively free from roll, static, or other 
image distortion qualities that would prevent the reviewer from evaluating the 
condition of the pipe. The video will include identification before each section of pipe 
filmed. The identification will include the project number, the structure number 
corresponding to the structure number in the Plans for the project, size of pipe, the 
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date and time, and indicate which pipe is being filmed if multiple pipes are connected 
to the structure. Notes should be taken during the video recording process. Submit 
these notes along with the video. 

 
Move the camera through the pipe at a speed not greater than 30 feet per minute. 
Mark the video with the distance down the pipe. The distance shall have an accuracy 
of one foot per 100 feet. Film the entire circumference at each joint. Stop the camera 
and pan when necessary to document and measure defects. Position the camera 
head perpendicular to all defects requiring measurement by the video micrometer. 

 
H. Reinspection: At any time after reviewing the submitted pipe inspection reports, the 

Engineer may direct additional inspections. If no defects are observed during the 
reinspection, the County will pay for the cost of the reinspection. If defects are 
observed, the reinspection and all work performed to correct the defects will be done 
at no cost to the County. Acceptance of all replacements or repairs will be based on 
video documentation of the completed work prior to Final Completion. 

 
PART 4 - MEASUREMENT/PAYMENT 
 
4.1 METHOD OF MEASUREMENT 
 

The quantities to be paid for will be (1) the number of inlets, manholes, end walls, 
mitered end sections, flared end sections, junction boxes, and yard drains, including 
fittings and appurtenances, completed and accepted; (2) length of pipe to the nearest 
foot of type specified; and (3) the number of structures of these types (including also 
valve boxes and monument boxes) satisfactorily adjusted. 

 
 
4.1 BASIS OF PAYMENT 
 

Price and payment will be full compensation for finishing all materials and completing 
all work described herein or shown in the plans, including all clearing and grubbing 
outside the limits of clearing and grubbing as shown in the plans, all excavation except 
the volume included in the measurement designated to be paid for under the items 
for the grading work on the project, all backfilling around the structures, the disposal 
of surplus material, and the furnishing and placing of all the gratings, frames, covers, 
and any other necessary fittings. 

 
If the County elects for the contractor to perform pipe inspection, payment shall be 
made under a separate line item and be based upon linear foot of pipe videoing. No 
additional payment will be made for cleaning new stormwater pipe systems. 

 
END OF SECTION 02600 

 



 



FENCING - 02800 06/20 
- 1 -

SECTION 02800 - FENCING  

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and 
Supplementary Conditions, apply to this Section.

B. Florida Department of Transportation, Standard Specifications for Road and 
Bridge Construction, Section 550 and Standard Plans, Index 550-001 through 
550-004, Latest Editions

1.2 SUMMARY 

A. This Section includes, but is not limited to, the following:

1. Chain link fence
2. Farm Fence
3. Wood privacy fence

B. Where existing fences are to be relocated, but existing materials are
deteriorated or damaged, fencing shall be replaced in kind or as specified by
the County.

1.3 PROJECT CONDITIONS 

A. Traffic: Conduct fencing operations to ensure minimum interference with
roads, streets, walks, and other adjacent occupied or used facilities and to
minimize disturbance of the activities of adjacent property owners. Do not
close or obstruct streets, walks, or other occupied or used facilities without
prior approval.

B. Security:  Do not leave any fence unfinished or incomplete which might allow
the escape of livestock or household pets, access to a private/public pool or
pond, etc. without temporary measures in place during construction.

1.4 PRODUCT DELIVERY, STORAGE AND HANDLING 

A. Deliver material in manufacturer's original packaging with all tags and labels
intact and legible.

B. Handle and store material in such a manner as to avoid damage.

PART 2 – PRODUCTS / MATERIALS 

2.1 CHAIN LINK FENCING 

Chain link fence shall meet the requirements of FDOT Standard Plans, Index 550-
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002. 
 

2.2 CHAINLINK GATES 
 
A. Swing Gates:  Per FDOT Standard Plans, Index 550-002, as modified herein, 

construct of 1.625" o.d. steel pipe galvanized in accord with ASTM A-53 and 
weighing 2.27 pounds per lineal foot. Provide gates more than 8 feet wide with 
either intermediate members or diagonal truss rods.  Provide gates less than 
8 feet wide with truss rods or intermediate braces. Arrange latches for 
padlocking to provide accessibility from both sides of the gate. Where a double 
swing gate is called out, construct concrete anchor rod base 8” in diameter 
and 4” deep flush with top of ground. Opening in base for rod shall 
accommodate standard size in accordance with manufacturer and shall be 
PVC or galvanized steel pipe. 

 
B. Slide Gates: shall be constructed per FDOT Standard Plans, Index 550-003. 

 
2.3 CHAINLINK ACCESSORIES 
 

Post Tops:  pressed steel, or malleable iron. Where top rail is used, provide post tops 
to permit passage of top rail. 

 
2.4 FARM FENCING 
 

Farm Fencing shall meet the requirements of FDOT Standard Plans, Index 550-001. 
 
2.5 WOOD PRIVACY FENCE 
 

A. Where existing fences are to be relocated, but existing materials are 
deteriorated or damaged, fencing shall be replaced in kind or as specified by 
the County. 
 

B. Shall be constructed as per industry standard with proper clearance below 
fence so as not to impede stormwater flow. 

 
PART 3 - EXECUTION 
 
3.1 CHAIN LINK FENCING 
 

Chain link fence shall meet the requirements of FDOT Standard Plans, Index 550-
002. 
 
A. Drill holes for post footings in firm, undisturbed or compacted soil. 

 
B. Place concrete around posts in a continuous pour, tamp for consolidation. 

Check each post for vertical and top alignment. 
 

C. Set Keepers, stops, sleeves and other accessories into concrete as required. 
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D. Topping of the fence with barbed wire shall not be included unless specifically 

shown on the plans. 
 

E. Brace Assemblies:  Install braces so posts are plumb when diagonal rod is 
under proper tension. 
 

F. Tension Wire:  Install tension wires before stretching fabric and tie to each 
post with ties or clips. 
 

G. Fabric:  Pull fabric taut 2 inches above grade level and tie to posts, rails, and 
tension wires. Attach fabric to terminal or gateposts by a stretcher bar and clip 
to other framework so that fabric remains in tension after pulling force is 
released. 

 
H. Hinge gates to swing through 180 degrees from closed to open. 

 
3.2 FARM FENCING 

 
A. General installation shall be in accordance with FDOT Standard Plans, Index 

550-001. 
 

B. Fence shall be installed with wire side to the private property side. 
 

C. Topping of the fence with barbed wire shall not be included unless existing 
farm fence includes barbed wire topping. 

 
3.3 WOOD PRIVACY FENCING: 

 
Shall be constructed as per industry standard with proper clearance below fence so 
as not to impede stormwater flow. 

 
PART 4 - MEASUREMENT/PAYMENT 
 
4.1 METHOD OF MEASUREMENT 
 

A. GENERAL 
 
The quantities to be paid for will be either the number of gates, the length of 
each type of fence, the number of corner post assemblies, constructed and 
accepted for the length of each type of fence with all other items necessary for 
construction as incidental.  In addition, extra payment will be made, for 
additional lengths of post approved by the County. 
 

B. MEASUREMENT OF FENCE LENGTH 
 
The length of fence to be paid for will be measured along the bottom of the 
fabric, out-to-out of end posts, in the completed and accepted fence. 
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Measurement for Resetting Fence will be the actual length of existing fence 
reset, including gates when applicable. 
 

C. CORNER POST ASSEMBLIES, PULL, AND END POST ASSEMBLIES 
 
The number of corner post assemblies and of pull and end post assemblies 
to be paid for will be the number of such post assemblies constructed and 
accepted. 

 
4.2 BASIS OF PAYMENT 
 

A. BASIC ITEMS OF FENCING 
 
The contract unit price will be full compensation for all work and materials 
necessary for the complete installation, including line posts, but not including 
the corner, end, and pull posts and the assemblies thereof. 
 

B. ITEMS OF POST ASSEMBLIES 
 
The Contract unit prices for the items of Corner Post Assemblies and, Pull and 
End Post Assemblies will include the posts and the complete assemblies 
therewith for each such item. Approach posts and brace posts will be 
considered as part of the assembly of the corner, end, or pull post serves as 
a brace in more than one horizontal line. 
 

C. PAYMENT RATES FOR EXTRA-LENGTH POSTS 
 
For any length of posts in excess of the standard length for each post, 
approved by the Engineer as provided above, payment will be made for each 
foot in excess of the standard length at the percentage of the Contract unit 
price per foot for the item of Fencing, as shown in the following schedule: 

 

Total Post Length Steel and Aluminum 
Posts 

Recycled Plastic & 
Timber Posts 

Standard up to 14’ 50% 60% 
Between 14’ – 20’ 60% 80% 

Over 20’ * * * 
 

*When the length of post exceeds 20 feet, the work of finishing and installing such 
posts and the costs incidental t hereto will be paid for as unforeseeable through a 
change order. 

  
The standard length of steel, recycled plastic and aluminum posts will be the 
required length as indicated in the plans for each type and case. 
 
The above provisions for extra length payment will apply to end, corner and 
pull posts. 
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The payment for additional length of post will include the cost of additional 
concrete to extend concrete bases, as applicable. 
 

D. GATE PAYMENT 
 

The quantities to be paid for will be full compensation for all labor, materials, 
posts and associated hardware for the complete installation of the type gate 
specified in the plans and accepted by the County. 

 
END OF SECTION 02800 
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SECTION 02900 - GRASSING 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 
 
A. Drawings and general provisions of Contract, including General and 

Supplementary Conditions and other Specifications Sections apply to this 
Section. 
 

B. Florida Department of Transportation, Standard Specifications for Road and 
Bridge Construction, Section 570 and Section 981, Latest Edition 

 
1.2 SUMMARY 

 
Extent of grassing work is as specified or shown on the construction plans. Sodded 
areas disturbed during construction shall be re-sodded to match existing. Areas 
disturbed beyond specified construction area shall be sodded, at no additional 
expense, either to match existing or as per County direction. 
 

1.3 SUBMITTALS 
 
See paragraph 1.9A Quality Control/Quality Assurance Submittals, Section 1300. 
 

1.4 DELIVERY AND STORAGE 
 
A. General: Seed, fertilizer, sod and other grassing materials shall be stored 

under cover and protected from damaged which would make them 
unacceptable for use. 

 
B. Seed: All seed shall be labeled in accordance with U.S. Department of 

Agriculture Rules and Regulations under the Federal Seed Act in effect on the 
date of invitation for bids. All seed shall be furnished in sealed standard 
containers unless exception is granted in writing.  Seed, which has become 
wet, moldy, or otherwise damaged in transit or in storage, shall not be used. 

 
C. Fertilizer: Fertilizer shall be delivered to the site in the original, unopened 

containers, each b earing the manufacturer's guaranteed analysis. Any 
fertilizer, which becomes caked or otherwise damaged, making it unsuitable 
for use, shall not be used. 

 
D. Sod: Do not use sod which has been cut (stripped) for more than 48 hours. 

Stack all sod that is not planted 24 hours after cutting and maintain proper 
moist condition.  

 
PART 2 - PRODUCTS 

 
2.1 MATERIALS 
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A. Lime: Lime shall be ground limestone (Dolomite) containing not less than 85 

percent of total carbonates, and shall be ground to such a fineness that 
50-percent will pass a 100-mesh sieve and 90-percent will pass a 
20-mesh sieve. 
 

B. Fertilizer:  Apply fertilizer at the following rates:  
10-10-10 1000 lbs/acre=0.2 lbs/sq yd 
13-13-13 770 lbs/acre=0.16 lbs/sq yd 

 
C. Seed:  Apply seed at the rate as specified: 
 

GRASS SEEDING RATES (Lbs/Ac) 
 

 

TYPE OF SEED 

ZONE I ZONE II 
COASTAL* INLAND COASTAL* INLAND 

Mar.- Nov.- 
Nov. Mar. 

Mar.- Nov.- 
Nov. Mar. 

Mar.- Nov.- 
Nov. Mar 

Mar.- Nov.- 
Nov. Mar. 

PERMANENT 
GRASSES 

        

Unhulled Bermuda**  90  20  90  20 
Hulled  
Bermuda** 

 
60 

  
15 

  
60 

  
15 

 

Bahia (Argentine or 
Pensacola) 

   
180 

 
180 

   
180 

 
180 

QUICK GROWING 
GRASS 

        

Annual Rye Grass  90  90  90  90 
TOTAL POUNDS 
PER ACRE 

 
60 

 
180 

 
195 

 
290 

 
60 

 
180 

 
195 

 
290 

* Locations where salt sensitive plants may be adversely affected by high 
concentrations of salt in soils, water, or air. This may include seaside locations, low-
lying areas subjected to periodic saltwater inundation from storms or high tides, or 
where salt intrusion into groundwater supply has occurred. 

** Bermuda shall not be used in areas adjacent to existing or proposed landscaping. 
NOTE: All seeding shall be performed meeting the requirements of Section 570 of the 
Standard Specifications 

 

Activities such as clearing, grading, and excavating that will disturb one or 
more acres of land require coverage under the Generic Permit for Stormwater 
Discharge from Large and Small Construction Activities from the Florida 
Department of Environmental Protection, and implementation of appropriate 
pollution prevention measures to minimize erosion and sedimentation. Please 
refer to the National Pollutant Discharge Elimination System (NPDES) Permit. 

 
D. Mulch: The mulch material shall be dry straw or hay, consisting of oat, rye, or wheat 

straw, or of pangola, peanut, coastal Bermuda or Bahia grass, hay or compost; and 
shall be free from noxious weeds and plants. Any plant officially listed, as being 
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noxious or undesirable by any Federal Agency, any agency of the State of Florida 
or any local jurisdiction in which the project i s being constructed shall not be used. 
Furnish to the engineer, prior to incorporation onto the project, a certification from the 
Florida Department of Agriculture and Consumer Services, Division of Plant Industry, 
stating that the Mulch materials are free of noxious weeds. Any such noxious plant or 
plant part found to be delivered shall be removed by the Contractor at his expense. 
Only undeteriorated mulch, which can readily be cut into the soil, shall be us ed. The 
“air-dry” weight (as defined by the Technical Association of the Pulp and Paper 
Industry, for wood cellulose) shall be marked on each package by the producer. Apply 
mulch at a rate of 2 ton/acre or 1 lb/sq yd. 
 

E. Sod: All sod shall be healthy Centipede Sod unless otherwise required. Sod shall be 
strongly rooted, free of weeds and undesirable grasses and capable of providing 
vigorous growth and development when planted. Sod shall match existing species 
where restoration is required as a result of the Contractor's work. 
 
PART 3 - EXECUTION 
 

3.1 REQUIREMENTS 
 
All areas disturbed by the Contractor's operations, shall be grassed, unless otherwise 
noted. 
 

3.2 PLANTING SEED 
 
A. Grading: Areas to be grassed shall be graded to remove depressions, 

undulations, and irregularities in the surface before grassing. Adhere to grades 
as shown on plans. 
 

B. Tillage: The area to be grassed shall be thoroughly tilled to a depth of four 
inches using a plow and disc harrow or rotary tilling machinery until a suitable 
bed has been prepared and no clods or clumps remain larger than 1½ inches 
in diameter. Remove sticks, roots, and rubbish. 
 
Applying Lime: The pH of the soil shall be determined. If the pH is below 5.0, 
enough lime shall be added to provide a pH between 5.5 and 6.5. The lime 
shall be thoroughly incorporated into the top three to four inches of the soil. 
Lime and fertilizer may be applied in one operation. 
 

C. Applying Fertilizer: Fertilizer shall be applied in accordance with the rates 
specified in Part 2 and shall be thoroughly incorporated into the top three to 
four inches of soil before sod is installed. FDOT Section 982. 
 

D. Seed and Mulch: Apply in accordance with the rates specified in Part 2. 
 
E. Maintenance: Maintenance shall begin immediately following the last operation 

of grassing and continue until final acceptance. Maintenance shall include 
watering, mowing, replanting, and all other work necessary to produce a 
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uniform stand of grass, all at the contractor’s expense. 
 

3.3 PLACING SOD 
 
A. Use Centipede sod (Eremochloa ophiuroides) unless otherwise required. The 

sod shall have a thick mat of roots (minimum 2”) with enough adhering soil to 
assure growth. Apply sod within 48 hours of stripping. Protect sod against 
drying and breaking of rolled strips. 
 

B. Placement: Prepare the ground by loosening the soil.  Place sod perpendicular 
to the slope. Place sod on the prepared soil to form a solid mass with tightly 
fitted joints. Ensure the butt ends and sides of sod strips do not overlap. The 
seam should have a flush tight transition from new to existing sod with no 
overlap. Stagger strips to avoid a continuous downhill seam. Tamp or roll 
lightly to ensure contact with subgrade. Tamp the outer edges of the sodded 
area to produce a smooth contour. Work sifted soil into minor cracks between 
pieces of sod; remove excess to avoid smothering of adjacent grass. Water 
sod thoroughly with a fine spray immediately after planting. 
 

C. Pinning: All sod placed on a slope steeper than 3:1 shall be pinned, at the 
top of the sod, at a rate listed in the table below: 

 
Sod Size Pins Required 
Square Sod 2 pins per sod square 
Mini Roll 3 pins per roll 
Standard Rolls 1 pin per linear foot 

 

D. Watering:  Keep sod continuously moist to a depth below the root zone for 
three weeks after placement. If there is no water available to the site, the 
Contractor shall provide the water. Do not water in excess of 1” (one inch) per 
square yard per week for establishment. 

 
E. Clean-Up:  All excess soil, excess grass materials, stones, pallets and other 

waste shall be removed from the site daily and not allowed to accumulate. 
Paved areas shall be kept clean at all times. 

 
F. Maintenance:  Maintain sod by watering, fertilizing, weeding, mowing, trimming 

and other operations such as rolling, re-grading, and re-planting as required to 
establish a lawn free of eroded or bare areas and acceptable to the County. 
Where inspected work and materials do not comply with requirements, replace 
rejected work and continue maintenance until re-inspected by County and 
found to be acceptable. Remove rejected materials promptly from the project 
site. FDOT Section 570-4. 

 
PART 4 - MEASUREMENT/PAYMENT 
 

4.1 METHOD OF MEASUREMENT 
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The quantities to be paid for will be for the following items, completed and accepted: 
square yards of seeding, square yards of seeding and mulching, and square yards 
of sodding. 
 

4.2 BASIS OF PAYMENT 
 
Prices and payments will be full compensation for all work and materials specified in 
this Section. 
 
END OF SECTION 02900 
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SECTION 03300 – PORTLAND CEMENT CONCRETE  

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 
 
A. Drawings and General Provisions of the Contract, including General and 

Supplementary Conditions and other Specification Sections, apply to this 
Section. 
 

B. Florida Department of Transportation, Material’s Manual, Chapter 9.2, Volume 
II, and Standard Specifications for Road and Bridge Construction, Section 346, 
347, 350, 400, 522, & 925, Latest Edition. 

 
1.2 SUMMARY 

 
This Section includes concrete work for the following: 
 

1. Roadways 
2. Parking lots 
3. Curbs and gutters 
4. Walkways 
5. Pads 
6. Flumes 
7. Curb Ramps 
8. Cast in Place Structures 

 
1.3 SUBMITTALS 

 
A. Product data for proprietary materials and items, including reinforcement and 

forming accessories, admixtures, joint systems, curing compounds, dry-shake 
finish materials, and others if requested by the County. 
 

B. Design mixes for each class of concrete.  Include revised mix proportions when 
characteristics of materials, project conditions, weather, test results, or other 
circumstances warrant adjustments. 
 

C. Material certificates in lieu of material laboratory test reports when permitted 
by the County.  Material certificates shall be signed by manufacturer and 
Contractor certifying that each material item complies with or exceeds 
requirements.  Provide certification from admixture manufacturers that chloride 
content complies with requirements. 

 
1.4 PROJECT CONDITIONS 

 
A. Traffic Control: Comply with requirements of Escambia County Specification, 

Section 04060, "Maintenance of Traffic." 
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B. Utilize flagmen, barricades, warning signs and warning lights as required, as
shown on plans, or as directed by the County.

PART 2 - PRODUCTS 

2.1 GENERAL REQUIREMENTS 

A. Concrete shall conform to requirements of FDOT Standard Specification, 
Sections 346, 347, & 522 for curbs, gutters, sidewalks, structures and 
miscellaneous concrete.

B. Concrete for pavement shall conform to requirements of FDOT Standard 
Specification, Section 350.

C. Curb Ramps shall conform to FDOT Standards Plans Index 522-502.

2.2 REINFORCING MATERIALS 

A. Reinforcing Bars and Tie Bars:  ASTM A615, Grade 60, deformed.

B. Welded Steel Wire Fabric:  ASTM A185.

1. Furnish in flat sheets, not rolls.

C. Deformed-Steel Welded Wire Fabric:  ASTM A497.

D. Fabricated Bar Mats:  Welded or c lip-assembled steel bar mats, ASTM A184.
Use ASTM A615, Grade 60 steel bars, unless otherwise indicated.

E. Joint Dowel Bars:  Plain steel bars, ASTM A615, Grade 60. Cut bars true to
length with ends square and free of burrs.

F. Hook Bolts:  ASTM A307, Grade A bolts, internally and externally threaded.
Design hook bolt joint assembly to hold coupling against pavement form and
in position during concreting operations, and to permit removal without
damage to concrete or hook bolt.

G. Supports for Reinforcement: Chairs, spacers, dowel bar supports and other
devices for spacing, supporting, and fastening reinforcing bars, welded
wire fabric, and dowels in place.  Use wire bar-type supports complying with
CRSI specifications.  Use supports with sand plates or horizontal runners
where base material will not support chair legs.

2.3 CONCRETE MATERIALS 

A. Portland Cement:  Type I, Type IP, Type IS, Type IP (MS), Type II, or Type III

1. Use one brand of cement throughout Project.
2. All concrete shall develop a 28-day compressive strength of 3000 psi
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for non-structural (NS).  If any concrete should fail to meet the strength 
requirement the structure shall be removed as necessary to remove the 
defective concrete and shall then be rebuilt at the Contractor's expense. 

 
B. Fly Ash:  ASTM C618, Class C or Class F. 

 
C. Normal-Weight Aggregates:  ASTM C33, Class 4, and as follows.  Provide 

aggregates from a single source. 
 

1. Maximum Aggregate Size:  1-1/2 inches. 
 

2. Do not use fine or coarse aggregates that contain substances that 
cause spalling. 
 

3. Local aggregates not complying with A STM C33 that have been shown 
to produce concrete of adequate strength and durability by special tests 
or actual service may be used when acceptable to Engineer. 

 
D. Water:  Potable. 

 
E. Fiber Reinforcement: Synthetic fibers engineered and designed for secondary 

reinforcement of concrete slabs, complying with ASTM C1116, Type III. 
 

2.4 ADMIXTURES 
 
A. Provide concrete admixtures that contain no more than 0. 01 percent chloride 

ions. 
 

B. Air-Entraining Admixture:  A STM C260, certified by manufacturer to be 
compatible with other required admixtures. 
 

C. Water-Reducing Admixture:  ASTM C494, Type A. 
 

D. High-Range Water-Reducing Admixture:  ASTM C494, Type F or Type G. 
 

E. Water-Reducing and Accelerating Admixture:  ASTM C494, Type E. 
 

F. Water-Reducing and Retarding Admixture:  ASTM C494, Type D. 
 

2.5 CONCRETE MIX 
 
Prepare design mixes for each type and strength of normal-weight concrete per FDOT 
Standard Specification, Section 346-6.2 and FDOT Material’s Manual, Chapter 9. 2, 
Volume II. Use a qualified independent testing laboratory for preparing and reporting 
proposed mix designs.  Do not use the Owner's field quality-control testing laboratory 
as the independent testing laboratory. 
 
A. Fiber Reinforcement:  Add to mix at rate of 1.5 lb./cu.yd. unless manufacturer 

recommends otherwise. 
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B. Adjustment to Concrete Mixes: Mix design adjustments may be requested by 
Contractor when characteristics of materials, project conditions, weather, test 
results, or other circumstances warrant. 

 
2.6 CONCRETE MIXING 

 
Ready-Mixed Concrete: Comply with requirements of FDOT Specification, Section 346-
7 and FDOT Material’s Manual, Chapter 9.2, Volume II. 
 

PART 3 - EXECUTION 
 

3.1 SURFACE PREPARATION FOR CONCRETE PAVEMENT 
 
A. Proof-roll prepared base or subgrade surface to check for unstable areas and 

verify need for additional compaction.  Do not begin concrete work until such 
conditions have been corrected and are ready to receive paving. 
 

B. Remove loose material from compacted subbase surface immediately before 
placing concrete. 

 
3.2 EDGE FORMS AND SCREED CONSTRUCTION 

 
A. Set, brace, and secure edge forms, bulkheads, and intermediate screed guides 

to required lines, grades, and elevations. Install enough forms to allow 
continuous progress of work and so that forms can remain in place at least 24 
hours after concrete placement. 
 

B. Check completed formwork and screeds for grade and alignment to following 
tolerances: 

 
1. Top of Forms:  Not more than 1/8 inch in 10 feet. 

 
2. Vertical Face on Longitudinal Axis: Not more than 1/4 inch in 10 feet. 

 
C. Clean forms after each use and coat with form release agent as required 

ensuring separation from concrete without damage. 
 

3.3 PLACING REINFORCEMENT 
 
A. General: Comply with Concrete Reinforcing Steel Institute's recommended 

practice for "Placing Reinforcing Bars" for placing and supporting 
reinforcement. Comply with FDOT Specification, Section 350-7. 

 
B. Clean reinforcement of loose rust and mill scale, earth, ice, or other bond-

reducing materials. 
 

C. Arrange, space, and securely tie bars and bar supports to hold reinforcement in 
position during concrete placement. Secure reinforcement against 
displacement by formwork, construction, or concrete placement operations. 
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Locate and support reinforcing by metal chairs, runners, bolsters, spacers and 
hangers, as required. Set wire ties so ends are directed into concrete, not 
toward exposed concrete surfaces. Maintain minimum cover to reinforcement. 
 

D. Install welded wire fabric in lengths as long as practicable. Lap adjoining 
pieces at least one full mesh and lace splices with wire. Offset laps of adjoining 
widths to prevent continuous laps in either direction. Use of chairs is required.  
Welded wire fabric shall not be “pulled” to center of slab. 

 
E. Install fabricated bar mats in lengths, if practicable. Handle units to keep them 

flat and free of distortions. Straighten bends, kinks, and other irregularities or 
replace units as required before placement. Set mats for a minimum 2-inch 
overlap to adjacent mats. 
 

3.4 JOINTS 
 
A. General:  Construct control (contraction) joints, construction, and isolation 

joints true to line with faces perpendicular to surface plane of concrete. 
Construct transverse joints at right angles to the centerline, unless indicated 
otherwise.  When joining existing paving, place transverse joints to align with 
previously placed joints, unless indicated otherwise. 
 

B. Control (Contraction) Joints:  Control joints are grooved, formed, or sawed into 
sidewalks, driveways and concrete pavements so that cracking will occur in 
these joints randomly. If not specified on drawings, intervals shall be not 
greater than 10 feet or less than 5 feet.  Construct control joints for a depth 
equal to at least 1/4 of the concrete thickness, as follows: 

 
1. Tooled Joints:  Form contraction joints in fresh concrete by grooving and 

finishing each edge of joint with a radiused jointer tool. 
 

2. Sawed Joints:  Form contraction joints with power saws equipped with 
shatterproof abrasive or diamond-rimmed blades.  Cut 1/8- inch-wide 
joints into hardened concrete when cutting action will not tear, abrade, 
spall or otherwise dam age surface and before development of random 
contraction cracks. 

 
3. Inserts:  Form contraction joints by inserting pre-molded plastic, 

hardboard, or fiberboard strips into fresh concrete until top surface of 
strip is flush with paving surface.  Radius each joint edge with a jointer 
tool.  Carefully remove strips or caps of two-piece assemblies after 
concrete has hardened.  Clean groove of loose debris. 
 

C. Construction Joints: Set construction joints at side and end terminations of 
paving and at locations where paving operations are stopped for more than ½ 
hour unless paving terminates at isolation joints. 

 
1. Provide preformed galvanized steel or plastic keyway-section forms or 

bulkhead forms with keys, unless indicated otherwise. Embed keys at 
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least 1-1/2 inches into concrete. 
 

2. Continue reinforcement across construction joints unless indicated 
otherwise. 
 

D. Expansion Joints:  Form expansion joints of preformed joint filler strips abutting 
concrete curbs, catch basins, manholes, inlets, structures, walks, other fixed 
objects, and where indicated. 

 
1. Locate expansion joints at intervals of 30 feet, unless indicated 

otherwise or directed by County. 
 

2. Extend joint fillers full width and depth of joint, not less than ½ inch or 
more than 1 inch below finished surface where joint sealant is indicated.  
Place top of joint filler flush with finished concrete surface when no joint 
sealant is required. 
 

3. Furnish joint fillers in one-piece lengths for full width being placed 
wherever possible. Where more than one length is required, lace or clip 
joint filler sections together. 
 

4. Protect top edge of joint filler during concrete placement with a metal, 
plastic, or other temporary preformed cap.  Remove protective cap after 
concrete has been placed on both sides of joint. 

 
E. Filler and Sealants: Submit specifications to Engineer for approval. 

 
F. Install dowel bars and support assemblies at joints where indicated. Lubricate 

or asphalt-coat one half of dowel length to prevent concrete bonding to one 
side of joint. 

 
3.5 CONCRETE PLACEMENT 

 
A. Comply with requirements of FDOT Specification, Sections 350-8 and 400-7 for 

placing concrete. 
 
B. Deposit and spread concrete in a continuous operation between transverse 

joints. Do not push or drag concrete into place or use vibrators to move 
concrete into place. No concrete will be placed on concrete which has 
hardened sufficiently to cause the formation of seams or planes of weakness.  
Deposit concrete as nearly as practical to its final location to avoid segregation.  
When concrete placing is interrupted for more than ½ hour, place a 
construction joint. 

 
C. Use a bonding agent at locations where fresh concrete is placed against 

hardened or partially hardened concrete surfaces. 
 

D. Consolidate concrete by mechanical vibrating equipment supplemented by 
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hand-spading, rodding, floating, or tamping. Use equipment and procedures to 
consolidate concrete complying with FDOT Standard Specification, Section 
350-9. 
 

E. Screed paved surfaces with a straightedge and strike off. Use bull floats or 
darby screeds to form a smooth surface plane before excess moisture or bleed 
water appears on the surface.  Do not further disturb concrete surfaces prior 
to beginning finishing operations. 
 

F. Place concrete in two operations; strike off initial pour for entire width of 
placement and to the required depth below finish surface.  Lay welded wire 
fabric or fabricated bar mats immediately in final position.  Place top layer of 
concrete, strike off, and screed.  Remove and replace portions of bottom layer 
of concrete that have been placed more than 15 minutes without being covered 
by top layer or use bonding agent if acceptable to County. 

 
G. Curbs and Gutters:  Shall be constructed in accordance with FDOT Specs. 

When automatic machine placement is used for curb and gutter placement, 
submit revised mix design and laboratory test results that meet or exceed 
requirements.  Produce curbs and gutters to required cross section, lines, 
grades, finish, and jointing as specified for formed concrete. If results are not 
acceptable, remove and replace with formed concrete. 

 
H. Slip-Form Pavers:  When automatic machine placement is used for paving, 

submit revised mix design and laboratory test results that meet or exceed 
requirements.  Produce paving to required thickness, lines, grades, finish, and 
jointing as required for formed paving.  Compact subgrade with enough width 
to prevent displacement of paver machine during operations. 

 
I. When adjoining pavement lanes are placed in separate pours, do not operate 

equipment on concrete until pavement has attained 85 percent of its 28-day 
compressive strength, or enough strength to carry loads without damage or 
injury. Maturity Method Testing, as outlined in FDOT Standard Specification, 
Section 353-10.2, should be used to determine concrete strength. 

 
J. Cold-Weather Placement: Comply with provisions of FDOT Standard 

Specification, Sections 346-7.4 and 400-7.1.1. Protect concrete work from 
physical damage or reduced strength that could be caused by frost, freezing 
actions, or low temperatures. 
 

K. Hot-Weather Placement: Place concrete complying with FDOT Standard 
Specification, Sections 346-7.5 and 400-7.1.2, and as specified when hot 
weather conditions exist. 

 
3.6 CONCRETE FINISHING 

 
A. Float Finish:  Begin floating when bleed-water sheen has disappeared, and the 

concrete surface has stiffened sufficiently to permit operations. Float surface 
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with power-driven floats or by hand -floating if area is small or inaccessible to 
power units.  Finish surfaces to true planes within a tolerance of 1/8 inch in 10 
feet as determined by a 10-foot-long straight-edge placed anywhere on the 
surface in any direction. Cut down high spots and fill low spots. Refloat surface 
immediately to a uniform granular texture. 

 
1. Medium-to-Fine-Textured Broom Finish: Draw a soft bristle broom 

across concrete surface perpendicular to line of traffic to provide a 
uniform fine line texture finish. 
 

2. Tine Finishes:  Apply to curb cut ramps and other areas as noted on the 
drawings.  Finish shall be applied by an approved hand method and 
shall consist of transverse grooves which are 0.03 to 0.12 inch in width 
and 0.10 to 0.15 inch in depth, spaced at approximately ½ inch center 
to center. 

 
B. Final Tooling: Tool edges of paving, gutters, curbs, and joints formed in fresh 

concrete with a jointing tool to the following radius. Repeat tooling of edges 
and joints after applying surface finishes. Eliminate tool marks on concrete 
surfaces.  Radius:  ½ inch. 

 
3.7 CONCRETE PROTECTION AND CURING 

 
General:  Protect freshly placed concrete from premature drying and excessive cold 
or hot temperatures.  Comply with the recommendations of FDOT Specification, 
Sections 350-11 and 925. 
 

3.8 QUALITY CONTROL TESTING 
 
A. A qualified, accredited testing and inspection laboratory, under the direction of 

a Professional Engineer, licensed in the State of Florida, shall sample 
materials, perform tests, and submit test reports during concrete placement as 
follows: 
 
1. Sampling Fresh Concrete: ASTM C172, except modified for slump to 

comply with A STM C94. All concrete should be sampled by ACI certified 
technicians. 

 
a. Slump: ASTM C143; one test at point of placement for each 

compressive strength test but no less than one test for each 
day's pour of each type of concrete. Additional tests will be 
required when concrete consistency changes. 
 

b. Air Content: ASTM C231, pressure method; one test for each 
compressive-strength test but no less than one test for each 
day's pour of each type of air-entrained concrete. 
 

c. Concrete Temperature: ASTM C1064; one test hourly when air 
temperature is 40°F (4°C) and below and when 80°F (27°C) and 
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above, and one test for each set of compressive strength 
specimens. 
 

d. Compression Test Specimens:  ASTM C31; one set of four 
standard cylinders for each compressive- strength test, unless 
directed otherwise.  Mold and store cylinders for laboratory-cured 
test specimens except when field-cured test specimens are 
required. 
 

e. Compressive Strength Tests:  ASTM C39; one set for each day's 
pour of each concrete class, plus one set for each additional 50 
cu. yd.  Test one specimen at 7 days, two specimens at 28 days, 
and retain one specimen in reserve for earlier or later testing if 
required. Class NS compression test specimens’ cylinders are 
not required, except as directed by County. 
 

f. Contractor shall repair the area to the satisfaction of the Engineer 
where material was removed for testing purposes. Should any 
work or materials fail to meet the requirements set forth in the 
plans and specifications, contractor shall pay for retesting of 
same. 

 
2. Basis for acceptance of concrete will be per FDOT Specification 

Sections 346-8 through 346-11. 
 
B. Test results will be reported in writing to the County, within 24 hours of testing.  

Reports of compressive strength tests shall contain the Project identification 
name and number, date and location of concrete placement, name of concrete 
testing laboratory, concrete type and class, design compressive strength at 28 
days, concrete mix proportions and materials, compressive breaking strength, 
and type of break for both 7-day and 28- day tests. 
 

C. Nondestructive Testing: Non-destructive test methods may be used with 
approval of the Engineer but shall not be used as the sole basis for acceptance 
or rejection. 

 
D. Additional Tests: The testing laboratory will make additional tests of the 

concrete when test results indicate slump, air entrainment, concrete strengths, 
or other requirements have not been met, as directed by Engineer. Testing 
laboratory may conduct tests to determine adequacy of concrete by cored 
cylinders complying with ASTM C42, or by other methods as directed. 

 
3.9 REPAIRS AND PROTECTION 

 
A. Remove and replace concrete work that is broken, damaged, or defective, or 

does not meet the requirements of this Section. 
 

B. Drill test cores where directed by the County when necessary to determine 
magnitude of cracks or defective areas. Fill drilled core holes in satisfactory 
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concrete areas with Portland cement concrete bonded to paving with epoxy 
adhesive. 
 

C. Protect concrete from damage. Exclude traffic from concrete pavement for at 
least 14 days after placement. When construction traffic is permitted, maintain 
concrete as clean as possible by removing surface stains and spillage of 
materials as they occur. 
 

D. Maintain concrete work free of stains, discoloration, dirt, and other foreign 
material.  Sweep concrete paving not more than 2 days prior to date scheduled 
for Substantial Completion inspections. 

 
PART 4 - MEASUREMENT/PAYMENT 
 

4.1 METHOD OF MEASUREMENT 
 
The quantities to be paid for will be the plan quantity, in square yards, of Plain Cement 
Concrete Pavement, Reinforced Cement Concrete Pavement, square yards of 
sidewalk, and linear feet of curb and/or gutter. 
 

4.2 JOINTS AND CRACKS 
 
The Contractor shall include the cost for Cleaning and Sealing Joints in the cost of 
the newly constructed pavement for: (1) transverse and longitudinal joint construction 
for new pavement; and (2) abutting joints between existing pavement and new 
pavement. 
 
For replacing joint seals and sealing random cracks in existing Portland cement 
concrete pavement, the quantity to be paid for will be as specified below: 
 
A. The length of pavement joint that has been satisfactorily cleaned and sealed 

in existing Portland cement concrete pavement, as determined by field 
measurement along the joints, will be paid for at the Contract unit price per foot 
for Cleaning and Resealing Joints. 
 

B. The length of random cracks in existing Portland cement concrete pavement 
that have been satisfactorily cut, cleaned, and sealed, as determined by field 
measurement along the joints, will be paid for at the Contract unit price per 
foot for Cleaning and Sealing Random Cracks. 

 
4.3 BASIS OF PAYMENT 

 
Prices and payment will be full compensation for all work specified in this Section, 
including any preparation of the subgrade not included in the work to be paid for under 
another Contract item; all transverse and longitudinal joint construction, including tie-
bars and dowel bars; the furnishing of test specimens; repair of core holes; and all 
incidentals necessary to complete the work. 
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END OF SECTION 03300 
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SECTION 03310 – TIED CONCRETE BLOCK  

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 
 

Drawings and General Provisions of the Contract, including General and 
Supplementary Conditions and other Specification Sections, apply to this Section. 

 
1.2 SCOPE OF WORK 
 

Scope of Work The Contractor shall furnish all labor, materials, equipment, and 
incidentals required and perform all operations in connection with the installation of 
tied concrete erosion control mats in accordance with the lines, grades, design and 
dimensions shown on the Contract Drawings and as specified herein. 

 
1.3 SUBMITTALS 

A. The Contractor shall submit to the Engineer all manufacturer's performance 
research results and calculations in support of the tied concrete block mat 
system. Calculations and shop drawings shall be provided by the 
manufacturer for the means and methods necessary to place the mats in 
accordance with PART 2.A and in accordance with the plans. The shop 
drawings shall indicate the size and location of mats and placement along with 
providing the details and how the mats are tied together and are to be moved. 
 

B. The Contractor shall furnish to the Engineer all manufacturers’ specifications, 
literature, shop drawings for the installation of the mats, and any 
recommendations, if applicable, that are specifically related to this project. 

PART 2 – PRODUCTS 
 
2.1 PROJECTS 

 
A. General Tied concrete block mats shall be manufactured, or field fabricated, 

from individual concrete blocks tied together with a high strength geogrid. 
 

Each block shall be tapered, beveled and interlocked. Each block shall 
incorporate interlocking surfaces or connections that prevent lateral 
displacement of the blocks within the mats when they are lifted for placement. 

 
B. Tied Concrete Block Mat 

 
1. Scope: This specification covers concrete blocks for erosion control 

mats used for stabilizing channels. 
 

2. Materials Cementitious Materials - Materials shall conform to the 
following applicable ASTM specifications: 
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a. Portland Cements: Specification C 150, for Portland Cement. 
b. Blended Cements: Specification C 595, for Blended Hydraulic 

Cements. 
c. Hydrated Lime Types: Specification C 207, for Hydrated Lime 

Types. 
d. Pozzolans: Specification C618, for Fly Ash and Raw or Calcined 

Natural Pozzolans for use in Portland Cement Concrete. 
 

Aggregates shall conform to the following ASTM specifications, except 
that grading requirements shall not necessarily apply:  

 
a .  Normal Weight: Specification C 33, for Concrete Aggregates. 

 
2. Physical Requirements Durability. The manufacturer shall satisfy the 

purchaser by proven field performance that the concrete units have 
adequate durability even if they are to be subjected to a freeze-thaw 
environment. 

 
TABLE 1. PHYSICAL REQUIREMENTS 

Compressive Strength Net Area Min. 
psi (mPa) 

Compressive Strength Net Area Min. 
ft3 (kg/m3) 

Avg. OF 3 Units Individual Unit Avg. OF 3 Units Individual Unit 
4,000 (27.6) 3,500 (24) 10 (160) 12 (192) 

 
3. Visual Inspection: All units shall be sound and free of defects that would 

interfere with the proper placing of the unit or impair the strength or 
permanence of the construction. Surface cracks incidental to the usual 
methods of manufacture, or surface chipping resulting from customary 
methods of handling in shipment and delivery, shall not be deemed 
grounds for rejection. 

 
4. Sampling and Testing: The purchaser or his authorized representative 

shall inspect the units upon delivery. Units missing more than 4 blocks 
per 80 square feet section shall be deemed grounds for rejection. 

 
5. The tied concrete block mats shall have one or more of the following 

nominal characteristics: Minimum open area of 10%.  
 

The tied concrete block mat shall exhibit resistance to mild 
concentrations of acids, alkalis, and solvents.  
 
Polypropylene Geogrid Revetment mat shall be constructed of high 
tenacity, low elongating, and continuous filament polypropylene fibers. 

 

Interlocking geogrid shall have the following physical characteristics:  
 
a. Mass/Unit Area: ASTM D-5261 7.0 oz/yd2 240 g/m2 

 
b. Aperture Size: Measured 1.6 x 1.6-inch 40 x 40 mm 
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c. Wide Width Tensile Strength: 

Machine Direction (MD) ASTM D-6637 2,055 lb/ft 30 kN/m 
Cross Machine Direction (CMD) ASTM D-6637 2,055 lb/ft 30 
kN/m  
 

d. Elongation at Break: ASTM D-6637 6% 6% 
 

e. Tensile Strength @ 2%: 
Machine Direction (MD) ASTM D-6637 822 lb/ft 12 kN/m 
Cross Machine Direction (CMD) ASTM D-6637 822 lb/ft 12 kN/m 
 

f. Tensile Strength @ 5%: 
Machine Direction (MD) A STM D-6637 1,640 lb/ft 24 kN/m 
Cross Machine Direction (CMD) ASTM D-6637 1,640 lb/ft 24 
kN/m  
 

g. Tensile Modulus @ 2%: 
Machine Direction (MD) ASTM D-6637 41,100 lb/ft 600 kN/m 
Cross Machine Direction (CMD) ASTM D-6637 41,100 lb/ft 600 
kN/m  
 

h. Tensile Modulus @ 5%: 
Machine Direction (MD) ASTM D-6637 32,900 lb/ft 480 kN/m 
Cross Machine Direction (CMD) ASTM D-6637 32,900 lb/ft 480 
kN/m 

NOTE: Polypropylene geogrid shall be determined by the 
manufacturer. 
 
Tied concrete block mats are packaged in rolls. These are packaged 
with high strength lifting straps for moving material into place with an 
excavator. 
 

PART 3 – CONSTRUCTION 
 
A. Prior to placing the tied concrete block mats, prepare the sub grade as detailed 

on the plans. All subgrade surfaces prepared for placement of mats shall be 
smooth and free of all rocks, stones, sticks, roots, other protrusions, or debris 
of any kind. 

 
B. The prepared surface shall provide a firm unyielding foundation for the mats 

with no sharp or abrupt changes or breaks in the grade. 
 
C. Apply seed directly to the prepared soil prior to installation of the Tied 

Concrete Block Mat. Use seed per project specifications. 
 
D. Install mats to the line and grade shown on the plans and according to the 

manufacturer’s installation guidelines. 
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E. The manufacturer will provide technical assistance during the slope 
preparation and installation of the tied concrete block mats as needed. 

 
F. Clean forms after each use and coat with form release agent as required 

ensuring separation from concrete without damage. 
 

PART 4 - MEASUREMENT/PAYMENT 
 
4.1 METHOD OF MEASUREMENT 
 

The completed work as described shall be measured and paid for at the contract unit 
price per square yard. 

 
4.2 BASIS OF PAYMENT 
 

Prices and payment for Tied Concrete Block Material will be full compensation for all 
work (including but not limited to labor, equipment, and materials) specified in this 
Section, including any preparation of the Subgrade not included in the work to be 
paid for under another Contract item, and all incidentals necessary to complete the 
work. 

 
END OF SECTION 03310 
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SECTION 03350 – PERVIOUS CONCRETE PAVING  

PART 1 - GENERAL 

1.1 SCOPE OF WORK 
 

The work to be completed under this contract includes the furnishing of all labor, 
materials and equipment necessary for the construction of the dual- use system in 
accordance with the plans and these specifications. 

 
1.2 REFERENCES 
 

A. Environmental Protection Agency (EPA) 
 
1. Green Infrastructure - Statement of Intent 

 
B. National Institute of Building Sciences (NIBS) 

 
1. Federal Green Construction Guide for Specifiers 

 
C. American Concrete Institute (ACI) 

 
1. ACI 305 "Hot Weather Concreting" 

 
2. ACI 306 "Cold Weather Concreting" 

 
3. ACI Flatwork Finisher Certification Program 

 
4. ACI Field Technician Certification Program 

 
D. American Society for Testing and Materials 

 
1. ASTM C33 "Specification for Concrete Aggregates" 

 
2. ASTM C94 "Specification for Ready-Mixed Concrete" 

 
3. ASTM C150 "Specification for Portland Cement" 

 
4. ASTM C494 "Specification for Chemical Admixtures for Concrete" 

 
5. ASTM C595 "Specification for Blended Hydraulic Cements" 

 
6. ASTM D3385 "Test Method for Infiltration Rate of Soils Using Double-

Ring Infiltrometer" 
 

E. National Ready Mixed Concrete Association (NRMCA) 
 

1. Pervious Concrete Contractor Certification Manual 
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1.3 QUALITY ASSURANCE 
 
Prior to the award of contract, the proposed contractor must submit evidence of having 
the appropriate tools, and experience, to accomplish the work. Experience will be 
based on at least one person, in charge of the crew, being NRMCA Certified as a 
Pervious Concrete "Craftsman", plus two crew members being Certified by the 
NRMCA as Pervious Concrete Technicians. 

 
1.4 SPECIAL EQUIPMENT 

 
A. Contractor must show evidence of having the specialized equipment required 

for the installation of Pervious Concrete Pavements. Pervious Concrete is 
finished and jointed using three classes of specialized rollers. These rollers 
consist of form-to-form, steel-pipe rollers which are 8-inches to 12-inches in 
diameter, and smaller cross-rollers, with tapered edges. A special flanged-roller 
is used to place control joints in the previous concrete before the pavement is 
covered to moist-cure. 
 

B. Project may require the use of vibratory screeds. These screeds must provide 
an adjustment for the frequency of vibration. 
 

C. Project may require the use of a power-sprayer with a "fogging-nozzle" 
attachment. 

 
1.5 SUBMITTALS 

 
A. All submittals shall be approved prior to construction. 

 
B. Plans shall be submitted to the County Engineer's Representative, by the 

Contractor indicating: 
 

1. Proposed Start Date, sequence of construction, and time of completion, 
for the scope of work. 
 

2. Proposed locations for all construction-joints, and control joints, in the 
pavement. 
 

3. Sections and Details showing depths, and types of materials, for all 
locations in the scope of work. 

 
C. A one-square-foot section of the proposed filter fabric shall be submitted to the 

County Engineer's Representative. Information regarding the properties of the 
material manufacturer, suggested method of placement and guarantees shall 
also be submitted with the fabric. 
 

D. A one-quarter-cubic-foot sample of the proposed washed, crushed-
stone/gravel-fill for the infiltration basin (pavement base) shall be submitted to 
the County Engineer's Representative. 
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E. A Mix-Design, showing the weights of all materials, for the proposed pervious 
concrete pavement shall be submitted to the County Engineer's 
Representative. It shall be the Contractor's responsibility to become familiar 
with the properties, and workability, of the proposed mix- design. 

 
F. Evidence of qualifications of the Contractor, as per the "Quality Assurance" 

section shall be submitted to the County Engineer's Representative. 
 
1.6 TEST PANELS 

 
A test panel shall be constructed by the Contractor and approved by the County 
Engineer's Representative. The test panel shall become the "standard" by which the 
Contractor's work is judged for completion of work and payment schedules. 

 
A. The test panel shall be constructed in accordance with the plans and 

specifications and shall be a minimum of 225 square-feet. Construction of the 
test panel shall be accomplished by the same crew, equipment and 
materials as submitted for approval. The depth of all materials shall be the 
same as shown on the plans. 
 

B. The cost of constructing, and removing (if necessary), the test panel shall be 
included in the contract bid. 

 
PART 2 - MATERIALS 
 
2.1 Filter Fabric: The filter fabric shall be a non-woven geotextile fabric suitable for the 

application and installed as per the manufacturer's directions. 
 

2.2 Infiltration Basin Gravel-Fill: The Infiltration Basin shall be filled with clean (washed) 
gravel or crushed stone. The stone material shall be a single-size and have a 
diameter of from 3/4-inch to 2-inches and shall comply with ASTM C33. The total 
depth of the gravel-fill shall be indicated on the plans. 

 
2.3 Pervious Concrete: The permeable pavement section shall consist of portland- 

cement based pervious concrete. Pervious concrete has no ACI or ASTM 
Specifications. It is therefore recommended that the guidelines for Ready-Mixed 
Concrete, ASTM C94, be used as a general guideline for the manufacturing and 
delivery of the pervious concrete. It is the responsibility of the Contractor to work with 
the local Ready-Mix suppliers to finalize a mix-design that will be acceptable for this 
project. If the mix-design is new to the local supplier, then at least three trial- batches 
shall be made before the decision is made to use that mix design. Both the Contractor, 
and the Supplier, must agree on the mix design before it is submitted to the County 
Engineer's Representative. 

 
PART 3 – EXECUTION 

 
3.1  Subgrade: The subgrade is defined as the native soil, or finished grade, of any cut-and-

fill operation that may be required to bring the soil elevation to proper grade. The top 
of subgrade is also the bottom of the clean gravel. The final grade of the top of 
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subgrade shall be flat (no slope), and at the proper elevation to allow for the thickness 
of the layer of gravel and the pervious concrete pavement. Final compaction of 
the subgrade shall take into effect the type of soil and permeability requirements, and 
requirements for pavement support. Compaction should be uniform, and not 
greater than 95% 
 

3.2 Filter Fabric: The filter fabric shall be placed on top of the final grade by the Contractor 
following the Manufacturer's directions. 

 
3.3 Infiltration Basin Gravel-Fill: The placement of the gravel should be done to minimize 

destruction of the filter fabric, and over-compaction of the subgrade. Compaction of 
the gravel is unnecessary. 

 
3.4 Pervious Concrete: The Pervious Concrete, including any formwork requirements, 

placement, jointing and curing, shall be done in accordance with the NRMCA 
"Pervious Concrete Contractor Certification" guidelines. It is the responsibility of the 
Contractor to become familiar with the NRMCA document to gain the knowledge 
required to properly place and finish pervious concrete pavements. The inclusion of 
the requirements, as set forth in the NRMCA document, becomes an integral part of 
these specifications. 

 
3.5 Testing: The testing requirements for pervious concrete are generally for permeability 

and durability. Testing of the fresh pervious concrete is a visual test. The Contractor 
must have the basic knowledge of what constitutes a proper mix by a visual inspection 
when the material arrives on the jobsite. Traditional tests for fresh concrete, such as 
slump and air content, and making cylinders & beams for strength tests are not 
required for pervious concrete. 

 
3.6 Maintenance: Maintenance of the paving during construction is the Contractor’s 

responsibility. The pervious concrete pavement should be checked periodically for 
buildup of trash and debris. Trash and debris should be removed from the pavement 
by hard-vacuum systems as required. The pavement should be pressure-washed with 
the residue being removed by wet-vacuuming within seven (7) days of requesting final 
acceptance by the County Engineer.  

 
END OF SECTION 03350 
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SECTION 04000 - TRAFFIC CONTROL SIGNS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and General Provisions of the Contract, including General and 
Supplementary Conditions and other Specifications Sections, apply to 
work of this section. 

B. Unless otherwise specified on the work orders, plan sheets, or in other 
sections of this contract, all materials and work shall conform to the 
applicable requirements in the following document: 

1. USDOT, Federal Highway Administration, Manual on Uniform Traffic
Control Devices for Streets and Highways, Latest Edition.

2. USDOT, Federal Highway Administration, Standard Alphabets
for Highway Signs and Pavement Markings, Latest Edition.

3. Florida Department of Transportation, Design Standards for Design,
Construction, Maintenance and Utility Operations on the State
Highway System, Latest Edition.

4. Florida Department of Transportation, Standard Specifications for
Road and Bridge Construction, section 700, Latest Edition.

1.2 DESCRIPTION OF WORK 

The work under this section includes the fabrication and installation of standard 
and special traffic control signs (warning, regulatory, and guide).  The Contractor 
shall furnish all labor, materials, tools, supplies, equipment, and machinery 
necessary to fully complete the work shown in the plans and in these 
specifications. 

PART 2 - PRODUCTS 

2.1 MATERIALS 

All materials shall be new and of good quality unless otherwise specified.  The 
Contractor, at his own expense and if requested by the County, shall furnish 
samples of material and/or shall certify that the material meets all FDOT 
requirements.  All material or work that has been rejected shall be remedied by 
the Contractor at his own expense and w ithout delay.  I f the Contractor fails to 
promptly remove and/or dispose of rejected material and replace the same, the 
County may remove and replace the same and deduct the cost of the work from 
the contract amount. 
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If the Contractor chooses to use material other than specified herein, a sample 
of the material with supporting manufacturer's literature and specifications must 
be submitted to the County for prior approval. 

PART 3 - EXECUTION 

3.1 UTILITY SPOTS 

All street name signs shall be fabricated and installed in accordance with t he 
plans and related documents. Contractor shall contact Sunshine State One Call 
of Florida (811 or 800-432-4770) at least 48 hours prior to digging or driving 
posts. 

3.2 SIGN INSTALLATION 

A. Signs shall be placed at the locations illustrated and/or specified in the
plans or related documents.  The soil around the post shall be solidly 
tamped so that the sign will stand vertically.  

B. If a sign cannot be placed where indicated due to a conflict, the Contractor 
shall immediately notify the County for an alternate location. 

C. The date when each sign is installed shall be marked in permanent 
ink on the rear side of each sign. 

PART 4 - MEASUREMENT/PAYMENT 

4.1 METHOD OF MEASUREMENT 

The quantity to be paid for will be plan quantity, unless otherwise provided. 

4.2 BASIS OF PAYMENT 

Price and pay ment will constitute full compensation for al l work specified in this 
section.  P ayment for all i tems relating to traffic control signs will be i ncluded in 
the lump sum Maintenance of Traffic pay item. 

END OF SECTION 04000 
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SECTION 04020 - POST MOUNTED STREET NAME SIGNS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and General Provisions of the Contract, including General and 
Supplementary Conditions and other Specifications Sections, apply to work 
of this section. 

B. Unless otherwise specified on the plan sheets or in other sections of this 
contract, all materials and work shall conform to the applicable 
requirements in the following document: 

1. USDOT, Federal Highway Administration Manual on Uniform Traffic
Control Devices for Streets and Highways, Latest Edition.

2. USDOT, Federal Highway Administration Standard Alphabets
for Highway Signs and Pavement Markings, Latest Edition.

3. Florida Department of  Transportation, Standard Specifications for
Road and Bridge Construction, Section 700, Latest Edition. 

4. FDOT Design Standards for design, Construction, Maintenance, and
utility operations on the State Highway System, Latest Edition. 

5. Escambia County Standard Details for Street Name Signs, Latest
Edition.

1.2 DESCRIPTION OF WORK 

The work under this section includes the fabrication and installation of post 
mounted street name signs as shown or noted on pl ans.  The Contractor shall 
furnish all labor, materials, tools, supplies, equipment, and machinery necessary 
t o f ully complete the work shown in the work order and in these specifications. 

PART 2 - PRODUCTS 

2.1  MATERIALS 

All materials shall be new and of good quality unless otherwise specified.  The 
Contractor, at his own expense, shall, if requested by the County, furnish 
samples of material and/or shall certify that the material meets all FDOT 
requirements.  All material or work that has been rejected shall be remedied by 
the Contractor at his own expense and without delay.  If the Contractor fails to 
promptly remove and/or dispose of rejected material and replace the same, the 
County may remove and replace the same and deduct the cost of the work from 
the contract amount. 
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If the Contractor chooses to use material other than specified herein, a sample 
of the material with supporting manufacturer's literature and specifications must 
be submitted to the County Contract Administrator for prior approval.  

Sign-blades reflective sheeting and pos ts shall conform to the details for s treet 
name signs.  

PART 3 - EXECUTION 

3.1 UTILITY SPOTS 

All street name signs shall be fabricated and installed in accordance with the 
plans and related documents. Contractor shall contact Sunshine State One Call of 
Florida (811 or 800-432-4770) at least 48 hours prior to digging or driving posts. 

3.2  SIGN LAYOUT AND LEGEND 

Letter shape and width of stroke shall comply with FHWA & MUTCD standards.  
For street name signs, lettering, border and blade dimensions shall be 
consistent with the County’s standard detail for street name signs.

3.3 SIGN INSTALLATION 

A. Signs shall be placed at the typical locations shown in the plans. The soil 
around the post shall be solidly tamped so that the sign will stand vertically.

B. If a sign cannot be placed where indicated due to a conflict, the Contractor 
shall immediately notify the County for an alternate location. 

C. The Contractor shall submit a Fabricate, Install, and Removal Daily 
Report Sheet (Exhibit D) of each sign installation placed for inspection by 
the County.  Contractor shall repair or replace signs deemed 
unacceptable by the County, at no expense to the County. 

3.4 REMOVAL OF SIGNS AND MARKERS 

A. Existing metal street name signs and painted concrete street name 
markers specified for removal shall be removed from the site, delivered, 
and unloaded, as directed by the County. 

B. Holes created by the removal of the signs and markers shall be filled with 
clean s oil, w hich shall be firmly hand tamped t o match t he level of the 
surrounding ground. 

PART 4 – MEASUREMENT/PAYMENT 

4.1 METHOD OF MEASUREMENT 
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The quantities to be paid for will be: 

1. The num ber and type of street name sign assemblies plus the 
number and type of auxiliary signs of each designated class 
complete.

2. The number of existing metal street name signs and concrete 
markers removed, relocated, modified, and placed on specified 
supports, of each designated class of assembly complete.

3. The number of each existing sign panel removed, complete.

4.2 BASIS OF PAYMENT 

Price and payment will be f ull compensation for furnishing and i nstallation of all 
materials necessary to complete the signs in accordance with the details shown 
in the plans; including sign panels complete with sheeting, painting, and 
message; sign posts and supports, footings, excavation, etc.; and all other work 
specified in this Section, including all incidentals necessary for the complete 
item. 

END OF SECTION 04020 
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SECTION 04030 – SPAN MOUNTED STREET NAME SIGNS 

PART 1 – GENERAL 

1.1  RELATED DOCUMENTS 

A. Drawings and General Provisions of the Contract, including General and 
Supplementary Conditions and other Specifications Sections, apply to 
work of this section. 

B. Unless otherwise specified on t he plan sheets or in other sections of this 
contract, all materials and work shall conform to the applicable 
requirements in the following document. 

1. USDOT, Federal Highway Administration Manual on Uniform Traffic
Control Devices for Streets and Highways, Latest Edition.

2. USDOT, Federal Highway Administration Standard Alphabets for 
Highway Signs and Pavement Markings, Latest Edition.

3. Florida Department of Transportation, Standard Specifications for
Road and Bridge Construction, Section 700, Latest Edition. 

4. FDOT Design Standards for Design, Construction, Maintenance,
and Utility Operations on the State Highway System, Latest Edition.

1.2  DESCRIPTION OF WORK 

The work under this section includes the fabrication of span mounted signs.  The 
Contractor shall furnish all labor, materials, tools, supplies, equipment, and 
machinery necessary to fully complete the work shown in the work order and in 
these specifications. 

PART 2 – PRODUCTS 

2.1 MATERIALS 

All materials shall be new and of good quality unless otherwise specified.  The 
Contractor, at his own expense and if requested by the County Contract, shall 
furnish samples of material and/or shall certify that the material meets all FDOT 
requirements except as defined herein.  All material or work that has been 
rejected shall be remedied by t he C ontractor at his own ex pense and without 
delay.  If the Contractor fails to promptly remove and/or dispose of rejected 
material, the County may remove and r eplace the same and deduct the cost of 
the work from the contract amount. 
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If the Contractor chooses to use material other than specified herein, a sample 
of the material with supporting manufacturer’s literature and specifications must 
be submitted to the County for prior approval.  

2.2 SIGN BLADES 

1. 0.125 gauge, 5052-H38 domestic aluminum alloy, 18” in height by
various lengths.

2. 0.50’ radius rounded corners free of sharp edges.

3. Color and corrosion resistance per Alodine 1200 F treatment or 
approved equivalent.

2.3 SIGN FACING 

The sign facing and legend may be fabricated by any of the following methods 
and materials: 

A. Green retro-reflectivity ink silk-screened onto white Diamond grade 
material. 

B. Green electronic cuttable prismatic sheeting film over white Diamond 
grade material. 

PART 3 – EXECUTION 

3.1 GENERAL 

All street name signs shall be fabricated in accordance with the plans and related 
documents. 

3.2 SIGN LAYOUT & LEGEND 

Letter shape and width of stroke shall comply with FHWA & MUTCD standards 
except as modified below for street names: 

A. SIGN LAYOUT 

1. Left and right margins shall be at least 2 inches.

2. Border width shall be 1” with 2” radius at all corners.

3. Arrows shall be 4” in height and 8” in length and placed 2” above 
the lower border.

4. Prefixes and suffixes shall be placed 3” below the upper border.
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5. Sign lengths shall be in 6” increments as determined by the legend.
Minimum length shall be 48 inches.

B. LETTERS 

1. Letters shall be FHWA Series “C”, upper and lower case. However,
Clearview font should be available upon request.

2. Street Names:  Initial letters shall be 12” upper case and 
subsequent letters shall be 9” lower case.  Names shall be centered 
between the upper and lower borders.

3. Prefixes and suffixes:  Initial letters shall be 4” upper case and 
subsequent letters shall be 3” lower case.

4. Suffixes “nd”,"rd”. “st”, and “th” associated with numbered street 
names shall be 4” in height and positioned in the upper portion of 
the primary street name field.

3.3 SIGN INSTALLATION 

A. Signs shall be placed at the typical locations shown in the plans. 

B. If a sign cannot be placed where indicated on the plans due to a conflict, 
the Contractor shall immediately notify the County for an alternate 
location. 

3.4 REMOVAL OF SIGNS 

Existing metal street name signs specified for removal shall be removed 
from the site, delivered, and unloaded, as directed by the Engineer. 

PART 4 – MEASUREMENT/PAYMENT 

4.1 METHOD OF MEASUREMENT 

The quantities to be paid for will be the number of square- feet of overhead signs 
span wire mounted, complete. 

4.2 BASIS OF PAYMENT 

Price and pay ment will be f ull compensation for furnishing and i nstallation of all 
materials necessary to complete the signs in accordance with the details shown 
in the plans; including sign panels complete with sheeting, painting, and 
message; and all other work specified in this Section, including all incidentals 
necessary for the complete item.  

END OF SECTION 04030 
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SECTION 04040 – PAVEMNET MARKINGS  

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 
 

A. Drawings and General Provisions of the Contract, including General and 
Supplementary Conditions and other Specifications Sections, apply to work 
of this section. 

 
B. Unless otherwise specified on the plan sheets or in other sections of this 

contract, all materials and work shall conform to the applicable requirements 
in the following documents: 

 
1. Florida Department of Transportation Roadway and Traffic Standard 

Plans, Indices 706-001 to 711-003, Latest Edition. 
 

2. Florida Department of Transportation Standard Specifications for 
Road and Bridge Construction, Sections 701, 705, 706, 710, 711, 970, 
971, and 993, Latest Edition. 
 

3. USDOT, Federal Highway Administration Manual on Uniform Traffic 
Control Devices for Streets and Highways, Latest Edition. 

 
1.2 DESCRIPTION OF WORK 

 
The work under this section includes the installation and removal of temporary and 
permanent pavement markings, textured pavement, reflective markers, galvanized 
posts, flex posts, delineators, wheel stops, and audible and vibratory pavement 
markings.  The Contractor shall furnish all labor, materials, tools, supplies, 
equipment, and machinery necessary to fully complete the work shown in the plans 
and in these specifications.  Pavement marking notes on plan sheets shall take 
precedence over and modify conflicting Technical Specifications. 
 

PART 2 – PRODUCTS 

2.1  MATERIALS 

All materials shall be new and of good quality unless otherwise specified. The 
Contractor, at his own expense and if requested by the County, shall furnish samples 
of material and/or shall certify that the material meets all FDOT requirements.  All 
material or work that has been rejected shall be remedied by the Contractor at his 
own expense and without delay.  If the Contractor fails to promptly remove and/or 
dispose of rejected material and replace the same, the County may remove and 
replace the same and deduct the cost of the work from the contract amount. 

 
2.2 PAINTED PAVEMENT MARKINGS 
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Materials for painted pavement markings shall meet all requirements of FDOT 
Standard Specification, Section 710. 

 
2.3 THERMOPLASTIC PAVEMENT MARKINGS 

 
Materials for thermoplastic pavement markings shall meet all requirements of FDOT 
Standard Specification, Section 711. 
 

2.4 RAISED PAVEMENT MARKERS AND BITUMINOUS ADHESIVE 
 
Materials for raised pavement markers (RPMS) and adhesive shall meet all 
requirements of FDOT Standard Specification, Section 706. 
 

2.5 OBJECT MARKERS AND DELINEATORS 
 
Materials for object markers shall meet all requirements of FDOT Standard 
Specification, Section 705. 
 

2.6 PROFILED THERMOPLASTIC PAVEMENT MARKINGS 
 
Materials for profiled thermoplastic pavement markings (materials with raised 
thermoplastic bumps creating a raised profile marking) shall meet all requirements 
of FDOT Standard Specification, Section 701. 
 

 
PART 3 – EXECUTION 
 
3.1 GENERAL 
 
 All pavement markings shall be applied in accordance with FDOT requirements. 
 
3.2 PAINTED PAVEMENT MARKINGS 
 

Painted pavement markings shall be installed at the end of each day on new 
pavement surfaces and shall be maintained until permanent markings are installed. 

 
3.1 PERMANENT PAVEMENT MARKINGS 
 

Permanent pavement markings, including painted stripes, thermoplastic stripes, and 
reflective pavement markers, shall be installed as shown in the plans. Materials and 
installation shall conform to applicable standards in the documents referenced in 
Section 1.1. Installation of permanent markings on all final asphaltic concrete 
surfaces shall not be accomplished prior to 14 calendar days, nor later than 30 
calendar days, after placement of the final surfaces. 

 
3.2 RETROREFLECTIVITY 

 
The Contractor shall, within thirty days of completion, furnish retro-reflectivity 
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readings certifying the materials meet all FDOT requirements as per Part I, 1.1.B.2, 
Sections 710 and 711. 

 
PART 4 – MEASUREMENT/PAYMENT 
 
4.1 METHOD OF MEASUREMENT 
 

The engineer or project manager may specify a lump sum or measurement of 
quantities. 

 
 The quantities to be paid for under this Section will be the length in feet or gross mile 

of Skip Traffic Stripes, the length in feet or gross mile of Solid Traffic Stripes, the 
number of directional arrows and pavement messages, painted, the area in square 
feet or of Reflective Paint (Island Nose), and the area in square feet or the length in 
feet to Remove Existing Markings. Measurement will be taken as the distance from 
the beginning of the first painted stripe to the end of the last painted stripe with proper 
deductions made for unpainted intervals will not be included in pay quantity. 

 
4.2 BASIS OF PAYMENT 
 

Prices and payment will be full compensation for all work specified in this Section, 
including, all cleaning and preparing of surfaces, furnishing all materials, application, 
curing and protection of all items, protection of traffic, furnishing of all tools, machines 
and equipment, and all incidentals necessary to complete the work.  Final payment 
will be withheld until all deficiencies are corrected. 

 
END OF SECTION - 04040 
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SECTION 04060 - MAINTENANCE OF TRAFFIC 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of  t he Contract, i ncluding G eneral and 
Supplementary Conditions and other Specifications Sections, apply to work 
of this section. 

B. Unless otherwise specified on t he plan sheets or in other sections of the 
specifications, all materials and work shall conform to the applicable 
requirements in the following documents: 

1. Florida Department of Transportation Design Standards, Latest
Edition.

2. Florida Department of Transportation Standard Specifications for
Road and Bridge Construction, Section 102, Latest Edition.

3. USDOT, Federal Highway Administration Manual on Uniform Traffic
Control Devices for Streets and Highways, Latest Edition, Part 6 
Temporary Traffic Controls. 

4. FDOT Minimum Specifications for Traffic control and Devices, Latest
Edition.  

1.2 SUMMARY OF WORK 

The work under this section includes the maintenance of traffic within the limits of 
the project for the duration of construction. 

PART 2 – PRODUCTS - Not Used. 

PART 3 - EXECUTION 

3.1 RESPONSIBILITIES OF CONTRACTOR 

A. Control and maintain traffic and provide for the safety of the work area in 
accordance with Maintenance of Traffic (MOT) Plan included in the 
contract documents. Contractor shall comply with all aspects of said plan. 
Conduct operations in a manner that will not interrupt pedestrian and 
vehicle traffic except as approved by the County Engineer/Traffic Division.  
Confine the work area to the smallest area practical to allow the 
maximum use of the street and sidewalk and to reduce any hazard to 
vehicles and pedestrians to a minimum. 

B. Maintain access to properties that adjoin the work.  Contact property owners 
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and assure that access is coordinated prior to commencing work that may 
block access.   

C. Furnish all labor, materials, tools, supplies, equipment, and machinery 
needed to fully comply with the specifications described on the plan 
sheets and in this Section.  At all times, the Contractor shall use workers 
and traffic control devices necessary to comply with all applicable 
provisions contained in the reference documents listed in Section 1.1. 

D. The Contractor shall notify the agencies and media listed below in writing, 
48 hours in advance, of any work within the road right-of-way that may 
interfere with vehicle and/or pedestrian traffic. 

1. WCOA Radio – Tel: 478-6011; Fax: 478-3971

2. Pensacola News Journal Tel: 435-8500; Fax: 435-8633;
Email: news@pensacolanewsjournal.com

3. Escambia County Emergency Management Tel: 471-6315;
Fax: 471-6322; Email: bob_boschen@co.escambia.fl.us

4. Escambia County Engineering Tel: 595-3440

5. Escambia County Sheriff Tel: 436-9630; Fax: 436-9128;
Email: traffic@escambiaso.com

6. Florida Highway Patrol Tel: 484-5000; Fax: 393-3405;
Email: stevepreston@flhsmv.gov

7. Escambia County School District Tel: 469-5591; Fax: 469-5661;
Email: transportation@escambia.k12.fl.us and
           rdoss@escambia.k12.fl.us

8. Escambia County Administration Tel:  595-4900; Fax: 595-4908;
Email: Cheryl_Lively@co.escambia.fl.us

9. Escambia County Area Transit Tel: 595-3228; Fax: 595-3222;
Email: Ted_Woolcock@co.escambia.fl.us

3.2 PENALTIES AND SUSPENSION OF WORK 

The County may verbally direct t he Contractor t o immediately suspend work if 
appearance of violation of safety regulations is found.  In such an event, 
Contractor shall immediately stop work and secure any potential hazards from 
the public until the potential violation is confirmed and/or corrected to satisfaction 
of the County.  Law enforcement officers may be called to assist the County in 
suspending work if the Contractor is not responsive.  Suspension of work for  
violation of safety regulations shall not be grounds for a contract time extension
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 or additional payment. 

PART 4 - MEASUREMENT/PAYMENT 

4.1  METHOD OF MEASUREMENT 

A. Maintenance of Traffic:  Where the plans require the use of trucks and truck 
mounted impact attenuators, these items will not be paid for separately 
but shall be included in the cost of Maintenance of Traffic.  O nly use 
those attenuators that have been tested by a facility approved by the 
Engineer and certified as meeting the requirements as specified in 
NCHRP 350 and that have been properly maintained.   

B. Law Enforcement Services:  The quantity to be paid for will be at the 
Contract unit price per hour for the actual number of officers on the 
project site.  Payment will be made only for those off-duty law 
enforcement officers specified in the MOT and authorized by the County. 

C. When the plans show more than one detour facility is included in the 
proposal, payment will be made under Maintenance of Traffic. 

D. Materials for Driveway Maintenance:  The quantity to be paid for will be, 
in square yards, of all materials authorized by the County, acceptably 
placed and maintained for driveway maintenance.  The quantity will be 
determined by in place measurement.  

4.2 BASIS OF PAYMENT 

A. MAINTENANCE OF TRAFFIC (GENERAL WORK):  Price and payment 
will be f ull compensation f or all work and c osts specified under this 
Section except as may be specifically covered for payment under other 
items. 

B. LAW E NFORECEMENT:  Prices and payment will be considered full 
compensation for the services of the off-duty law enforcement officer, 
including a marked law enforcement vehicle and all other direct and 
indirect costs. 

C. SPECIAL DETOURS:  Price and payment will be full compensation for 
providing all detour facilities shown on t he plans and al l costs incurred in 
carrying our all requirements of this Section for general maintenance of 
traffic within the limits of the detour, as shown on the plans. 

END OF SECTION 04060 
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SECTION 04090 – CONSTRUCTION OF TRAFFIC SIGNALS 

PART 1 – GENERAL 

1.1 RELATED DOCUMENTS 

A. Unless otherwise specified by the County, or in other sections of this 
specification, all work shall conform with the applicable requirements in 
the following documents: 

1. Florida Department of Transportation, Design Standards for 
Design, Construction, Maintenance and Utility Operations on the 
State Highway System, Latest Edition.

2. FDOT, Standard Specifications for Road and Bridge Construction,
Latest Edition.

3. FDOT, Minimum Specifications for Traffic Control Signals and
Devices, Latest Edition.

4. United States Department of Transportation (USDOT), Federal 
Highway Administration, Manual on Uniform Traffic Control Devices 
for Streets and Highways, Millennium Edition.

5. National Electric Code, including latest revisions.

1.2 DESCRIPTION OF WORK 

The work under t his section involves the i nstallation and modification of t raffic 
signal equipment.  Work will be initiated t hrough t he i ssuance o f Work Orders 
that will identify a specific scope and location. 

PART 2 - PRODUCTS 

2.1 CONTRACTOR-FURNISHED PARTS AND EQUIPMENT 

A.  The Contractor shall furnish all transportation, plant, labor, materials, 
safety signs, supplies, equipment, and other facilities and things 
necessary to fully complete the work described in this specification. 

B.  The requirements and procedure described in Sections 603-2, 603-3, 603- 
5, 603-6, 603-7, and 603-8 of the FDOT Standard Specifications for Road 
and Bridge Construction, Latest Edition shall apply. 
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2.2 COUNTY-FURNISHED EQUIPMENT INSTALLED BY CONTRACTOR 

Where the plans include installation of County-furnished equipment, the County 
will turn over such equipment to the Contractor when the construction progress 
allows or as designated in the plans.  The County will bear the costs of 
correcting any defects in t he equipment found by the Contractor.  The  
Contractor will maintain the equipment in proper operational condition after pick-
up at no cost to the County until either final acceptance or the equipment is  
returned to the County. 

2.3 REMOVED PARTS AND EQUIPMENT 

A.  Equipment that is removed and s uitable for reuse shall be delivered to the 
County as i ndicated on t he c onstruction pl ans.  Such equipment shall be 
tagged as to the location from which it was removed. 

B.  Parts and equipment that are removed and not suitable for reuse, but have 
salvage value, shall be delivered to the Road Department facility, 601 North 
Hwy 297A, Cantonment. 

C.  Parts and equipment that are removed, not suitable for reuse, and without 
salvage value, shall be properly disposed by the Contractor, at his expense. 

PART 3 - EXECUTION 

3.1 QUALIFICATIONS 

A. The Contractor shall have a sufficient amount of prior satisfactory 
experience in the construction of all traffic signal components including 
closed-loop systems and video detection systems. 

B. All persons operating and maintaining signal equipment shall be fully 
trained and qualified.  The Contractor shall have all work performed under 
the direct, on-site, supervision of a person certified at the “Traffic Signal, 
Level II” level, or higher, by the International Municipal Signal Association 
(I.M.S.A.).  The Contractor shall furnish a copy of the certificate issued by 
the I.M.S.A. for each technician to the Contract Manager before execution 
of the contract. 

3.2 OPERATIONS 

A. The Contractor shall replace entire sidewalk slabs and dr iveway slabs, at 
the Contractor’s expense, if they are damaged. 

B.  All public land corners and monuments encountered shall be protected by 
the Contractor.  Corners and monuments which conflict with the work and 
in danger of disturbance shall be properly referenced by a Florida 
registered surveyor prior to beg inning work at the site.  The C ontractor 
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shall assume all costs associated with restoration of corners and 
monuments. 

C. The Contractor shall coordinate and perform service transfers and 
adjustments with Gulf Power Company. 

D. The Contractor shall remove all surplus materials from the right-of-way 
within 24 hours. 

3.3 REPORTS 

A.  The Contractor shall test each new ground rod and ground rod assembly 
in accordance with FDOT standards.  Record test results and certify 
accuracy on a Traffic Signal Resistance Data Sheet ( re: Appendix “ A”). 
Furnish the original certified data sheet to the Contract Manager. 

B.   Contractor shall test each new loop assembly in accordance with FDOT 
standards.  Record test results and certify accuracy on a Traffic Signal 
Resistance Data Sheet ( re: Appendix “ A”).  Furnish t he original certified 
data sheet to the Contract Manager. 

3.4 COMPLETION TIME 

The C ontractor shall complete work according to the schedule specified in the 
Work Order.  Typically, completion time will be specified according to the 
representative schedule provided below. 

A. Construct school zone flashing beacon assembly (pedestal-mount):  
complete within 60 days. 

B. Construct new multi-phase traffic signal:  Order equipment from vendors 
within 10 business days from date of Work Order.  Complete installation 
within 30 days upon receipt of all equipment from vendors. 

C. Install signal head and/or cable to create a left-turn phase: complete within 
30 days. 

D. Install new controller assembly:  Order equipment from vendor within 5 
business days from date of Work Order.  Complete installation within 30 
days upon receipt from vendor. 

E. Install pedestrian detector station with or without signals: complete 
within 30 days. 

F. Install new loop assembly:  complete within 10 business days.  
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3.5 INSPECTION AND ACCEPTANCE OF WORK 

Acceptance procedures described in Sections 611-2, 611-3, and 611-4 of the 
FDOT Standard Specifications for Road and Bridge Construction, Latest 
Edition, shall apply unless otherwise specified in the Work Order. 

PART 4 - MEASUREMENT/PAYMENT 

4.1  METHOD OF MEASUREMENT 

Measurement and payment of all items will be made in accordance with the 
current Construction and Response Maintenance Contract on file with the 
Escambia County Office of Purchasing.  

END OF SECTION 04090 
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Appendix “A” 

TRAFFIC SIGNAL RESISTANCE MEASUREMENTS DATA SHEET  

Intersection: _________________________________ 

  LOOP ASSEMBLY RESISTANCE    GROUND ROD RESISTANCE

Loop Location/No.  Series Resistance       Insulation Resistance  Rod Location 
Resistance 

1 1 

2 2 

3 3 

4 4 

5 5 

6 6 

7 7 

8 8 

9 9 

10 10 

11 11 

12 12 

Signature of Contractor’s Representative Date 
IMSA Level II-Certified Technician 
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SAND-CLAY BASE (FOR LOCAL AGENCY USE – FDOT ARCHIVE 
SPECIFICATION). 
(REV 1-1-00) (1-13) 

SECTION 240 
SAND-CLAY BASE 

240-1 Description. 
 Construct a base course composed of naturally or artificially mixed sand and clay. 

240-2 Materials. 
 240-2.1 General: Meet the sand-clay material requirements as specified in Section 912. 
Before using any base course material, first have it tested by the Department's laboratory, then 
obtain the Engineer's approval. 

240-2.2 Source of Materials: 
  240-2.2.1 Contractor's Option: The Department will generally furnish the areas 
for obtaining the sand-clay base material. The Contractor may either use such areas or provide 
other areas of his own choosing. The Contractor must absorb any increase in hauling or other 
costs for Contractor furnished material. If the Contractor elects to use the sand-clay base option, 
the Contractor shall furnish material from areas he provides. 
  240-2.2.2 Use of Department-Furnished Areas: The Department will not charge 
the Contractor for using Department-furnished pits. However, the Contractor shall provide and 
maintain all necessary roads for hauling material over the shortest practical route, as determined 
by the Engineer, to the points where the Contractor is using it. The Department will obtain any 
necessary property easements for haul roads from pits that it furnishes. 
 240-2.3 Excavation of Material Pits: Neatly excavate the material from the pits in 
accordance with the stakes set by the Engineer, and do not remove any material until the 
Engineer has set the stakes. Where the bottom is above the normal water table, shape it to a 
regular grade to prevent ponding of water. 
 240-2.4 Materials from Separate Sources: The Contractor may furnish areas consisting 
of a single source, containing material meeting the specified requirements (with proper 
manipulation of the various strata), or consisting of separate sources, requiring the mixing of the 
separate materials be mixed as directed by the Engineer or as shown in the plans. 
 240-2.5 Blending Materials: To obtain the required sand-clay blend when using material 
obtained from stratified pits for which blending in the pit is necessary, use a power shovel or 
front-end loader capable of raking the entire face of the cut with the dipper in the open position. 
Do not use draglines for such blending. 

240-3 Equipment. 
 240-3.1 Graders: Provide blade graders of the rubber-tired, self-propelled type, of 
sufficient size and weight to accomplish the desired results. 
 240-3.2 Rollers: Provide pneumatic-tired rollers which have a double row of wheels 
equipped with rubber tires so spaced that the tires on the front and rear rows together will cover 
the entire area over which the roller travels. 
 240-3.3 Forms: The Engineer will not require forms for this work. 



2 

240-4 Placing and Mixing Materials. 
 240-4.1 Number of Courses: When the specified compacted thickness of the base is 
greater than 8 inches [200 mm], construct the base in two or more courses. 
  When the specified compacted thickness of the base is 8 inches [200 mm] or less, 
the Contractor may construct the base in one course if demonstrated that satisfactory mixture of 
materials, proper moisture content, and required density can be achieved. Otherwise, construct 
the base in two or more courses. 

240-4.2 Single-Course Base: 
  240-4.2.1 General: For one course construction, place and mix the base course 
materials as provided hereinafter for either Case 1 or Case 2. 
  240-4.2.2 Case 1: This case covers the use of base course material consisting of 
natural sand-clay with which the mixing-in of additional sand or clay is not necessary. The 
Contractor may dump the material directly on the subgrade, and uniformly distribute it by 
approved methods. The Engineer will designate the loose thickness. Continuously check the 
thickness to ensure that the finished base will have the thickness and shape required by the 
typical section. Thoroughly mix the base course for its full width and depth as shown in the 
plans. After mixing, shape the material to the required grade and cross-section. 
  240-4.2.3 Case 2: This case covers the use of base course material consisting of a 
mixture of two materials, both of which are to be hauled in. Spread the material in successive 
layers on the road, and mix it in place. The Engineer will determine the order in which to spread 
the two materials, as well as the depth of layers of each material. Dump and spread each 
material, mix the two materials, and shape the base as specified for Case 1. 
 240-4.3 Multiple-Course Base: Where constructing the base in two or more courses, 
make the component courses approximately equal in thickness. Place and mix each course as 
provided above for either Case 1 or Case 2, except that in the operation of mixing a second or 
third course, operate the equipment so as to penetrate and break up the top 1 inch [25 mm] of the 
underlying course. 

240-5 Compacting and Finishing Base. 
240-5.1 General: 

  240-5.1.1 Single-Course Base: Construct as specified in 200-6.1.1. 
  240-5.1.2 Multiple-Course Base: Construct as specified in 200-6.1.2. 
 240-5.2 Moisture Content: Meet the requirements of 200-6.2. 
 240-5.3 Density Requirement: Meet the requirements of 200-6.3. 
 240-5.4 Density Tests: Meet the requirements of 200-6.4. 

240-6 Testing Surface. 
 Test the surface in accordance with the requirements of 200-7. 

240-7 Thickness of Base. 
 Meet the requirements of 285-6 and 285-7. 

240-8 Priming, Maintaining, and Opening to Traffic. 
 240-8.1 Priming: Meet the requirements of 200-8.1. 
 240-8.2 Maintaining: Meet the requirements of 200-8.2. 
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 240-8.3 Opening to Traffic: Distribute traffic so as to properly cure the entire area of 
base. After applying the prime coat, allow the base to further cure for a period of at least seven 
days before laying the wearing surface, unless otherwise directed in writing by the Engineer. 

240-9 Method of Measurement. 
 The quantity to be paid for will be the plan quantity, in square yards [square meters], 
completed and accepted. 

240-10 Basis of Payment. 
 Price and payment will be full compensation for all work specified in this Section, 
including all materials; all clearing and grubbing of material pits; all stripping of overburden 
from the pits, if required; all hauling of material, except that if the location of a proposed pit is 
changed by the Engineer and such change entails an increase in haul distance; and all incidentals 
necessary to complete the work. 
 If there is an increase in the haul distance, it will be considered as Unforeseeable Work. 
 Payment will be made under: 

Item No.   285- 7- Optional Base - per square yard. 
Item No. 2285- 7- Optional Base - per square meter. 

 
 



SAND-CLAY BASE MATERIAL (FOR LOCAL AGENCY USE – FDOT ARCHIVE 
SPECIFICATION). 
(REV 01-00) (1-13) 

SECTION 912 
SAND-CLAY BASE MATERIAL 

912-1 General Requirements. 
 Sand-clay material for use in the construction of Sand-Clay Base shall be a mixture of 
sand and clay, and shall be free of trash, foreign matter and other deleterious material. It shall not 
contain lumps or aggregate of such nature or in sufficient quantity to prevent the obtaining of a 
smooth surface, free from pits and pockets. It shall not contain particles of aggregate which will 
not pass a 1 inch [25 mm] sieve. 
 

912-2 Composition and Gradation. 
 The material passing the No. 10 [2 mm] sieve shall meet the following requirements for 
composition, gradation, etc.: 
 

Percent of material passing No. 10 [2 mm] sieve 
Clay (material smaller than 5 μm) 8 to 21 
Silt (material from 5 to 50 μm) 0 to 10 
Combined clay and silt 8 to 25 
 

912-3 Bearing Value and Plasticity. 
 912-3.1 Bearing Value: The material shall have a Limerock Bearing Ratio Value of at 
least 75. 
 912-3.2 Plasticity: The material shall meet the following requirements for plasticity 
(based on tests made on the portion passing the No. 40 [425 μm] sieve): 
  Liquid Limit - Not greater than 25. 
  Plasticity Index - Not greater than 6. 
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